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Rockwell Portable Electric Power Tools are manufactured and sold under the 
following patents either owned by Rockwell International Inc. or under which Rock- 
well International Inc. is licensed. Other U.S. and Foreign patents are pending: 


D175,825; D177,025; D180,437; D180,708; D180,815; 2,714,408; 2,729,458; 2,737,984; 
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2,937,058; 2,943,655; 2,960,126; 3,022,509; 3,042,924; 3,042,925; 3,056,437; 3,095,748: 
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3,303,861; 3,334,447; 3,339,598; 3,345,784; 3,348,432; 3,364,574; 3,393,309; 3,404,574: 
3,407,857; 3,413,498; 3,427,848; 3,430,084; 3,449,863; 3,454,061; 3,454,143: 3,456,696; 
3,457,796; 3,461,732; 3,491,422; 3,494,394; 3,494,395; 3,500,696; 3,512,307; 3,527,273; 
3,536,943; 3,559,350; 3,581,787; 3,584,527; 3,613,485; 3,623,518; 3,650,336. Canada: 
611,021; 684,901; 693,682; 816,463; 835,142; 847,647; 848,158; 870,396; 872,599. 
France: 133,421; 1,522,313. Great Britain: 1,163,819; 1,170,968. Italy: 820,068; 826,352. 


NOTE TO NIDA-SIDA MEMBERS: 

This ROCKWELL Catalog lists numbers that are compatible with the National Indus- 
trial Distributors Association and Southern Industrial Distributors Association stand- 
ard numbering system as suggested by your Modern Methods Committee. It meets 
EDP requirements. Note that where a number has been changed to be compatible 
with this system, the prior or ‘‘old’’ number is also listed. Since both ‘“‘old’”’ and 
“‘new’’ numbers are listed in the numerical index, you will be able to locate the 
item you require in this catalog without the inconvenience of referring to a cross- 
reference list. Number 69-8143 is the manufacturer’s code number assigned to the 
Pawar Ta-! Division of Rockwell International Ir- by the NIDA-SIDA Modern 
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Value added 
by your 


Rockwell 
Distributor 


He will provide you with... 





Assistance in Your Production Planning. 


His years of experience and technical know-how have 
equipped him to give you expert advice on your specific 
job problems. 


Fast Delivery From Local Stocks. 


Because of his knowledge of local markets, he stocks 
the products you need and delivers your orders quickly. 


Prompt Information on New and Old Products. 


He is in constant touch with manufacturers who supply 
him with information on new products and developments. 


One Source for Many Types of Products. 


One source ordering simplifies your purchasing 
procedure and reduces your accounting costs. 


INDUSTRIAL RATED [5] DOUBLE 
INSULATED TOOLS 


The Double Insulation system is now universally 
recognized and accepted by Underwriters’ Laboratories, 
National Electric Code and OSHA authorities. All 
Rockwell Double Insulated Tools utilize two separate 
insulation barriers between the operator and the 
electrical current for greater safety, even on job sites 
where grounded outlets are not available. 


All Double Insulated tools in this catalog are identified 
by this & Double Insulated symbol. It is shown to the 
left of each double insulated tool model number in the 
specification charts. 


YOUR ROCKWELL WARRANTY 


ROCKWELL is proud of the quality of the power tools which it 
sells. The component parts of our tools are inspected at various 
stages of production, and each finished tool is subjected to a 
final inspection before it is placed in its specf&y designed car- 
ton to await shipment. Because of our confidence in our engi- 
neered quality, ROCKWELL agrees to repair or replace any part 
or parts of ROCKWELL Power Tools or ROCKWELL Power Tool 
Accessories which examination proves to be defective in work- 
manship or material. In order to take advantages of this guar- 
antee, the complete portable power tool or accessory, or in the 
case of machinery, the part must be returned prepaid to the ap- 
propriate factory, ROCKWELL service center, or authorized serv- 
ice station for examination. This guarantee, of course, does not 
include repair or replacement required because of misuse, abuse, 
Or normal wear and tear. Repairs made by other than our factory, 
service center, or authorized service station, relieves ROCKWELL 
of further liability under this guarantee. THIS GUARANTEE IS 
MADE EXPRESSLY IN PLACE OF ALL OTHER GUARANTEES OR 
WARRANTIES, EXPRESS OR IMPLIED, WITH RESPECT TO 
QUALITY, MERCHANTABILITY, OR FITNESS FOR A PARTICU- 
LAR PURPOSE. 
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ROCKWELL TOOLS BEARING MONOGRAMS OF UNDERWRITER’S LABORATORIES, INCORPORATED OR CANADIAN | 
STANDARDS ASSOCIATION ARE LISTED BY THEIR LABORATORIES FOR USE. | 


To assist you in ordering particular machines, accessories, motors and controls, when the Catalog Number of the item is known, 
please refer to the Page Numbers as indicated. 
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44941 39 46-248 101 49-188 108 50090 90 54149 70 57350 68 59463 

44943 39 46-338 101 49-225 92 50091 92 54150 70 57432 69 59466 

44944 39 46-538 101 49-226 92 50092 92 54151 70 57488 68 59468 

44945 39 46-638 101 49-228 92 50093 92 54152 70 57689 98 59500 

44946 39 46-679 101 49-229 92 50094 92 54153 70 57690 98 59503 

45101 84 46-680 101 49-230 92 50-111 102 54154 70 57691 98 59504 

45102 84 46-681 101 49-231 92 50-118 106 54155 70 57736 98 59506 

45128 35 46-682 101 49-233 92 50-127 102 54156 70 57775 31 59509 

45238 14 46-683 101 49-243 92 50-139 102 54157 70 58006 56 59512 

45240 14 46-684 101 49-245 92 50-315 102 54158 70 58066 69 59515 

45242 14 46-685 101 49-247 92 50501 56 54159 70 58067 69 59518 

45244 14 46-686 101 49-250 92 50-508 104 54160 70 58068 69 59521 42 
45248 14 46-687 101 49-363 108 50-509 108 54161 70 58522 14 59524 42 
45250 14 46-832 101 49-364 102 50-510 106 54162 70 58523 14 59527 42 
45252 14 46-837 101 49-513 107 50-513 107 54163 70 58756 69 59555 42 
45254 14 46-838 101 49-620 103 52-346 107 54164 70 58764 42 59558 42 
45256 14 46-841 101 49-889 108 52-493 102 54165 70 58765 42 59561 42 
45258 14 46-847 101 49-890 108 53122 10 54166 70 58766 42 59564 42 
45266 14 47696 27 50005 90 53123 10 54167 70 58767 42 59567 42 
45267 14 47699 27 50006 90 53124 10 54168 70 58775 42 59570 42 
45268 14 48000 33 50007 91 53454 98 54169 70 58939 74 59573 42 
45269 14 48016 83 50008 91 53627 68 54170 70 59206 42 59582 42 
45273 14 48021 83 50009 91 53650 56 54171 70 59209 42 59597 42 
45275 14 48029 83 50010 90 53676 31 54172 70 59212 42 59600 42 
45277 14 48040 84 50011 90 53692 31 54173 70 59215 42 59603 42 
45280 14 48047 10 50012 90 53696 31 54174 70 59218 42 59606 42 
45281 14 48053 35 50013 90 53697 31 54208 68 59221 42 59609 42 
45282 14 48059 87 50014 90 53698 31 54209 68 59240 42 59630 42 
45283 14 48062 33 50015 90 53699 31 54240 68 59243 42 59631 42 
45571 98 48065 87 50017 90 53719 31 54241 68 59246 42 59634 42 
45590 14. 48077 84 50018 90 53721 31 54242 68 59249 42 59635 42 
45591 14 48080 35 50019 90 53792 30-31 54243 68 59252 42 59637 42 
45592 14 48083 10 50020 91 53820 30-31 54244 68 59263 42 59639 42 
45593 14 48093 10 50021 90 53851 31 54245 68 59264 42 59641 42 
45594 14 48094 10 50022 90 53853 31 54246 68 59265 42 59643 42 
45595 14 48095 10 50023 90 53854 31 54247 68 59266 42 59645 42 
45596 14 48096 33 50024 90 54100 68 54250 68 59267 42 59647 42 
45597 14 48099 98 50025 90 54101 68 54251 68 59268 42 59824 83 
45598 14 48105 98 50026 90 54102 68 54252 69 59269 42 59825 83 
45599 14 48118 27 50027 90 54104 70 54339 31 59270 42 59826 © 83 
45600 14 48119 27 50028 91 54113 70 54342 31 59301 42 59827 - 83 
45601 14 48120 27 50029 91 54114 70 54343 31 59302 42 59828 83 
45602 14 48123 33 50030 91 54115 70 54360 31 59303 42 59829 83 
45603 14 48129 33 50031 91 54116 70 54408 68 59304 42 59830 83 
45604 14 48149 33 50032 91 54117 70 54420 68 59305 42 59831 83 
45605 14 48212 98 50033 91 54118 70 54421 68 59306 42 59832 83 
45629 14 48221 82 50034 91 54119 70 54422 68 59307 42 59839 83 
45630 14 48227 10 50035 91 54120 70 54426 68 59308 42 59842 98 
45631 14 48230 98 50036 91 54121 70 54432 31 59309 42 59850 39 
45632 14 48233 33 50037 91 54122 70 54433 =. 31-33 59310 42 62-003 107 
45633 14 48245 21, 87 50038 91 54123 70 54434 31-32 59380 83 62-042 102 
45634 14 48248 87 50050 90 54124 70 54435 31-33 59381 83 62-146 108 
45635 14 48253 10 50051 90 54125 70 54500 68 59400 42 79100 95 
45636 14 48273 33 50052 90 54126 70 54501 68 59403 42 99009 69 
45637 14 48289 10 50053 90 54127 70 54502 68 59406 42 99010 69 
45638 14 48299 10 50054 90 54129 70 54583 68 59409 42 99045 68 
45639 14 48302 87 50055 90 54130 70 54584 68 59412 42 * 866415 69 
45640 14 48311 10 50056 91 54131 70 55604 30-31 59415 42 

45641 14 48321 10 50070 92 54132 70 55605 30 59418 42 

45642 14 48366 - 21 50071 92 54133 70 55665 21 59421 42 

45643 14 48367 21 50072 92 54134 70 55773 + ~=30-31 59424 42 

45644 14 48503 27 50073 92 54135 70 55774 30-31 59427 42 

45645 14 48779 87 50074 92 54136 70 55871 35 59430 42 

45646 14 49-025 101 50075 92 54137 70 55873 35 59433 42 
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CIRCULAR SAWS 








Eight professional quality 
Rockwell circular saws for 
every sawing job from small 
trimming to large cut-off jobs. 


a 








Rockwell’s total line of circular saws 
includes a complete selection of all new 
heavy-duty and extra-heavy-duty double 
insulated tools together with a line-up of 
time-proven favorites that have been the 
first choice of the trades for many years. 
The total line represents the most com- 
plete range of motor powers, blade sizes, 
gearing, speeds, weights and prices at the 
marketplace. The benefits/features and 
specifications listed below make it easy 
for you to select the tool most suitable for 
your job requirements. 


Benefits/Features 
Productivity 


- Efficient sawdust ejector funnels sawdust 
down and away from the operator keep- 
ing. the blade and telescoping guard clear 
and relatively dust free. Motor exhaust is 
directed on line of cut to permit the 
operator to keep the line in view for 
checking and re-checking during the cut. 

- Single sight line on any cut—one sight 
line to follow for any cut—straight, angle 
or bevel. Picture window blade visibility 
on most models gives the operator a 
clear view of the blade as it progresses 
along the cut line for greater accuracy 
and safety. 

- Oversized, rugged worm gear drive is 
featured on Models 567, 568 and 314 to 
provide efficient transmission of high 
torque power to the blade. 

- Efficient high output motors deliver maxi- 
mum power to the blade for fast cutting 
of all materials. 


Durability 


- Failure protected motors manufactured 
on fully automated winding and balancing 
equipment together with a new high- 


Circular Saws Specifications 
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temperature coating and bonding applied 
to the motor windings assures you of 
long, trouble-free motor life. 

- Precision ball and roller bearings 
throughout; grease packed at the factory 
for long, trouble-free service. 

- Heavy-duty cord and strain relief pro- 
tector—long-wearing rubber insulated 
power cord with molded rubber plug. 
Some models feature a separate strain 
reliever, firmly locked into the saw handle 
to relieve cord strain, prevent kinking 
and dangerous wear. 


Handleability 


- Man-size control knobs make it easy to 
set-up depth and angle changes on the 
easy-to-read, calibrated adjustment 
scales. 

- Light weight for better control. 

- Handle design human engineered for 
better control in every application. 


Adaptability 


- Base insert in Model 314 eliminates 
chipping and splintering during cutting 
operations on problem materials; and 
makes sheet metal cutting simple. The 
base insert is easily removed for sawing 


operations which require’ set-tooth blades. 


Serviceability 


- The Rockwell external gear lubricator 
eliminates the need to dismantle the saw 
for lubrication of the gear chambers. A 
twist of the cup ring pumps grease on to 
the gear and pinion on many models. 





- Removable motor and cap permits quick 
inspection of brushes and commutator. 

* Removable pinion gear—machined as a 
separate unit—not part of the armature 
shaft on Speedmatic Models 510 and 542, 
allows replacement of the pinion sepa- 
rately, without replacing the armature. 


Safety 


- Heavy-duty machined bases provide 
solid support, good stability and balance 
that give the operator positive control of 
blade movement through the cut. 

- Telescoping blade guard with miter lip 
minimizes momentary hang-up and drag 
during all types of cuts. Guard has a 
safety lift lever for use in pocket cuts. 
Positive-action spring automatically 
returns guard to starting position at com- 
pletion of each cut. 

- Anti-kick clutch on most models allows 
the blade to slip on the arbor should the 
blade jam during the cut, providing the 
operator protection and also protects the 
tool and the work from possible damage. 

- Many models are double insulated for 
added operator safety. [6] 


Standard Equipment 


~ Basic machine, combination saw blade, 


blade wrenches, operating manual and 
parts list. 


Models 542 and 510 also include gear 
lubricant and rip guide, all packed ina 
sturdy steel carrying case. 


Models 567 and 568 also include #42977 
diamond hole blade adapter. 


Model 314 also includes #53122 base 
insert with thumb screw. 


Model 9314 also includes a rip guide 
packed in a sturdy steel carrying case. 








*Motor Blade Capacity Capacity Length Height Net Weight Shipping Blade Hole 

Model Amps Speed(RPM) Diameter 45° 90° (inches) (inches) (ibs) Weight (Ibs) Diameter 
542 Speedmatic 15 4,800 12° 3/6" 43%” 17% 10% 37 55 Ya” 
510 Speedmatic 13 5,700 10%” 2%” 35” 14% 8Y2 35 47 Ya” 

568 13 4,200 7 ¥2” 2M"e" 217%" 19% 6% 17 22 Diamond 

567 12 4,800 6%” 13%” ea) 16% 6Y2 14 18 Diamond 
(oO) 346-1 11 5,800 642" 15%" ya) 9% 7% 11 IZ45 Se 
(Oo) 315-1 12 5,800 7 V4" 12H 9!" 274" 92 7% 11.5 13 5g! 
[o) 368-1 13 5,800 BY," 24" 215/),/" 9¥2 7% 12.25 14 3" 
® 314 4.5 3,800 4Vo" 16" 1546” 10% GV 7 11 %" 
9314 Kit 4.5 3,800 4Ye” 1146" 1546” 10% 6% 7 17 %" 





*All Motors are Universal Type, 120 Volt, 25-60 Hertz, AC-DC. Models 567 and 568 Motors are the same except AC only. | 
These Tools Comply with OSHA Requirements. 





CIRCULAR SAWS 


More professional quality 
Rockwell circular saws to 
give you a complete selection 
of double insulated tools. 
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Push Handle Circular Saws 


Rockwell Push-Handle Circular Saws offer 
an additional choice to those who prefer 
to work behind the saw. They are available 
in three popular blade sizes 642”, 7%” 
and 8%”. There is a choice of motor 
powers ranging from quality Rockwell 
Speedmatic GTO models to the Rockwell 
economy priced “‘Contractor Special” unit. 
They’ve got the muscle to handle almost 
any job you throw at them—just look into 
the features and benefits below and see 
for yourself. 


Benefits/Features 
Productivity 


- Efficient sawdust ejector funnels sawdust 
down and away from the operator keep- 
ing the blade and telescoping guard clear 
and relatively dust free. Motor exhaust is 
directed on line of cut to permit the 
operator to keep the line in view for 
checking and re-checking during the cut. 

* Single sight line on any cut—one sight 
line to follow for any cut—straight, angle 
or bevel. Picture window blade visibility 
on most models gives the operator a 
clear view of the blade as it progresses 
along the cut line for greater accuracy 
and safety. 

- Efficient high output motors deliver maxi- 
mum power to the blade for fast cutting 
of all materials. 


Durability 
- Failure protected motors manufactured 
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on fully automated winding and balancing 
equipment together with a new high- 
temperature coating and bonding applied 
to the motor windings assures you of 
long, trouble-free motor life. 


- Precision ball and roller bearings 


throughout; grease packed at the factory 
for long, trouble-free service. 


- Heavy-duty cord and strain relief pro- 


tector—long-wearing rubber insulated 
power cord with molded rubber plug. 
Some models feature a separate strain 
reliever, firmly locked into the saw handle 
to relieve cord strain, prevent kinking 

and dangerous wear. 


Handleability 
- Man-size control knobs make it easy to 


set-up depth and angle changes on the 
easy-to-read, calibrated adjustment 
scales. 


- Light weight for better control. 
- Handle design human engineered for 


better control in every application. 


Serviceability 


* The Rockwell external gear lubricator 
eliminates the need to dismantle the saw 
for lubrication of the gear chambers. A 
twist of the cup ring pumps grease on to 
the gear and pinion on many models. 

- Removable motor and cap permits quick 
inspection of brushes and commutator. 

Safety 


- Heavy-duty machined bases provide 


_ solid support, good stability and balance 


that give the operator positive control of 
blade movement through the cut. 

- Telescoping blade guard with miter lip 
minimizes momentary hang-up and drag 
during all types of cuts. Guard has a 
safety lift lever for use in pocket cuts. 
Positive-action spring automatically 
returns guard to starting position at com- 
pletion of each'cut. 

- Anti-kick clutch on most models allows 
the blade to slip on the arbor should the 
blade jam during the cut, providing the 
operator protection and also protects the 
tool and the work from possible damage. 

- All models are double insulated for 
added operator safety. 


Standard Equipment 


Basic machine, combination saw blade, 
blade wrenches, operating manual and 
parts list. 

















Specifications 
*Motor | Capacity Capacity Length Height Net Weight Shipping Blade Hole 
Model Amps Speed(RPM) Diameter 45° 90° (inches) (inches) (ibs) Weight (Ibs) Diameter 
[Go] 680 Speedmatic 13.5 5,800 244” 2! 56” 10 7 V2 13% 15% 5” 
[O]679 Speedmatic 12.5 5,800 7 V4" 12%” 27/6" 10 7% 12 13% 56” 
[a] 318 13 5,800 BY4” 214” 21546” 9% 7% 11% 13% 56" 
[a] 317 12° 5,800 7 V4" 129/42” 27/6" OV. 7%. 11 12% 5a” 
[a] 316 11 5,800 6% 15%” 246" 9¥% 7% 10% 12% 56” 
[Oo] 415 10 5,800 7%" 1%” 23” 10% 7 8 V2 12% 58” 





*All Motors are Universal Type, 120 Volt, 25-60 Hertz, AC. 
These Tools Comply with OSHA Requirements. 
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CIRCULAR SAWS 


Accessories 






No. 48083 Protractor Gauge—For straight 
or angle cut-off work adjustable 75° right 


No. 48093 Solid Lock-Up Blade Clamp— 
for Models 315, 346, 368 and 528. Con- 
verts kickproof clutch to solid blade 
lock-up. For use with abrasive blades. 
No. 48095 Solid Lock-Up Blade Clamp 
—for Models 316, 317, 318, 679, 680, 
346-1, 315-1 and 368-1. 

No. 48227 Cross-Cut Guide—For accu- 
rate 90° cross-cutting. 
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eau 
x 


Heavy-Duty Steel Carrying Cases For 
Circular Saws — Protect your saw, have 
it ‘ready to go” with all accessories and 
the saw unit neatly packed in a heavy 
gauge steel carrying case. 





CARRYING CASE NO. 
















314 


315 43067 
346 43067 
368 44657 
510 39695 
528 48253 
542 39676 
567 oe 
568 18015 
592 42385 
597, 43067 
Maras, us 
315-1, 368-1 





Blade Wrenches and Arbor Adapters— 
Used to mount saw blades to arbor saws. 


No. 48273 Allen Wrench—For Model 508. 
No. 18050 Blade Wrench—For Model 542. 


No. 48289 Blade Wrench— 
For Models 508 and 510. 


No. 48299 Blade Wrench— 

For Models 528, 567, 568, 597, 316, 317, 
318, 679, 680, 346-1, 315-1 and 368-1. 
No. 48321 Jackshaft Wrench— 

For Models 528, 597, 346-1, 315-1, and 
368-1. 

No. 48311 Arbor Adapter—For most mod- 
els. Used to mount %” round hole saw 
blades to %” arbor saws. 


No. 42977 Diamond Hole Blade Adapter 
— for Model 567. 

Saw Bases — for replacement of stand- 
ard bases to adapt saws to a wide range 
of applications. 


No. 18057 Aluminum Base— 
For Model 568. 


Ce ay 


No. 42819 Wrap-Around Type Base — for 
Models 346 and 315. 

No. 43093 Flush Type Base — for Models 
315 and 346. 

No. 43130 Wrap-Around Type Base — 
for Model 368. — 





Anti-Kick Clutch Screws—for replace- 
ment or to convert solid blade lock-up to 
anti-kick clutch. 

No. 18006—for Models 567 and 568 


No. 48094—for Models 316, 317, 318, 
679, 680, 346-1, 315-1 and 368-1. 


No. 53122 Base Insert With Thumb Nut 
— for Mode] 314. Eliminates chipping on 
splinter-prone materials. “eo 








Rip Guides For Circular Saw for fast, 
accurate ripping to uniform widths. 


RIP GUIDE NO. 








314 
315 
346 
368 
508 
510 
528 
542 
567 
568 
592 


597, 316, 317, 
318, 679, 680, 
346-1, 315-1, 368-1 


QUALITY ROCKWELL SAW BLADES 

Available in a wide variety of types and 

arbor sizes (to fit most all make saws). 
£ 


e — Especially id 





Flooring Blad eal for siz- 


ing hardwood flooring. 
NUMBER 











Planer Blades — Used for obtaining ex- 
tremely smooth end grain cuts on cabinet 
or trim work. 


NUMBER 








Carbide-Tipped Blades — Easily cuts 
“problem materials’ such as Masonite, 
Formica, Asbestos, etc. 

NUMBER 









All-Purpose Blade — Special hardened 
steel teeth for difficult sawing conditions. 
Cross-cut or rip. 


NUMBER HOLE, IN. 








Rip Blades — Specially designed for fast 
ripping of all types of lumber. 
NUMBER 


























Combination Blades — For general rip- 
ping and cross-cutting. 
NUMBER 








Abrasive Blades — yz tee used ‘for ‘com- 
positions and non-ferrous metals; “GL” 
used for stone and plastic; ‘“BL” used for 


iron and steel. 
NUMBER 


12162 (Red Label) ........ 
12159 (Green Label) ...... 
12156 (Blue Label) ....... 
12171 (Red Label) ........ 
12168 (Green Label) ...... 
12165 (Blue Label) ....... 
12180 (Red Label) ........ 
12177 (Green Label) ...... 
12174 (Blue Label) ....... 
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Cross-Cut Blades —Ideal for fast, smooth 
cross-cutting. 
5 NUMBER 
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Special Tool Steel Blades — For special 
cutting applications,4%2” diameter with 
¥%”" arbor hole. — 

No. 12121 — For cutting Plexiglass. 

No. 12122 — For cutting ‘problem mate- 
rials” such as metal laminates and gauge 
size steel sheet. 
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Thin Rim Blades — For finish cutting of 
woods, especially plywood. 


NUMBER 





Metal Cutting Blade — For cutting most 
light gauge metals; also Transite and 
Fiberglas. 

NUMBER 






C6 6..9 66-8. SCO, 6 0 6.6) BLE Oe 






Rochatey ie 

LPP rns. 
6' 2 Masonry 
Abrasive Wheei 








Meta! Cutting 
Abrasive Wheei 


POPULAR PRICED ABRASIVE BLADES 
Fits diamond and %” arbor saws. 
For Masonry Cutting For Metal Cutting 








TUNGSTEN CARBIDE-TIPPED 
CIRCULAR SAW BLADES 


e Last Up to 50 Times Longer than 
Conventional Blades 
e Economy Priced 


Welded Tips 


Catalog 
No. Diameter 





Brazed Tips 











5"’ and Diamond 
5," and Diamond 
¥g"" and Diamond 











Accessories 
STATIONARY SAW BLADES 








NUMBER 
34-709 


COMBINATION BLADE 


Hard Tooth 
(Stays sharp 
seven times longer) 


















NUMBER 


34-627 
34-708 
34-105 









COMBINATION 


Chisel Tooth 











33-227 
34-016 


COMBINATION 
Hollow Ground 





COMBINATION 


Carbide-Tipped 








’ NUMBER 









34-840 

















NUMBER 


COMBINATION BLADE 


















COMBINATION 


NUMBER 






33-198 
34-017 
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PORTA-BAND SAWS 


Rockwell Porta-Band Saws for 
the right combination of power, 
speed and capacity to cut 
almost anything—anywhere. 


12 











eAAe gay 











% 


Where portability, big capacity and fast 
cutting are essential in band sawing appli- 
cations, the Rockwell Porta-Band is the 
perfect choice. There are three basic vari- 
ations—a single speed model, three two- 
speed models and a variable speed model. 
All of these saws provide fast, accurate 
cutting on almost any material at the job 
site. The Porta-Band’s performance 
together with its versatility and complete 
line of accessories make it the perfect cost 
and labor saving unit for any band sawing 
operation. 


Benefits/Features 


Productivity 


- Fast cutting for time and labor savings. 

* Precision heavy-duty worm gear and 
chain drive for maximum transmission of 
power to the blade. (Models 7721 and 
9721 feature spur gear and chain drive.) 

*On Models 7721 and 9721 the motor is 
turned vertically so that the operator can 
have a clear view of the line-of-cut at all 
times. This is most important when a 
through cut is not desired or where an 
adjoining surface is not to be cut. 


Durability 


- Ball and needle bearing construction for 
smooth operation, accuracy and maxi- 
mum efficiency. 

« Motors are failure protected to withstand 
high overload temperatures. 


Porta-Bands 
Specifications 








- Improved all ball bearing guide system 
on Models 7721 and 9721 gives longer 
blade life, and better cutting accuracy by 
maintaining the proper angle of 
blade-to-work. 


Handleability 


- Easy access tensioning lever for fast and 
easy blade changes. 
- Large, full grip handles for easy opera- 








PORTA-BAND SAWS 


tion and maximum control. 


Adaptability 


Safety 


- Large sturdy work support stabilizes the 
saw on the work for maximum safety and 
cutting accuracy. 


» Models 7721 and 9721 are double insu- 


require no grounding. G) 


Standard Equipment 
Basic machine, blade, blade wax and an 


operating manual. 
Models 9721, 9724, 9725, 9726 and 9728 


lated with two-prong plug, external cord 
strain relief protector and long wearing 
rubber insulated power cord—they 


include standard equipment and assorted 
blades packaged in heavy gage steel 


carrying case. 


- Completely portable for endless versa- 


tility. 


- Kits available in all models—Porta-Band 
saw and accessories come packaged ina 
sturdy heavy gage steel carrying case. 

- Accessory stand available to fit most 
models. The rugged stand converts the 
Porta-Band saw to a stationary unit for 
job applications where firm work support 
is essential for cutting accuracy. Operator 
is free to work on other projects while 
material is being cut. 

+ Models 7721 and 9721 will flush trim pipe 
to within 3%” of floor line and have the 
unique capability of trimming doors or 
steel plate up to a 3%” depth in one cut, 
to any length. 


a 


*Motor No Load Blade 
Model Amps Speed (SFPM?) Size 
9728 Kit 45865 195Lo 5334” 
245 Hi 
726 aon" Variable 447%” 
80 to 240 
9726 Kit 5.5** Variable 447%” 
| 80 to 240 
725 45&65 195Lo 447” 
245 Hi 
9725 Kit 45&65 195Lo 447” 
245 Hi 
724 6.5 240 447%” 
9724 Kit 6.5 240 447,” 
(O)]7721 45&6.5 195Lo 4475” 
245 Hi 


245 Hi 


Drive 
Worm Gear 
& Chain 
Worm Gear 
& Chain 
Worm Gear 
& Chain 
Worm Gear 
& Chain 
Worm Gear 
& Chain 
Worm Gear 
& Chain 
Worm Gear 
& Chain 
Spur Gear 
& Chain 
Spur Gear 
& Chain 


Capacity (inches) 
Round Rectangular 


4% 


3% 


3% 


3% 


3% 


3% 


3% 


3Y2 


3% 


43%4 x 4% 
3% x 4¥e 
3% x 4% 
3% x 4% 
3% x 4% 
3% x 4% 
3% x 4% 
3Y2 x 4¥ 


3% x 4% 


Bearings 
Ball & Needle 


Ball & Needle 
Ball & Needle 
, Ball & Needle 
Ball & Needle 
Ball & Needle 
Ball & Needle 
Ball & Needle 


Ball & Needle 


Overall 
Length 
234” 
19%” 
19%” 
192” 
19%” 
19%” 
192” 
21 ¥2” 


212” 


Net Weight 
(Ibs) 

19 

Ly 

17 

17 

17 

17 

17 

13.5 


13,5 


Shipping 
Weight (Ibs) 
39.9 

23 

37 

23 

37 

23 

37 

16.5 


32.5 





» [GJe721Kit 4.5865 195Lo 447" 


*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 


**726 and 9726 AC only. 
These Tools Comply with OSHA Requirements. 
+Surface Feet Per Minute. 
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PORTA-BAND SAW 


Accessories 


PORTA-BAND BLADE SELECTION CHART AND RECOMMENDED USAGES 





BAND SAW SPEED 

































USE SINGLE SPEED BAND SAW OR HIGHER SPEEDS 


ON 2-SPEED AND VARIABLE SPEED BAND SAW USE LOWER SPEEDS ON 2-SPEED OR VARIABLE SPEED BAND SAWS 












































































































































ALUMINUM-BRASS- ANGLE IRON- CHROME AND ELECTRICAL INSULATED 
MATERIAL TO BE CUT MAGNESIUM-COPPER- CAST IRON- TUNGSTEN STEELS- STAINLESS STEEL CABLE-FIBER GLASS- 
BRONZE-MILD STEEL GALVANIZED PIPE PROBLEM MATERIALS ASBESTOS-PLASTICS 
2 VY, 2 % yy 2 & 32 Vi 2 % & 2 Vy 2 6 & 2 Y 2 % & 2 VY 2 
WALL OR MATERIAL THICKNESS to % Over to Ye | to Vs to V2 on to Ye | to Ys to’ Ye to “4 to Y2 | Over 
Save5% | Save 10% 

Blade | Qty. . 

Pkg. | Per | Blade | Qty. 4474," Long Carbon Steel Blades for use with Models 724, 725, 726 and 7721. 

No. |Pkg.| Pkg. | Per Also fits Black & Decker Models 3122, 3123; Milwaukee Models 6225, 6226; 

No. Ridge Models 941, 942, 943; Greenlee Model 530. 
Steen Eee 
45240| 3 100} 8 | Gea BES 
45242 | 3 }100} 10 | x ie Pass iene Ses) 
45244 45591| 10| 45632 14 ¥ x oe Oe BASS 
45248 45592| 10 | 45633 18 X Pee aes Se Tage SG 
45250| 3 | 45593| 10 | 45634| 100| 24 X aaah RRR aes AI See EGS gS tea Ss 
58522| 3 | — | —| 45635| 100| 1014 x| Xx ae Re Be tues iee 
58523| 3] — | —| 45636| 100 | 1418 x| x x | x oe Pate pa 

4474," Long Alloy Steel Blades for use with Rockwell Models 724, 725, 726 and 7721. 
Also fits Black & Decker Models 3122, 3123; Milwaukee Models 6225, 6226; 
Ridge Models 941, 942, 943; Greenlee Model 530. 
45254| 1 | — | — | 45637 10 a Sess a sak eae Fes ES Es a ie SY 
45256] 1 | — | —| 4568 | 100 | 14 x x MO BE DE SO ae I SBT 
45258] 1 | — |—|45639|100/ 18 | | x} | | | [x Cees ESE Ee toe RE HG A) 
45252| 1 | — | —|4560/ 100] 24] x| | | | [x X ee ities Races Was CR DA eh ee 
4474," Long Hi-Speed Steel Blades for use with Rockwell Models 724, 725, 726 and 7721 
Also fits Black & Decker Models 3122, 3123; Milwaukee Models 6225, 6226; 
Ridge Models 941, 942, 943; Greenlee Model 530. 
45273| 1 | 45594) 5 | 45641/ 100] 10 | | | | xi] | 2 ae Rete Gitta ee. ieee Recs ees PS ee RR 
45275} 1 | 45595| 5 | 45642|100| 14 | | | Xx X |X| = ie ae SOE EG ee 
45277| 1 | 45596] 5 | 45643/ 100] 18 | | Xx | 5 x x ieee Boo bee 
_— | —| 45587] 5 | 45654] 100] 24 | x] | x X Oe a ae es Oe SS PS 





5334” Long Carbon Steel Blades for use with Rockwell Model 728, 
Greenlee Model 531 and Ridge Model 944. 























10 | 45645 | 100} 14 
10 | 45646 | 100| 18 


10 | 45647| 100 | 24 


45267| 3 | 45599 
45268| 3 | 45600 


45269} 3 | 45601 


45266 45644 aa BER Oe 
xX 

cp 
X = 


x si ete os 


oe 
X 
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45280| 1 | 45602} 5,| 45649| 100; 10 | [| | | xf [| [| [| | xt — Bae 

45281) 1 | 45603) 5/| 45651| 100| 14 ne eS Aa BG X fie Mises eae ee Fe ee ee 

45282/ 1 | 45604) 5 | 45652| 100 | 18 Patios. X Pa ea RS PS eS Ea OA 

45283| 1 | 45605} 5 | 45653|100| 24 | x X X a ea oe ae ee i‘ 








“Alternate Tooth Pitch 


Porta-Band Saw Stands For 
Increased Porta-Band Flexibility! 


Converts the Porta-Band Saw to a sta- 
tionary unit for job applications where 
firm work support is essential for accu- 
rate cutting. Fits all Porta-Band models. 
Increases blade life by 50%. Operator 
can work on other projects while material 
is being cut. Chain type vise holds all 
shapes of materials within the cutting 
capacity of the saw. Clamping tension 
can be varied from light load for thin wall 
materials to heavy load for solids. Ideal 
for such applications as cable cutting; 
sawing of concrete reinforcing rods; soil 
pipe; solid and tubular plastics; copper 
and brass tubing, and more. 
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726. 

WI a oie eG keeles ews gE is 

POGHOTIE i Ub it eis Pe a a 10%” 

CNT a nc eta ee Ses ae ees 19%" 
(28% "” including vise clamp) 

WORN Soy oy are a ide ne en 32 Lbs 


Legs not furnished. Standard 34” Diam- 
eter pipe can be used for stand legs. 


No. 44914 Tube of Lube Wax—Extends 
blade life, and gives smoother cuts. 
Y3 Ib. 




















PORTA- BAND SAW 












































































































































































































































Accessories 
¢ BANDSAW BLADE INTERCHANGE LIST 
Rockwell Blades Are Packaged For Your Convenience 
Package Quantities May Differ by Manufacture 
Black & Millers : 
Rockwell Decker Milwaukee Falls Greenlee Ridge 
Qty. Qty. Qty. 

Cat. Per Cat. Per Cat. Per Cat. Cat. Cat. Cat. Cat. 
No. Pkg. No. Pkg. No. Pkg. No. No. No. No. No. 
CARBON STEEL BLADES—447%4” LONG 

45238 3 ie an 45629 100 N/A 48-39-0050 N/A N/A N/A 
45240 3 cs ie, 45630 100 N/A 48-39-0060 N/A N/A E-1261 
45242 3 45590 10 45631 100 31200 48-39-0070 5210 3010¢ ~. Bn262 
45244 3 45591 10 45632 100 31201 48-39-0080 5214 3014¢ E-1263 
45248 3 45592 10 45633 100 31202 48-39-0090 5218 3018C E-1264 
45250 3 45593 10 45634 100 31203 48-39-0100 5224  —»--3024C N/A 
58522 3 z z 45635 100 N/A N/A N/A N/A N/A 
58523 3 Ks af 45636 100 N/A N/A N/A N/A N/A 
ALLOY STEEL BLADES—447%” LONG 
45254 1 af 1 45637 100 31206 48-39-0250 4110 N/A E-1231 
45256 i a 45638 100 31207 48-39-0260 4114 N/A E-1232 
45258 1 ig 45639 100 31208 48-39-0270 4118 N/A E-1233 
45252 1 S ms 45640 100 31209 48-39-0280 4124 N/A 2 aE 
HI-SPEED STEEL BLADES—447%%”" LONG 
45273 1 45594 5 45641 100 31212 48-39-0350 N/A 3010HS N/A 
® 45275 45595 5 45642 100 31213 48-39:0360 N/A 3014HS N/A 
45271 1 45596 5 45643 100 31214 48-39-0370 N/A 3018HD N/A 
ie a 45597 5 45654 “100 31215 48-39-0380 N/A 3024HS N/A 
CARBON STEEL BLADES—5334” LONG 
45266 3 45598 10 45644 100 N/A 48-39-0150 N/A 3110C N/A 
45267 3 45599 10 45645 100 N/A —s—=«é¢8- 39-0160 N/A 31140 N/A 
45268 3 45600 10 45646 100. N/A 48-39-0170 N/A 3118C N/A 
45269 3 45601 10 45647 —‘100 N/A 48-39-0180 Ne a 
HI-SPEED STEEL BLADES—53%” LONG 
45280 1 45602 5 45649 100 N/A 48-39-0450 N/A 3110HS N/A 
45281 1 45603 5 45651 100 N/A 48-39-0460 N/A 3114HS N/A 
45282 1 45604 5 45652 100 N/A 48-39-0470 N/A es 
45283 45605 5 45653 joo OMA 48-39-0480 «N/A 3124HS N/A 





WiGUh.. 5 Se ee is ieee 11” 

WEN okt ahr-tes aw mie g t adae 10%" 

RINE hc eins ee aes 19%" 
(28%"” including vise clamp) 

MUI Seo dice Sa a es wae ae 32 Lbs. 





Legs not furnished. Standard %4” Diam- 

eter pipe can be used for stand legs. Heavy Duty Steel Carrying Case For 
Porta-Band Saws—Protect your saw. 
have it ‘ready to go” with all accessories 
and the saw unit neatly packed in a 
heavy gauge steel carrying case. 


No. 44907 Carrying Case for Model 7721. 
No. 44908 Carrying Case for Model 9728. 
No. 44912 Carrying Case for Models 724, 
725 and 726. 
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TIGER SAWS 


Seeing is believing—you’ll have to see the 
new-generation Tiger Saws in action to 
appreciate their outstanding performance, 
versatility, power and quality. A full 1” 
cutting stroke works together with an all 
new power packed 8 amp, 920 watt motor 
to give them the power and stamina to cut 
swiftly, smoothly and easily through wood 
or metal—the fastest cutting saw of its 
type. All it takes to convert from orbital 
action to reciprocating action, for metal 
cutting, is a simple flick of a lever. Put the 
Tiger Saw up against any other all pur- 
pose saw—it can’t be beat! 


Benefits/Features 
Productivity 


- Efficient, 8 amp, 920 watt motor assures 


maximum cutting speed in all applications. 


Tiger Saws 


Rockwell Tiger Saws— 
the fastest cutting, most powerful 
all-purpose saw in the world. 


— ily 


- A massive front shoe pivots for plunge 
cutting, automatically positioning the 
saw for best rake angle of blade so it can 
perform at top efficiency. 

- Adjustable shoe permits use of several 
areas of blade when cutting thin mate- 
rials for longer blade life. 

- Totally enclosed blade carrier is made 
square to eliminate blade wander for 
improved cutting accuracy. 

* The Rockwell universal bladé clamp 
locks the blade to the carrier at a 7° rake 
angle for most efficient cutting. Accepts 
all popular make blades. 

- Orbital cutting action for greater cutting 
speed. 








a Model 628 Kit 





Durability 


- All ball and needle bearing construction 
for smooth operation and maximum 
efficiency. 

- Extended duty switches for positive 
power control and long switch life. 

* Precision machined gears—hobbed in 
matched sets from heat treated, extra 
strength steel to provide smooth, effi- 
cient power transmission. 


Handleability 


- Glass-filled nylon motor housing and 
handle—a virtually indestructable jacket 
that provides a cool surface no matter 
how long the tool is in use. 

* Human engineered handle and balanced 
weight distribution for effortless 
operation. 


Adaptability 


* Dual-action cutting—2 tools in 1—simply 
“flick a lever’ to change from orbital to 
reciprocating cutting action. 

- Hi-Lo speed range (on two-speed model). 
The right speed for any material: 2800 
spm for wood or 1900 spm for metal. 
Speed selector switch is conveniently 
located below the on-off switch for fast, 
easy speed changes. 


Safety 


- Positive-stop brushes protect the tool and 
alert the operator when service is 
necessary to eliminate expensive repair. 

* Double insulated with two-prong plugs, 
external cord strain relief protector and 
long-wearing rubber insulated power 
cord—they require no grounding. 


Standard Equipment 


Basic machine, wood cutting blade, 10’ 
2-conductor rubber insulated power cord, 
blade clamp wrench and operating 
manual. 


Models 628 and 9627 also include an 
assortment of 5 blades with standard 
equipment packed in a heavy gauge steel 
Carrying case. 














Specifications 
*Motor No Load Stroke Net Shipping 
Speed (Orbital / Length Weight Weight 
Model Amps Watts (SPM) Recip.) Bearings (inches) (Ibs) (Ibs) 
627 8 920 1900/2800 +* All Ball and Needle 18% 8.75 11 
9627 Kit 8 920 1900/2800 7 All Ball and Needle 18% 8.75 Tool Only 18 
628 Kit 8 920 2400 1* All Ball and Needle 18% 8.75 Tool Only 18 





*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC. 628 AC-DC. 


These Tools Comply with OSHA Requirements. 
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TIGER SAWS 


Accessories 


A blade for every type of sawing application... designed for use on Rockwell, and most competitive make saws. 


TEETH 
RECOMMENDED USE LENGTH | KEY 


(Taper) a Silver 
sa 7 | si 
12406 al Pian Black 
Scroll cutting hard wood; plywood; pressed wood; plastic; (Seroll) 
tile; asbestos 
5 6” Black 
(Scroll) 


6 ALL PURPOSE TIGER SAW BLADES 





General roughing-in wood 





12403 5 










5 General roughing-in wood including nail-embedded wood; 4¥%e” z Ilo 
thick plywood | (Double Edge) range 
Heavy gage (non-ferrous) metals; bar and angle stock; cast alu- 
12415 10 minum; hard rubber; plastic including laminates; pressed wood 10 Red 
42418 | 10 Heavy gage (non-ferrous) metals; bar and angle stock; 


galvanized pipe; tubing (over 18 ga.) 


Heavy gage (non-ferrous) metals; bar and angle stock; cast iron; 

sheet steel (over 18 ga.); hard rubber; pressed wood; fiberglas Fe Lae Red 
arnee rg aia! 18 ga.); galvanized pipe; tubing poe ae | Red 
P= seer = 
— 
woe 













Red 


34" : 
(Scroll) Red 
32" 

(Scroll) Red 
(Scroll) a 


35%” 
(Scroll) 


Heavy gage (non- ferrous) metals; bar and angle stock; 4” 18 Silica 
stainless; galvanized pipe; tubing (over 18 ga.) (Flexible) “ 
Heavy gage (non-ferrous) metals; bar and angle stock; cast 6” BI 
aluminum; copper; brass; galvanized pipe; tubing (over 18 ga.) (Flexible) ue 


Heavy gage (non-ferrous) metals; bar and angle stock; 38 | 


stainless; galvanized pipe; tubing (over 18 ga.) (Flexibte) 


Cutting nail-embedded wood (Flexible) | 10: Jorange 
31 ” 
General roughing-in wood including nail-embedded wood (Flexible) Orange 
Heavy gage (non-ferrous) metals; cast aluminum; plywoods; <0. Grains 
pressed wood: nail-embedded wood ee g 
Opening crates; removing siding; cutting nail-embedded wood (Flexibte) 18. Jorance 
0 Plaster including plaster with metal lath; plasterboard eet White 
Wavy Si 
Paper; corrugated cardboard; rubber; laminated fiberglas Knife iver 
Taper back carbide tip blade for cutting asphalt tile, plastics, Gre 
sheet rock, plaster and general wood cutting y 


Contains (1) No. 12400; (1) No. 12409: (1) No. 12412: (1) No. 12415: (1) No. 12424: 
(1) No. 12439; (1) No. 12442: (1) No. 12454; (1) No. 12463; (1) No. 12466 


Sheet steel (under 18 ga.); galvanized pipe; tubing 
(under 18 ga.) 


Metal scroll; stainless; cast iron; bar and angle stock; 
galvanized pipe; tubing (over 18 ga.) 


Metal scroll; stainless; cast iron; bar and angle stock; 
galvanized pipe; tubing (over 18 ga.) 


ak as re 
oO a) © 


Heavy gage (non-ferrous) metals; cast aluminum; copper; 
brass; rubber; pressed wood; fiberglas 








12445 10 vetow 


12448 1 


Blue 


12457 


12463 





12466 





YYYOYVIIVIAIVIVIAIA AVA 


apne 


12472 





12480 


ake — 
i) oO 


Assorted Package 
of (10) Blades 


ACCESSORY EQUIPMENT 
NO. 53650 Carrying Case. Holds either single speed Model 628 or 2-speed Model 627 and accessory parts. 


12475 
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BAYONET SAWS 


Three Rockwell bayonet saws for 
cutting intricate curves or big 
capacity straight cuts ina 

wide variety of materials. 


aaa 


isa ase 


y (An 


gaa 
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Rockwell heavy-duty industrial bayonet 
saws are designed to handle every job 
from intricate internal or external curve 
cutting to big capacity production straight 
cutting. They perform cutting chores in 
ferrous metals, non-ferrous metals, soft or 
hard woods, plastics or compositions with 
ease and safety. Rockwell bayonet saws 
are the perfect choice where maneuver- 
ability and precision cutting are critical! 
Review the benefits/features and the 
specification chart below to select the 
saw that fits your job requirements. 


Benefits/Features 


Productivity 


- All ball and needle bearing construction 
for smooth operation, accuracy and maxi- 
mum efficiency on Models 548 and 648. 

* Cycloid blade cutting action on Model 
348 keeps blade free of saw dust for fast 
cutting and increased productivity. 

* Built-in saw dust blower on Models 548 
and 648 gives clear view of the cut line. 

* Model 648 delivers a full 1” stroke for fast 
cutting and long blade life. 

- Model 648’s revolutionary wrap-around 
blade clamp automatically positions the 
blade at the proper cutting angle and 
keeps it there! 

* Roller bearing blade support guide on 
Model 648 offers cutting accuracy and 
long blade life. 


- Orbital blade cutting action on Model 548 


reduces heat and blade breaking friction 
while providing faster cutting and longer 
blade life. 


Bayonet Saws 
Specifications 


*Motor Speed 

Model Amps (SPMt) 
548 3.5 4,500 
9548 3.5 4,500 
[Oo] 648 3 3,200 
348 3 3,500 











BAYONET SAWS 





+ Large right- or left-tilt base on Model 348 
measures a full 17 square inches. Tilts a 


€@ full 45° right or left for beveling 


operations. 
= P 


Safety 


- Trigger switch on Model 548 provides 
“instant” on-off power control. 

- Rockwell's Model 648 is the only indus- 
trial rated double insulated bayonet saw 
on the market. It has a two-prong plug, 





Durability external cord strain relief protector and 
- Rugged worm gear drive on Model 548 long wearing insulated power cord— 
provides efficient power transmission and requires no grounding. [] 


smooth operation. 
Standard Equipment 


Handleabitity Basic machine, allen wrench, general 
- Preferred top handle design with auxiliary wood cutting blade and operating manual. 
side handle on Model 548 assures full 


control and handling ease in a variety of Model 348 also includes “magic circle 


vas base insert. 
positions, even when plunge cutting. 

- Massive, sturdy base offers full support Model 548 also includes “‘magic circle”’ 
for positive stability and cutting accuracy. base insert; assorted blades; 10 tooth, 6 
- Model 548’s full 24 square inch base for tooth, 14 tooth, knife blade; blade mech- 

stable tool support on the work. anism lubricant; gear lubricant. 
* Combination glass filled nylon motor Model 9548 includes 548 standard equip- 


housing and barrel grip on Model 648 
makes low center of gravity control and 
fast response to direction changes 
possible. 


ment plus angle adjusting base, assort- 
ment of 6 wood cutting and 6 metal cutting 
blades all packaged in a heavy gage steel 
Carrying case. 


Adaptability 


* Magic circle base insert eliminates chip- 
ping and splintering even on plywoods 
and laminates. Removable for cutting 
operation with set tooth blades on 


Models 548 and 348. 
Stroke Length Net Weight Shipping 
(inches) Bearings (inches) (Ibs) Weight (Ibs) 
7% Orbital Ball & Needle 7% 6 10 
76 Orbital Ball & Needle 7% to 16.5 
1 Ball & Needle 8% 5 9 
%s Cycloid Ball & Bronze 8 5 9 


*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. tStrokes Per Minute. 
These Tools Comply with OSHA Requirements. 
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BAYONET SAWS 


Accessories 


BAYONET SAW BLADES 
WOOD & COMPOSITION CUTTING BLADES TAPER RELIEF GROUND-TOOTH BLADES QUANTITY PER PACKAGE~—10 (Except Nos. 12390, 12600, 12601) 


CUTTING DEPTH USING 


648 Blade i sey Blade 
Length jac, | Width 











HIGH SPEED STEEL-FIBERGLASS CUTTING 





a 
i 
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1 % 10 34 


CARBIDE TIP—PROBLEM MATERIAL CUTTING 





HIGH SPEED STEEL—METAL CUTTING 
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*Quantity per package—one. 
tQuantity per package—five. 
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APPLICATIONS 


Fast Cutting Set Tooth-Wood 
Faster Cutting Shark Tooth 
Fast Cutting Set Tooth 


Faster Cutting Shark Tooth 


Scroll and General Smooth Cutting 
Soft and Hard Grain Woods—Plywood—Masonite 


Fast Scroll and Rough Cutting—Soft and Hard Grain Woods 


General Wood Cutting—Asphalt Tile 
Fiber—Paper—Plastic-Laminates—Lucite—Plexiglass 


General Rough Cutting Roof Rafters 
and General Frame Cutting—Plunge Cutting 


Smooth Scroll and Circular Cutting 
Masonite—Plywood-Soft and Hard Grain Trim Stock—Plastics 


Fast Scroll and Circular Cutting 
Solid Grain Wood—Masonite—Plastics 


General Straight and Large Curvature Cutting—Solid Grain Wood 
Plywood—Masonite—Plastics—Soft Aluminum Extrusions 


Smooth Scroll and Circular Cutting—Plywood, Straight Grain Wood, 
Masonite—Plastics—Plunge Cutting 


Fast Scroll and Circular Cutting—Plunge Cutting 
Straight Grain Woods—Hard Board 


General Wood Cutting, Fiber, Paper and Plastic Laminates 
Plexiglass, Rubber Linoleum 


Rough Cutting Wood 


Smooth Finish Cutting of Straight, Curvature, Round 
Finish and Trim Materials and Plunge Cutting 


Cutting—Cardboard—Cloth—Leather 
Rubber and Sponge Type Plastics 


Wood-Plastics—Masonite—Metal 


Wood-—Plastics—Masonite—Metal 


Cutting Fiberglass—Fiberglass Bonded to Plywood 
Sheet Rock-Asphalt Tile—Plastics—Plaster 


Cutting Fiberglass—Fiberglass Bonded to Plywood 
Sheet Rock—Asphalt Tile—Plaster 


Specially Coated to Withstand Abrasive Conditions Encountered 
in Cutting Fiberglass and Other Abrasive Materials. 


Specially Coated to Withstand Abrasive Conditions Encountered 
in Cutting Fiberglass and Other Abrasive Materials. 


Cutting Fiberglass, Asphalt Tile, Plastics, 
Sheet Rock, Plaster and General Wood Cutting 


Cutting Brass—Bronze—Copper and Non-Ferrous Metals 542 to 4” Thick 
Angle Iron—Mild Steel Sheets and Tubing %2 to ¥%” Wall Thickness 


Cutting Window Openings in Steel Core Fire Doors—Copper-—Brass 
and Steel Tubing to 1%” in Diameter 


Cutting Brass-Bronze—Copper—Aluminum to 2” in Thickness 
Steel—Cast Iron to 4.6” in Thickness 


Cutting Non-Ferrous Metals to 4%” in Thickness—Cutting Angle Iron 
Mild Steel Sheets and Tubing to ¥%” Wall Thickness 


Cutting Steel Sheets to ¥” 
Cutting Tubing Thin Wall to 1%” Diameter 


Cutting Steel Sheets and Tubing % to Ye” Wall Thickness 
Cutting Steel Sheets and Tubing 3% to Ye” Wall Thickness 


Cutting Steel Sheets and Tubing %2 to %” Wall Thickness 
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UNIVERSAL JIG SAW BLADES 








BAYONET SAWS 


Accessories 


Premium quality blades for all major makes of jig saws: Black & Decker, Skil, Milwaukee, Stanley, Millers Falls, Sears, Penney, Montgomery 


Ward, Rockwell home type and others. 


Catalog Qty. 
oO. Per-Pkg. 


Per In. Type 
mee 
Set 
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Application 
Fine scroll cutting 
Fast cutting 
Medium cutting 
Smooth fast cutting 
Smooth medium cutting 
Long fast cutting 
Long fast cutting—long lasting 
Smooth fast cutting—tlong lasting 
Smooth medium cutting—long lasting 
Smooth fast cutting—long lasting 
Smooth medium cutting—long lasting 
Flush cutting 
Down cutting for veneers 
Plaster board, etc. 
Rubber, cork, etc. 
Nail embedded wood 
Y%” and thicker 
| Metal X%6” and thicker 
¥,” and thicker 
Metal \.6” and thicker 


NOTE: Tooth-type blades have either ‘‘Set’’ teeth or are ‘‘Taper’’ ground for clearance. The taper ground blades will provide smoother cuts. 


Blade Material—These premium blades are manufactured either from ‘‘HC’’ high carbon tool steel or from ‘‘HS”’ high speed steel. High speed steel blades 
stay sharp longer than conventional blades at a slightly higher price. 


INTERCHANGE LIST 

ROCKWELL BLACK & DECKER STANLEY 
Cat. No. Cat. No. Cat. No. Cat. No. Cat. No. 
ip ae OC ee a ENE 
oe ae Se RN "I 
or : 
Oe. ea ie ae BRR REET 
mo ee oo ee 
ii 
12519 49491 24087 aN 83507 


NOTE: Rockwell Premium Universal Jig Saw Blades are packed five to a handy vinyl pouch. Other companies 


_ package quantities may differ. 


No. 18291 Steel Carrying Case. For con- 
venient storage and carrying of saw and 
accessories. For model 348. 


No. 26132 Steel Carrying Case. For con- 
venient storage and carrying of saw and 
accessories. For model 548. 


No. 48245 Allen Wrench. For quick and 
easy blade replacement and adjustment, 
and for adjusting angle of base for angle 
cutting. For Models : 

548 and 348. 







“S % 
“MAGIC CIRCLE” INSERT BASES 
Eliminate chipping on_ splinter-prone 
materials. Removeable for cutting oper- 
ations with set tooth blades. 
No. 48366 for use with blade nos. 12312, 
12318 and 12371 on models 348 and 
548. (Silver/Grey Finish) 
No. 48367 for use with blade nos. 12306, 
12360 and 12366 on models 348 and 
548. (Black Finish) 


No. 55665 Rip Guide. For fast ripping to 
uniform widths. For 348 saw. 


No. 5021 Angle Adjusting Base. For 
Model 548. Required for angle cutting 
operations. 


21 











It’s the RIGHT 
TIME for Safety 





Use Power Tools... 


When it’s light, not dark 
When you’re dressed for the job 
When soil or surface is dry, not wet 
When you take time to ‘know’ a new tool 
When the work area is clean, not cluttered 
During ‘your’ most productive hours 
When you’re vigorous, not vanquished 
When you’re smiling, not angry 
When you’re relaxed, not hurried 
When you get the help you need 
When tools are in good condition 
And—know when to take a break 




















ROCKWELL 
ABRASIVE 
TOOLS 


Belt and Finishing Sanders 
Angle Sander/Grinders 
and Polisher 
Disc Sander, Polisher 
and Paint Remover 
Die Grinders 
Chipper Cleaner 




















BELT SANDERS 


Now! Ten Rockwell quality 

belt sanders with the power, speed 
and capacity for any custom 

or production sanding job. 


shone inaraniete> 














Rockwell, inventor of the belt sander, has 
a sander for every application. All Rock- 
well belt sanders feature balanced, two- 
puliey design which assures the user of 
efficient, fully controllable sanding action 


eX 
Pe) 


BELT SANDERS 





addition of a lock-on button for con- 
tinuous operation in production sanding 
applications. 

- Weight is centered directly over platen 
for perfect balance and control. 


and long abrasive belt life. We’re sure 
you'll find a sander to fit your needs 

from the complete list of benefits/features 
and specifications below. 





Standard Equipment 
Basic machine, abrasive belt and operat- 


Durability ing manual. Models 500, 503 and 504 also 
° ; ; include gear lubricant. Models 500, 503, 
Benefits/Features - Each sander is equipped with specially 360, 362 and 337 also include dust bag 
designed heavy-duty, self-adjusting, : | , 
Productivity spring loaded cartridge-type brushes nome NES ee 


and heavy-duty brush mechanism to 
provide peak performance and better 
commutation. 

- Precision, long-wearing ball and needle 
bearings are positioned at vital wear 
points throughout the machines to pro- 
vide years of trouble-free performance. 

- Unique channel-shaped specialty, heat 
treated steel striker bar (on some models) 
extends from pulley to pulley to eliminate 
belt “ride up” and protect the housing. 


- Unique belt tracking and tensioning 
device prevents slippage; facilitates 
quick, easy belt changes; and maintains 
correct belt tension and tracking auto- 
matically. 

- Preferred two-pulley design affords better 
belt tracking and longer belt life. Pre- 
vents premature abrasive “‘shelling”’ or 
alignment problems. 

- Powerful vacuum dust removal system 
(on some models) prevents belt clogging, 
assures smooth sanding and longer belt 
life. The efficient vacuum system collects 
the dust in a dust bag which allows the 
operator to work at a steady pace ina 
relatively dust-free environment. 

- Many models have flush sanding capa- 
bilities for “‘up-tight” sanding. 


Handleability 


- Comfortable D-handles with auxiliary 
front handles provide complete operator 
control in any position. 

- The in-handle trigger switch allows 
instant ‘‘on-off’’ power control with the 


® 


Belt Sanders 
Specifications 
No Load Net Shipping 
*Motor Speed Belt Size Length Weight Weight 
Model Amps (SFPM?) (inches) Drive Bearings (inches) (Ibs) (Ibs) 
500 12 1,550 4x27 Worm Gear & Chain Ball & Needle 18 25 34 
503 9 1,180 3 x 24 Worm Gear & Chain Ball & Needle “16.75 : 15 21 
504 9 1,600 3 xX 24 Worm Gear & Chain Ball & Needle 16 14 20 
360 10.5 1,500 3 x 24 Gear & Belt Ball & Needle ™14 16 20 
361 10.5 1,550 3 x 24 : Gear & Belt Ball & Needle 14 14 18 
362 10.5 1,500 4x 24 Gear & Belt Ball & Needle “14 15.25 16.75 
363 10.5 1,550 4x 24 Gear & Belt Ball & Needle 14 14.5 16 
153 6 1,425 3X 21 Gear & Belt Ball & Needle Tho 10 13 
336 6.5 1,300 3 x 21 Gear & Belt Ball & Needle 11.75 9.5 125 
® 337 6.5 1,300 3x 21 Gear & Belt Ball & Needle 


"11.75 10 13 


*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC, except Models 336 and 337 which are AC only. 
**The lengths shown are less Dust Bag. 
tSurface Feet Per Minute. 
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Now, an absolutely swirl free, high speed, 
super smooth finish is possible every time 
with either of Rockwell’s direct motor-to- 
pad powered heavy-duty Finishing 
Sanders. The standard of the industry— 
Model 505—offers precision balance and 
heavy-duty power to let you remove more 
stock with less fatigue. The Model 330 
Speed-Bloc with its compact size and 
light weight makes it possible to do power 
final finish sanding on contour surfaces— 
overhead or underside applications—jobs 
not possible with conventional machines. 





Finishing Sanders 


FINISHING SANDERS 





Benefits/Features 
Productivity 


- Orbital Action—direct drive motor-to-pad 
design powers pad through entire orbit 
for smooth, fast, swirl-free finishing with 
or against wood grain. 





Durability 


- All ball bearing construction for smooth 
operation and maximum efficiency. 

- Trouble-free, direct motor-to-pad power 
transmission. No loss of power through 
belts or gears; no belts to wear or gears 
to service, pad is fully powered at all 
times. 

- Long-wearing rubber insulated power 
cord with separate strain relief pro- 
tectors to prevent kinking and dangerous 
wear. 


Adaptability 


- Interference-free pad construction for 
flush sanding “up close’ to right angle 
surfaces and in other confined areas. 


Serviceability 


* Unique abrasive clamp mechanism for 
stronger abrasive sheet holding and fast 
abrasive changes. 


Model 505 


Handleability 

- Full grip top-side handle with front 
auxiliary handle for positive control at 
all times. 

- Handle mounted trigger switch for instant 
‘on-off’? power control features built-in 
lock button for continuous use. 


Model 330 


Handleability 


- Palm grip design for simplified one-hand 
operation and positive control. 


Adaptability 

- Removable pad feature permits mount- 
ing of accessory sponge rubber and 
rubbing pads for extra versatility. 

Safety 


- All metal parts are double insulated, 
come with two-prong plug—no grounding 
required. [] 


Standard Equipment 


Basic machine, abrasive sheet and 
operating manual. 











Specifications 

Abrasive Orbit Net Shipping 

*Motor Pad Size Pad Size Paper Size Diameter Length Weight Weight 

Model Amps (opm) (inches) (inches) (inches) Bearings (inches) (Ibs) (Ibs) 
505 2.3 10,000 4V2 x 9% 42 x 11 Ve All Ball 11% Fe 9 

Ye Std. Sheet 
330 1:2 12,000 4% x 4% 4V2 x 5% 5h All Ball 4, 3:75 5 
Speed-Bloc® Y% Std. Sheet 





*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC. 


These Tools Comply with OSHA Requirements. 


®Registered Trademark Rockwell International Corporation 
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BELT AND FINISHING SANDERS 


BELT SANDER ACCESSORIES 


No. 48120 Dust Bag — For Models 503 
and 500. 


No. 48503 Dust Bag and Nozzle — For 
Model 337. 


No. 39331 Dust Bag—For Models 360 and 
362. 


Graphite/Asbestos Belt Sander Shoe 
used in place of steel shoe for sanding 
and graining metal. 
No. 48118—3” wide 
No. 48119—4” wide 





ABRASIVE BELTS (10 Belts Per Carton) 
Aluminum Oxide and Silicon Carbide Belts 
are available in various grits ranging from 
fine #120-3/0 to coarse #24-3. As a general 
rule use Aluminum Oxide Open Coat Belts 
(Type SA) for finishing non-ferrous metals, 
sanding soft woods and compositions or 
removing paint and varnish. Use Aluminum 
Oxide Closed Coat Belts (Type A) for ferrous 
metals such as steel, also hard woods and 
composition. Aluminum Oxide Closed Coat 
Belts (Type M) are recommended when 
grinding or finishing metals. Silicon Carbide 
Belts (Type T) should be selected for use 
with slate, marble and other natural or cast 
stone. 


mes Fine Grit 
120-3/0  100-2/0 _80-1/0 
oe | SA 13042 13039 
=e hk 13015 13012 
ee | SA | 13093 13090 13087 
dick | A | 13066 13063 = 13060 
oe | 13141 13138 «= 13135 
3”x21” Ace 13114 13111 += 13108 
13153 13150 
aa 13213. 13210 13207 
i | A | 13186 1318313180 
ree | M | 13237 13234 
13225 13222 
.. | SA | 13285 13282 = 13279 
yes | A | 13258 13255 13252 
| SA | 13333. 13330 13327 
4x24" Dee 4 13306 13303 13300 
13345 
es | SA | 13405 13402 13399 
| A | 13378 © 1337513872 


Medium Grit 
Size Type 
60-1/2 50-1 40-11% 
| SA | 13036 
“ed Nes 
a 13009 13006 
ea 13084 13081 13078 
2V2"x21" 
ae 13057 13051 
| SA 13132 13129 13126 
37x21” Eee 13105 13102 13099 
13147 
| SAS 13204 13201 13198 
CA 13177 13174 13171 
3”"x24” 
| m | 13231 
eCy 13219 
| SA 13276 13273 
A. aby at hes 
ae 13249 
| SA | 13324 13321 13318 
4l"x24” 
ae 13297 13294 13291 
| SA 13396 13393 13390 
4x27" 
a 13369 13366 13363 
Coarse Grit 
Size Type 
36-2 30-22 24-3 
2x24” | SA | 13027 
| SA | 13075 13072 13069 
2Yo"x21" 
re 13048 
| SA 13123 13120 13117 
3x21" Pee 13096 
13144 
| SA | 13195 13192 13189 
13168 
oo Ve 
ce 13228 
13216 
13315 13312 13309 
4x24" SAL . 
ae 13288 
ae | SA 13387 13384 13381 
eas 13360 


SA: Aluminum Oxide Open Coat; A: Aluminum Oxide 


Closed Coat; M: Aluminum Oxide Closed Coat; 
T: Silicon Carbide. Type M Belts have acloth backing. 


ABRASIVE BELTS, ASSORTED PACK- 
AGE — Package of (10) Aluminum Oxide 
Closed Coat (Type A) Belts: (4) #50-1 
Grit; (3) #36-2 Grit and (3) #100-2/0 
Grit. 


No. 13465 13462 13459 13456 


Belt Size 9 2%2"x21” 37x21” 3x24" 2”x21” 


Accessories 


FINISHING SANDER 
ACCESSORIES FOR MODEL 505 





ABRASIVE SHEETS 

(10 Sheets Per Package) 

Aluminum Oxide Open Coat Abrasive 
Sheets are available in various grits 
ranging from fine #150-4/0 to coarse 
#40-112. 


4Y2"x 11" 





MEDIUM 
GRIT 





COARSE 
GRIT 





ABRASIVE SHEETS, 
ASSORTED PACKAGE 


No. 13522 Package of (10) Aluminum 
Oxide Open Coat Abrasive Sheets—In an 
assortment of grit numbers. Sheet size 
446" 4.10". 


SPEED-BLOC FINISHING 
SANDER ACCESSORIES 


No. 13453 Assorted Package of 25 Abra- 
sive Sheets—Aluminum Oxide Open Coat 
in various grit numbers. Size 42” x 5%”. 


No, 47699 Rubbing Pad—Used to rub fin- 
ishing compounds into furniture or wood 
paneling. Felt pad is mounted on metal 
back-up plate. 


No. 47696 Sponge Rubber Pad — This 
flexible sponge pad is designed for fine 
grit sanding of irregular or curved sur- 
faces. Also useful for finishing rounded 
stock edges. Pad mounted on metal 
back-up plate. 


ABRASIVE SHEETS 

(25 Sheets Per Package) 

Aluminum Oxide Open Coat Abrasive 
Sheets in various grits from extra-fine 
#280-8/0 to coarse #60-%2. All 4%2”x 
5%” size. 


MODEL NO. GRIT FINISH 
13432 #280-8/0 : 
13435 #220-6/0 Extra-Fine 
13438 #150-4/0 He 
13441 #120-3/0 
13444 #100-2/0 
13447 #80-1/0 iahaibalal 
13450 #60-1/2 Coarse 
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ANGLE SANDER /GRINDERS 
AND POLISHER 








Rockwell sander/grinders 
for a heavy-duty solution 
to your big job problems! 


, a 


Diu ciara 
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ANGLE SANDER/GRINDERS 
AND POLISHER 





Rockwell presents a rugged line of heavy 
and extra-heavy-duty 7” and 9” angle 
sander/grinders plus a heavy-duty 6” 
horizontal grinder and an extra-heavy-duty 
angle grinder for a wide variety of produc- 
tion, maintenance and construction trades 
jobs—blending and finishing welds; remov- 
ing burrs, snags and other casting imper- 
fections; removing rust and scale; general 
cleaning operations; tuck point grinding 
and more! 


In addition, we’ve developed two all new 
double insulated abrasive machines—a 7” 
angle disc sander and a 7” angle disc 
polisher—both powered by 10 amp motors 
with efficient hypoid cut steel gears and 
replaceable pinion. These powerful, safe, 
durable, workhorses are built to take on 
your most demanding job. 


Benefits/Features 
Angle Sander/Grinder 


Productivity 


- Hardened spiral bevel gears for extra life 
and quiet, efficient overall performance. 

- Efficient, high output 12 and 15 amp 
motors for maximum material removal. 


Durability 


- Full extra-heavy-duty shielded ball 
bearing design throughout for smooth 
operation, long life and maximum 
efficiency. 

- Built-in slip clutch to protect gears from 
damage under heavy load. 

- Totally failure protected motors with 
completely rope-wrapped commutator 
wires are resistant to high overload tem- 
peratures, harmful abrasives and 
moisture conditions. 

- Heavy-duty cord with strain relief protec- 
tor features a secondary liner, firmly 
locked into the tool handle to relieve cord 
strain, prevent kinking and dangerous 
wear. 

- Fan and vent openings are designed for 


Sander/Grinders and Polishers 
Specifications 





high velocity air flow to keep motor cool 
and free of grit and dust. 


Handleability 


- Bell shaped rear handle assures positive 
gripping ability in any position. 

- Auxiliary side handle fits either side of 
gear housing for added versatility, greater 
comfort and positive control. 

Adaptability 

* Non-marring hard rubber tool rest for 
tool’s protection; can be removed to 
allow for attachment of suspension eye 
bolt. 

- Can be converted from a sander toa 
grinder by merly adding accessory guard 
and appropriate wheels. 


Serviceability 


- Removable pinion gear—machined as a 
separate unit—not part of the armature 
shaft, allows replacement of the pinion 
separately, without replacing the 
armature. 


Safety 
- Non-conductive glass filled nylon switch 
handle for added operator protection. 


Heavy-Duty Sander & Polisher 


Durability 


- Glass filled nylon motor housing and 
handle—virtually indestructible, provides 
a cool surface no matter how long the tool 
is in use. 

- Efficient hypoid cut steel gearing for 
maximum power to the work and greater 
gear tooth strength. 


Handleability 


- Light weight, balanced design together 
with a human engineered handle permits 


use on production sanding and polishing 
jobs with minimal fatigue. 

-Wrenchless quick-change back-up pads 
and spindle locks for quick accessory 
changes. 


Serviceability 

- Positive stop brushes protect the tool and 
alert the operator when service is neces- 
sary, eliminating expensive repair. 


Safety 

- All metal parts are double insulated from 
current carrying components. They have 
two-prong plugs, external cord strain 
relief protectors and long-wearing rubber 
insulated power cords—no grounding 
is required.) 


Standard Equipment 


Basic machine, auxiliary side handle, tool 
rest and operating manual. 


Model 7958 Angle Grinder 

Includes Standard Equipment plus 54342 
wheel guard, 18329 7” x 4%” depressed 
center wheel, 53820 wheel retaining nut, 
55774 3” quick change back-up pad and 
pad spacer washer. 


Model 760 Horizontal Grinder 


Includes Standard Equipment plus 6” 
wheel guard, outer flange washer, spindle 
nut and 53676 spanner wrench. 


Model 661 

Includes Standard Equipment plus 54360 
7%” back-up pad and 53820 lock nut. 
Model 662 


Includes Standard Equipment plus 55604 
63%4” flexible backing disc, 55773 4%2” 
back-up pad and 19214 lock nut. 

TWith the use of proper guarding and grinding 


wheels Angle Sanders may be converted to Angle 
Grinders. See pages 30 & 31 for easy selection. 

















*Motor NoLoad Spindle Gear Wheel or Pad Length Net Weight Shipping 
Model Amps Speed(RPM) Thread Size Drive Switch Size (inches) Bearings (inches) (lbs) Weight (Ibs) 
790 15 6,000 ¥” —11 RH’ Spiral Bevel HD 20amp 7org9 All Ball 19% 19 24.25 
7905 15 5,000 ¥” —11 RH Spiral Bevel HD 20amp 7org All Ball 19% 19 24.25 
781 =12 5,000 ¥e” —11 RH Spiral Bevel HD20amp 7org All Ball 19% 15 20.25 
g 7806 12 6,000 3¥e” —11 RH Spiral Bevel HD 20amp 7or9 All Ball 19% 15 20.25 
| 7958 15 8,000 ¥e” —11 RH Spiral Bevel HD20amp 7 All Ball 19% 19 24.25 
“"760.- 12 4,500 ¥e” —11 RH Helical HD 20amp 6x1x% Bore _ All Ball 23% 19.5 25.5 
[Oo] 661 + +«=10 2,000 %”—11 RH Hypoid HDi6amp 7 AllBall 15 7.5 9 
[oO] 662 10 4,500 ¥e” —11 RH Hypoid HD16amp 7 All Ball 15 75 9 





*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
**Horizontal Grinder. 
These Tools Comply with OSHA Requirements. 
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SANDER /GRINDER 








Accessories 
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ATTACHMENTS FOR SANDING 
OR GRINDING OPERATIONS 


For use with ROCKWELL Heavy-Duty or 
Extra Heavy-Duty Angle Sander/Grinders. 


(O) 


CO Flexible 
Ce > Backing 
Disc 


> 


oh 


Flange Nut 


When used as a grinder, appropriate guards 
must be used. 


Safety goggles are required; gloves are 
recommended. 


Always use attachments that are rated for use 
at an RPM greater than the nameplate 
speed of the tool. 








MES! (( 
- 
ALL MODELS ALL MODELS EXCEPT 662 
Spacer 
<& Washer aati 
SANDING GRINDING BRUSHING 
Wheel Guard 
Assembly Pd x 
Quick Change iN 
Back Up Ape ee 
Pad 
Quick Change 
Back Up D Ces Flaring cD 
Pad (OD) is see Cup C2 
ioe, Wheel Guard eae? 
uy Ny Nase 
Wire 
Cup Brush 





if en y oy aes 
4 oF as s ‘o o- 
Depressed : 


Flaring 


Center Wheel 
Ba Cup Wheel 
fh 
Flange Nut 


ACCESSORY EQUIPMENT 
FOR ANGLE DISC SANDERS 





QUICK CHANGE BACK-UP PADS 
(WRENCHLESS ACCESSORIES) 
Eliminates use of wrench to replace 
abrasive discs for all sanders and 
grinders having %”-11 threaded spin- 
dles. Also for use with light weight plas- 
tic bonded backing discs. (Must be used 
with phenolic flexible backing disc.) 

No. 55773—Quick change 42” diameter 
back-up pad. Includes 18214 clamp nut. 
No. 55774 — Quick change 3” diameter 
depressed center back-up pad. Includes 
18214 long clamp nut. 

No. 53792—Includes 634” diameter back- 
ing pad and 53820 long clamp nut. 
(Does not require backing disc.) 

No. 18214—Long Clamp Nut 

No. 53820 Short Clamp Nut—For use with 
wrenchless flexible backing pads. 





is Bet MADE : NUSA. as 


FLEXIBLE BACKING DISCS 

Phenolic plastic discs provide greater 
flexibility and cooler operation for most 
sanding applications. 

No. 55604—6%4” diameter with depressed 
center. For use with 55774 quick change 
back-up pad. 


No. 55605—87% ” diameter with depressed 
center. For use with 55773 quick change 
back-up pad, nested with the 55604 634” 
diameter flexible backing pad when stiff 
backing is required. 

7” SANDING DISC 


No. 18153 — 36 grit. 
No. 18156 — 50 grit. 
No. 18159 — 80 grit. 


9” SANDING DISC 


No. 18180 — 36 grit. 
No. 18183 — 50 grit. 
No. 18186 — 80 grit. 




















ACCESSORY EQUIPMENT FOR 
ANGLE GRINDERS 


Used with depressed center wheels. 
No. 54342 — 7” guard. 
No. 54343 — 9” guard. 


DEPRESSED 
CENTER 
GRINDING WHEELS* 
For all grinders and sanders. All wheels 
have sufficient flexibility for smoothing 
and blending. Nos. 18329 and 53692 are 
for use with 8000 RPM units. Nos. 18195 
and 18198 are for use with 5000 and 6000 
RPM units. 


No. 18195—7” x %,” 24 grit reinforced 
A.O. 7750 RPM. 

No. 18329—7” x %” 24 grit reinforced 
A.O. 8500 RPM. 

No. 18198—9” x ,” 24 grit reinforced 
A.O. 6000 RPM. 

No. 53692 —7”x%” 16 grit reinforced 
S.C. 8500 RPM for concrete. 


*Guards must be used with all depressed 
Center Wheels. 





FLARING CUP WHEEL GUARDS 
For safe use of flaring cup wheels. 


No. 42315 — For 4” diameter flared cup 
grinding wheels. 

No. 53719 — For 5” diameter flared cup 
grinding wheels. 

No. 53721 — For 6” flared cup grinding 
wheels. 


CUP GRINDING WHEEL ADAPTER 


No. 54339 — For adapting %2” bore cup 
wheels for all 4”-11 thread sanders and 
grinders. 















SANDER / GRINDER 





FLARING CUP GRINDING WHEELSt 
For all right angle sanders and grinders 
composed of 4%”x11” threaded spindles. 
Ideal for fast stock removal on all metal 
grinding applications. 


No. 18168*—4” diameter %”-11 threads 
24 grit A.O. 9070 RPM. 

No. 53696—5” diameter %”-11 threads 
16 grit A.O. 7260 RPM. 

No. 53697—6” diameter 5”-11 threads 
16 grit A.O. 6000 RPM. 

No. 18171*—4” diameter 52”-11 threads 
30 grit S.C. 9070 RPM for concrete. 


No. 53698 — 5” diameter 5%e”-11 threads 
14 grit S.C. 7260 RPM for concrete. 
No. 53699 — 6” diameter 54”-11 threads 
14 grit S.C. 6000 RPM for concrete. 


*Must be used with 8000 RPM Sanders and 
Grinders. 


tGuards must be used with all Flaring Cup 
Grinding Wheels. 





WIRE CUP BRUSH 


For use with all sanders and grinders 
having %”-11 thread spindles with 
speeds up to and including 6000 RPM. 
For removing rust, scale, and all clean- 
ing applications including paint removal. 


No. 18165 —5” diameter 5¢”- 11 threads 
(.020”) knot type. 


ACCESSORY EQUIPMENT 
FOR MODEL 760 
HORIZONTAL GRINDER 


GRINDING WHEELS AND 
WHEEL GUARDS 


No. 18335—6” x 1” x 54” grinding wheel 
for Model 760. 

No. 53854 — 8”x%4" 24 grit silicon car- 
bide wheel for Model 760. 


No. 53853—Wheel guard for use on tuck 
pointing kit for Model 760. 

No. 53851 Tuck Pointing Kit. For use with 
Model 760 Horizontal Grinder to remove 
old mortar between brick and stone struc- 
tures. Includes 8”x %” 24 grit silicon car- 
bide wheel, a wheel guard and spacer. 





SPANNER WRENCH 
No. 53676 — For Model 760. 


Accessories 


7” DISC SANDER 

ACCESSORIES 

FOR MODEL 662 

No. 55774 3” Dia. Backup Pad (Cat. 
#18214 Lock Nut Included) 

No. 55773 41%2” Dia. Backup Pad (Cat. 
#18214 Lock Nut Included) 

No. 53792 634” Dia. Backup Pad (Cat. 
#53820 Lock Nut Included) 

No. 55604 63%4” Dia. Flexible Backing 
Disc (Use with Catalog #55773 or 
#55774) 

No, 18153 7” Sanding Disc—36 Grit 

No. 18156 7” Sanding Disc—50 Grit 

No. 18159 7” Sanding Disc—80 Grit 

No. 53820 Lock Nut—Short (Use Catalog 
#53792) 

No. 18214 Lock Nut—Long (Use Catalog 
+ 55774) 


662 Sander accessories will work with 
Polisher—but will not provide optimum per- 
formance due to reduced speed. 


7” POLISHER 
ACCESSORIES 
FOR MODEL 661 





No. 53820 Lock Nut. Short (use with 
catalog #54360) 

No. 54432 Lambs Wool Pad. 7” diameter. 
No. 54433 Deluxe Lambs Wool Polishing 
Pad. 7” diameter with rounded-up edges 
to prevent scoring. 

No. 54434 Pile Fabric Rubbing Pad. 
7” diameter. 

No. 54435 Deluxe Pile Fabric Buffing 
Pad. 7” diameter with rounded-up edges 
to prevent scoring. 

No. 57775 Felt Pad. Use for rubbing, 
burnishing operations. 

No. 54360 Quick Change Polishing 
Backup Pad. 6%” diameter. Includes 
No. 53820 lock nut. 
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SANDER, POLISHER, PAINT REMOVER 


Rockwell specialized abrasive tools 
for controlled sanding, heavy-duty 
polishing and easy paint removal. 
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SANDER, POLISHER, PAINT REMOVER 


Model 305 7” Polisher 


A lightweight, heavy-duty 7” Polisher with 
unique balanced motor-over-pad design 
offers effortless, fully controlled polishing 
in an endless variety of applications. 


Benefits/Features 

Productivity 

- Powered by extra powerful heavy-duty 4 
amp motor. 

- Handle-mounted trigger switch for 
instant ‘“‘on-off’’ power control with a 
built-in lock button for continuous use. 

' Durability 

- Efficient helical gearing for quiet opera- 
tion and long life. 


Handleability 

- Auxiliary side handle fits either side of 
housing for added versatility, greater 
comfort and positive control. 


Adaptability 
- All-purpose 2000 rpm speed is ideal for 


buffing, polishing, rubbing and general 
cleaning chores. 


Standard Equipment—Model 305 
7” Polisher 


Basic machine, auxiliary handle, back-up 
pad, disc retaining nut, 842” lambs wool 
buff, wrench and operating manual. 


Model 304 7” Disc Sander 


A lightweight, heavy-duty 7” Disc Sander 
for a variety of finishing jobs on woods 
and metals—especially production sanding 
applications where stationary equipment 
is not suitable. 


Benefits/Features 
Durability 


- Efficient helical gearing for quiet opera- 
tion and long life. 


Handleability 


- Motor-over-pad design for balanced, 
effortless sanding. 

- Handle-mounted trigger switch for instant 
“on-off” power control—features built-in 





Model 303 
Power Paint Remover 


Power Paint Remover for fast, easy, uni- 
form, controlled removal of old paint or 

varnish from wood, steel, compositions 

and many other surfaces. 


Benefits/Features 


Productivity 


- Removes paint twice as fast as any 
other method. 


Durability 


- Efficient helical gearing for smooth 
operation and long life. 


Adaptability 

- Auxiliary side handle fits either side of 
housing for added versatility, greater 
comfort and positive control. 

- Vertical and horizontal adjustment 
controls. 

- Can also be used as a 7” disc sander. 


Standard Equipment—Model 303 
Power Paint Remover 


Basic machine, 5041 paint removal 
attachment with #36 grit tungsten 
carbide disc, sponge rubber back-up 
pad, 18009 disc retaining nut, 18012 
wrench and operating manual. 


and Accessories 


No. 48273 Wrench—For Models 304 and 
305. 

No. 42352 Lambs Wool Buff—812” diam- 
eter. For Model 305. 

No. 48062 Abrasive Disc Back-Up Pad— 
For use with 6” diameter abrasive discs. 
For Model 305. 


DELUXE LAMBS WOOL POLISHING PAD 
AND PILE FABRIC BUFFING PAD 


Two new accessory items for the 7” 
Polisher . . . with rounded-up edges to 
prevent scoring. 







DESCRIPTION 


Lambs Wool 
Polishing Pad 


Pile Fabric 
Buffing Pad 
No. 54434 Cleaning Pad—7” diameter 
pile fabric. For Model 305. 









For Model 304 


ABRASIVE DISCS (Package of 12) 
Aluminum Oxide Open Coat. 






GRIT 


#80-1/0 #$ 36-2 


ABRASIVE DISCS, 
ASSORTED PACKAGES 






Package of (12) Aluminum Oxide Open 
Coat Abrasive Discs. Contains (8) #20- 
3%" grit, (2) #36-2 grit and (2) #80 
1/0 grit. 






NUMBER 





6” Diameter 
7” Diameter 


Model 303 POWER PAINT REMOVER 
ACCESSORIES 


No. 5041 Paint Removing Attachment 
Only—Includes +# 36 grit tungsten car- 
bide disc, back-up pad, 18009 retaining 


lock button for continuous use. POLISHER AND nut and 18012 wrench. Easily added to 
Adaptability DISC SANDER Model 304 Sander. 
- Auxiliary side handle fits either side of ACCESSORIES Tungsten Carbide Discs—All 6” diameter. 
housing for added versatility, greater No. 42321 Back-Up Pad—For Models 304 No. 18024 — #46 grit. 
comfort and positive control. and 305. No. 18027 — #36 grit. 


Standard Equipment—Model 304 

7” Disc Sander 

Basic machine, auxiliary handle, back-up 
pad, disc retaining nut, (3) abrasive discs, 
(2) wrenches and operating manual. 


No. 48000 Disc Retaining Nut—For Mod- 
els 304 and 305. 

No. 48233 Wrench—For Models 304 and 
305. 


Abrasive Tools—Sander/Polisher/Paint Remover 


No. 18030 — #24 grit. 


No. 18018 Sponge Rubber 
Back-Up Pad. 


No. 18009 Disc Retaining Nut. 
No. 18012 Wrench. 


Specifications 
*Motor NoLoad Spindle Gear Wheel or Pad Length Net Weight Shipping 
Model Amps Speed (RPM) Thread Size Drive Switch Size (inches) Bearings (inches) (Ibs) Weight (Ibs) 
x) 304 4 4,000 ¥e” —11 RH Helical HD6Amp 7 Anti-Friction 11% 5.78 9 
305 4 2,000 ¥e” —11 RH Helical HD6Amp 7 Anti-Friction 11% 5.75 9 
303 4 4,000 ¥%” —11 RH Helical HD 6 Amp oe Anti-Friction 11% 11 14 


FSeSS Resse SUR Unk Em es aC Re ete TRO IC eT Sn a me a eS a a a 
*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
These Tools Comply with OSHA Requirements. 
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DIE GRINDERS, CHIPPER CLEANER 





More Rockwell specialized 
abrasive tools to handle 
your “special” requirements. 


Model 727 
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Model 717 and 719 Die Grinders 


A pair of Double Insulated Die Grinders 
with glass-filled nylon housings provides 
the ultimate in cool running and high 
performance. Their balanced design and 
high horsepower makes them ideal for 
either maximum stock removal or delicate 
small particle removal in critical limited 
clearance areas. 


Benefits/Features 

Durability. . 

- Long-wearing needle and precision ball 
bearings are positioned at vital wear 
points throughout to assure smooth run- 
ning and greater accuracy. 

- Ball bearing quill is driven with a spline 
coupling that eliminates vibration and 
heat build-up. 

Adaptability 

- These units come with standard suspen- 
sion hangers making them adaptable to 
assembly line work or for other opera- 
tions where repetitious duties are 
encountered. 

- Equipped with a %” rubber flex collet— 
accessory ¥%” and 4,” collets are avail- 
able to adapt to any mounted point. 


Handleability 

- Lightweight, compact design makes them 
ideal in applications where “‘pencil type” 
grip is essential. 


Safety 


- All metal parts are double insulated from 
current-carrying components. They have 
two-prong plugs, external cord strain 
relief protectors and long-wearing 
rubber-insulated power cords—no 
grounding is required. f] 


Standard Equipment—Model 717 
and 719 Die Grinders 


Basic machine, suspension hanger, %” 
collet, wrench set and operating manual. 








| OE 





MODEL 717 AND 719 DIE 
GRINDER ACCESSORIES 


No. 55875 %” Collet. Included as stand- 
ard equipment with Models 717 and 719. 
No. 55873 3/,” Collet. 

No. 55871 ¥%” Collet. 

No. 55877 Wrench Set. Included as 
standard equipment with Models 717 
and 719. 


Model 727 Chipper/Cleaner 


Chipper/Cleaner, ideal for removing heavy 
accumulations of rust and mineral deposits 
from ship hulls, concrete forms, storage 
tanks, pipelines or ovens. Does away with 
tedious hand chisel and hammer chipping 
and scraping chores. 


Benefits/Features 


Productivity 
- 84 hardened steel cutters revolve at a full 
2000 rpm for fast chipping and cleaning. 


Abrasive Tools— Die Grinders / Chipper Cleaner 


Specifications 


*Motor NoLoad Spindle 
Model Amps Speed (RPM) _ Thread Size 
[o]717,s 18 19,000 Ys" Collet 
30,000 %” Collet 
2,000 - 





DIE GRINDERS, CHIPPER CLEANER 


and Accessories 


Durability 

- Corrosion-proof, lightweight aluminum 
alloy housing for long life and resistance 
to abrasion and destructive chemical 
attack. 

Handleability 

- D-handle design with auxiliary top handle 
for positive control. 

Serviceability 

- Lightweight, simplified lubrication system 
for easy maintenance. 


Standard Equipment—Model 727 
Chipper/Cleaner 


Basic machine, (2) cutter bundles, 48080 
steel-carrying case and operating manual. 


CHIPPER/CLEANER 
ACCESSORIES 


No. 45128 Cutter Bundle—Consists of 42 
hardened steel cutters. (Two required.) 
No. 48053 Cutter—Single hardened steel 
cutter only. 

No. 48080 Carrying Case. 


Length Net Weight Shipping 


Gear Wheel or Pad 

Drive Switch Size (inches) Bearings (inches) (lbs) Weight (Ibs) 
— HD6Amp — Ball & Needle 11%¢ 2.625 4 

— HD6éAmp — Ball & Needle 11%¢ 2.625 4 


Worm Gear HD16Amp — 


All Ball 


7:1 Ratio 


13% 18 Less 
Cutters 


50 Including Cutters 
Steel Carrying Case 


in eles ene ee ae A 
*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
These Tools Comply with OSHA Requirements. 
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VALUE ADDED 

BY YOUR 
ROCKWELL 

DISTRIBUTOR! 


He will provide you with.... 














e Assistance in Your Production Planning. His e Prompt Information on New and Old Products. 











years of experience and technical know-how 
have equipped him to give you expert advice 
on your production problems. 


Fast Delivery From Local Stocks. Because of 
his knowledge of local markets, he stocks the 
products you need — delivers your orders quick- 
ly and keeps your working capital free. 


He is in constant touch with manufacturers 
who supply him with information on new prod- 
ucts and developments. 


One Source For Many Types of Products. One 
source ordering simplifies your purchasing pro- 
cedure and reduces your accounting costs. 


SERVING 
INDUSTRY 
ECONOMICALLY 




















We 
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HAMMER DRILLS 


Two unbeatable hammer drills 
to handle almost any anchoring 
or fastening application. 


ita 














HAMMER DRILLS 





- Hammering mechanism and bearings 
protected by a special dust shield built 
over the extra-heavy-duty fluted chuck. 

- Extended-duty 16 amp switch for posi- 
tive power control and long switch life. 

- Available as a kit packed into a heavy- 
duty steel carrying case. 


Drill holes fast in masonry, steel or wood 
with accuracy and efficiency. Rockwell’s 
hammer drill family includes a 2” pistol 
grip, and a 1” D-handle model available 

in a kit if desired. Both configurations have 
a quick change mechanism to change 
from percussion to conventional drilling 

















and are light in weight with plenty of power. Handleability 
; Handleability et 
Benefits/Features ; hh te - Two-position, shock-absorbing rubber 
Productivity | * Multi-position nolan handle for easy auxiliary side handle for excellent 
ee operation in tight spaces. balance and control. 
- Precision heavy-duty gearing with a - Thrust line grip allows comfortable all- ; be 
helical pinion to assure long gear life position drilling for best handleability, Serviceability 
and smooth power transmission. control and minimal operator fatigue. - Positive-stop brushes protect the tool 
- Two-stage gear reduction. 256 and alert the operator when service is 
AEP IONMY necessary to eliminate expensive repair 
Durability - Quick change from percussion to con- 
- All ball-and-needle bearing construction ventional drilling. Safety 
for smooth operation, accuracy and - All metal parts are double insulated with 
maximum efficiency. D-Handle Hammer Drills— : two-prong plugs and require no grounding. 
- Long-wearing rubber insulated power Model No. 614 
cords with external relief protector to ge : 
prevent kinking and dangerous wear. Sehcriginenicine | tor Standard Equipment 
- Powerful motors are failure-protected to - Positive mode selector eliminates drift- Basic machine, adjustable depth rod, 
withstand high overload temperatures. ing during operation. auxiliary side handle, chuck key and 
‘ : : Durability operating manual. 
Pistol Grip Hammer Drill— 
Haas gp - Glass-filled nylon housing—a virtually Model 9614 comes packaged in a heavy- 
bee indestructible jacket that provides a cool gage steel carrying case No. 53650. 
Productivity surface no matter how long the tool is Model 9611 comes packaged in a heavy- 
- Heavy-duty 4 amp, 460 watt motor. in use. gage steel carrying case No. 59850. 
Hammer Drills 
Specifications 
*Motor iti inch : 
isin aon one Speed cht ca nee) Net Weight Shipping 
Model Amps | Watts BPM RPM Masonry Steel Wood Length (Ibs) Weight (Ibs) 
611 4 460 40,000 2500 V2 Ye % 10% 5'/, 8V2 
PR I aR ot ce Oe RL Ma eee a eh RAN A DR eo OR IE ee ee See ee ee 
9611 Kit 4 460 40,000 2500 V2 Ve % 10% 5}, 15 
[Oo] 614 8 920 22,500 1500 1 Ve 1% 15% = o7% 10% 
[O]o614 Kit 8 920 22,500 1500 1 Yo 1% 15% 7%. 16% 





*Model 614 and 9614 motors are Universal Type, 115 Volt, 25-60 Hertz, 
AC-DC. Models 611 and 9611 motors are the same except AC only. 


These Tools Comply with OSHA Requirements. 


Hammer Drill Accessories 
Ey ieruner “hy Dia. Length eg 
Percussion Type Carbide-Tipped Drills Soce!*e = CC 
with Round Shanks Rockwell 44943 Ye" 24" 364" 
Specially ground carbide tip increases ara ten “s a “ . “ 
drilling speed and efficiency. side ss e g a 
: and under 44946 VA 6 % 
Round Shanks 44852 yo". 6" ¥e" 
44935 Ae 6 Yo” 
Rockwell 44936 56” 6” Ya" 
614 44937 We 6" Ya” 
with 2” Dia. 44938 ee od Yn" 


Round Shanks 44940 Pe? oc BP we" 
44941 +” 6” ver 





HAMMERS 


Rotary and Demolition 


Rockwell rotary hammers and 
demolition hammer to handle 
any concrete hole drilling 

or demolition job. 














Do you need to set an anchor or drill a hole 
in any masonry material, or are you facing 
a demolition job? Rockwell has a hammer 
to handle the job with speed and precision! 
Rockwell offers three capacities of rotary 
hammers—one with a 1” drilling capacity, 
one with a 1%” drilling capacity and 
anchor-setting capability and one witha 
242” drilling capacity. This line-up of 
rotary hammers together with a rugged 
demolition hammer and a wide selection of 
rotary and demolition hammer accessories 
assures you of extra versatilitiy from your 
Rockwell Double-Air Cushion Hammer. 


Benefits/Features 


Productivity 


* Double air-cushion hammering mecha- 
nism features a unique “‘free floating 
driver and external piston to provide 
maximum compression without metal-to- 
metal contact, developing twice the blow- 
per-stroke of conventional machines and 
requiring no warm-up... even in the 
coldest weather. 

- Rotary hammers feature alternating 
‘“hammer-rotation principle which makes 
the hole self-cleaning—this allows con- 
tinual drilling without periodic stops for 
removal of dust and particles to permit 
efficient drilling. 


Durability 


* Totally sealed tool socket prevents entry 
of external concrete dust or dirt into the 
tool’s hammering mechanism for ex- 
tended tool life and efficient operation. 

* Heavy-duty cord with external cord 
strain-relief protector prevents cord kink- 
ing and dangerous wear. 

- All ball-and-needle bearing construction 
for smooth operation, accuracy and 
maximum efficiency. 


Handleability 


* Shock absorbing auxiliary handle affords 


better control when working on jobs 
where leverage is required—can be 
mounted on either side of tool for 
adaptability to almost any application. 

- Accurate depth gages on Rockwell ham- 


Rotary and Demolition Hammers 
Specifications 


tO head 


mers make it possible to adjust to any 
pre-selected depth for holes of uniform 
depth, primarily for masonry fastener 
devices. 


Adaptability 


- Model 600 features a unique allen wrench 
actuated shifting device for positive 
selection of hammer drilling or conven- 
tional drilling. 

« Model 601, in addition to hammer drilling, 
also has the capacity to set self-drilling 
anchors. 

- Rotary hammer tool sockets accept many 
brands of accessories. 





Serviceability 


- Rockwell hammers are factory grease 
packed and require no additional lubrica- 
tion for up to 200 hours of operation. 
Practically eliminates maintenance and 


Totally 
Air Tool Sealed Free Lower 
Type Tool Floating Air 
ToolLatch Socket Driver Chamber 


Upper 
Air Chamber 


Alternat 
ttle Piston Guide 


Hammer/Rotation 
Mechanism with 
Pre-Set Overload 
Clutch 





Malleable Iron 
Gear Chamber 


Single Stage 
Gear Reduction 


Trouble Free, 
High Output, 
Double Insulated 
Motor 


HAMMERS 


Rotary and Demolition 





costly downtime common to other ham- 
mers which require repeated lubrication 
every few hours. 


Safety 


- All metal parts are double insulated from 
current carrying components—they come 
equipped with a two-prong plug and re- 
quire no grounding. E] 

* Model 601 features a stop-rotation de- 
vice which is the most positive safety 
provision in the electric hammer market. 

- Model 602 features a factory set and 
sealed overload clutch which requires no 
adjustment regardless of the job. Affords 
full protection to the operator and the 
hammer in the event of drill jamming. 


Standard Equipment 


Basic machine, auxiliary handle, neces- 
sary allen wrenches, *depth gage, 
operating manual all packaged in a heavy- 
duty steel carrying case. 


Models 1600 and 1602 are the same as 
above except equipped with a 3-conductor 
cord and 3-prong plug. 


*Model 603 Demolition Hammer does not require 
a depth gauge. 


Hammer Mechanism 
Totally Sealed to 
Prevent Harmful 
Material Entering Tool. 
Grease Packed— 

No Oiling Required 


16 Amp 
Double Pole 
Switch 


Forged 
Connecting 
od 


Full Grip 
Switch Actuator 





*Motor Blows Drilling Hammer/Drilling Drilling Capacity Drilling Capacity Self Drilling Length Net Weight Shipping 
Model Amps Per Minute Speed (RPM) Speed (RPM) _ Percussion Bits Core Bits Anchor Capacity (inches) (ibs) Weight (Ibs) 
[o] 600 45 3,200 800 550 fa" to 76” ac — 10% 9.25 17 
1600 4.5 3,200 800 550 fo" to 7%” i — 10% 9.25 17 
[a] 601 7.5 4,000 — 250 fo" to 1” 1¥8” 2” 13% 10.5 20 
(O] 602 9 2,800 _ 200 Ye” to 1%” 1%” to 2¥2” _ 15: 14.5 25 
1602 9 2,800 _ 200 Yo" to 1 Ve” 1%” to 2%” _ 15 14.5 25 
[oO] 603 14.5 2,100 DEMOLITION HAMMER 19% 26 47 





*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 


These Tools Comply with OSHA Requirements. 
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FAM FL = RS Accessories 


CARBIDE CORE BITS 


ROTARY AND DEMOLITION 
HAMMER ACCESSORIES 


PERCUSSION TYPE CARBIDE-TIPPED 
DRILLS WITH HEX SHAPED SHANKS 


FOR USE DRIL MAX. 
NO LENGTH | DRILLING 
j DEPTH 



















ON HAMMER 
MODEL NO. 


Rockwell 

600 & 601, 6%” 

B&D 5040, 12° 

Skil 612” 

706 & 707 6%” 
with Hex 4” 
Shaped 4” 
Shanks 




























42” 
10%” 
16%” 
10%" 
16%” 
10%" 
16%” 
26” 
13° 
16%” 
26" 
642" 
11” 
16%" 
26” 
sy ba 
16%” 
aS ty 
16%2” 
1 
16” 
so 
16” 


Rockwell 


728 & 732 
with Hex 
Shaped 
Shanks 





PERCUSSION TYPE CARBIDE-TIPPED 
DRILLS WITH “A” TAPER SHANK 
Requires drill holder for mounting to 
Hammers. 





FOR USE MAX. 
ON HAMMER DRILLING 
MODEL NO. 

Rockwell 6 4” 

600, 6 4” 
601 & 602 6 4” 
and Q’ 6%” 
All Others 5 3” 
Equipped 5 3” 
with 9 612” 
“A” Taper 5" 4” 
Shank 9” 612” 
Drill i 4” 
Holders 6” 4” 





DRILL HOLDERS FOR 
TAPERED SHANKS 





For mounting percussion carbide-tipped 
drills to hammers. 






FOR USE 
ON HAMMER 
MODEL NO. 


Rockwell 
600 & 601 
B & D 5040 
Skil 706 & 707 


Rockwell 602 
B & D 5048 
Skil 728 & 732 


Rockwell 602 
B & D 5048 
Skil 728 & 732 











59570 







59573 







Mapes rissa 
ifhies 


DRIFT KEY ©. ; 
No. 59582. For use with drill holders. 
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Required 


59264 | 1” 
59265 |1%” 
1 ” 


59609 | 212" 








BULL POINTS 










FOR USE 
ON HAMMER 
MODEL NO. 
Rockwell 
600 & 601, 
B&D 5040 


Rockwell 602, 
B&D 5048, 
Skil 728 & 732 












Rockwell 603 


oes ak % 
ey Ones veh: SARL 
serpin eonainca ie eaten ORR ec pctrerchnicaminaernarenctrniceanen tnt ates 


CONCRETE CHISELS 


FOR USE CONCRETE 
CHISEL 
NO. 















ON HAMMER 
MODEL NO. 


LENGTH 












Rockwell 
600 & 601, 
B&D 5040 
MSapsoan” | s27ee 
: : 58767 
Skill 728 & 732 






Rockwell 603 





59634 
59635 





SLOTTING TOOLS 











FOR USE 
ON HAMMER 
MODEL NO. 
Rockwell 
600 & 601, 
B&D 5040 


Rockwell 602, 
B&D 5048, 
Skil 728 & 732 


Rockwell 603 


SIZE 










Y% "x% UA "x% 10” 











% "x 11% "x 5” 









Y4"x 1%2"x 18” 





















FOR USE 
ON HAMMER 
MODEL NO. 
Rockwell 
600 & 601, 
B&D 5040 


LENGTH 








10” 
















FOR USE CAULKING 


















ON HAMMER TOOL LENGTH 
MODEL NO. NO. 
Rockwell 
600 & 601, 
B&D 5040 











Saami a 


SCALING CHISELS 


FOR USE 
ON HAMMER 
MODEL NO. 
Rockwell 602, 
B&D 5048, 
Skil 728 & 732 


Rockwell 603 























FOR USE 
ON HAMMER 
MODEL NO. 
Rockwell 602, 
B&D 5048, 
Skil 728 & 732 


Rockwell 603 


SIZE 






4”x6"x 18” 









4”"x 7”x 18” 
















BUSH HAMMERING TOOLS 
FOR USE 


ON HAMMER 
MODEL NO. 
Rockwell 602, 
B&D 5048, 
Skil 728 & 732 
















FOR USE 
ON HAMMER 
MODEL NO. 
Rockwell 
602, 
B&D 5048, 
Skil 
728 & 732 
Rockwell 
603 














TOOTH ANCHOR ACCESSORIES 
For Rockwell 601, Skil 707. 






Shank 
Ejector Key 
Drift Pin 

Chuck Head 
Chuck Head 
Chuck Head 
Chuck Head 
Chuck Head 
Chuck Head 
Chuck Head 












For use with all self-drilling 
Tooth Anchors. 

















ROCKWELL 


RILLS 


Pistol Grip 
D-Handle 
Spade-Handle 
Accessories 
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DRILLS 


Pistol Grip 


Eleven double insulated 
drills to serve the professional. 


A) Rockwell 


Ay 


al 
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Rockwell’s double insulated heavy-duty 
and extra-heavy-duty pistol grip drills 
together with two outstanding “‘T” handle 
drills offer a wide selection of speeds, 
powers and handle configurations to make 
it easy for you to choose a drill to fit your 
job requirements. They’re all professional 
quality and lighter, safer, more reliable 
and more powerful to provide top per- 
formance, and productivity. 


protectors and long-wearing insulated 
power cords—they require no grounding. 





Extra Heavy-Duty GTO Drills 


Productivity 
- Heavy-duty 5.2 amp, 598 watt motors. 


DRILLS 


Pistol Grip 


with separate strain relief protector pre- 
vents kinking and dangerous wear. 

- Heavy-duty industrial rated chucks for 
positive drill bit retention. 

- Heavy-duty double pole switch for posi- 
tive power control. 


Handleability 


- Glass-filled nylon all-position handle grip 
for cool and comfortable drill handling in 
a variety of positions. 


NL a No ae 


Benefits/Features Durability Adaptability 
<s - Full 10’ rubber insulated power cord - Full power in reverse for fast backout. 
Productivity provides a durable yet flexible power 





- Precision gearing with a helical pinion 
assures long gear life and smooth power 
transmission. 


transfer. 
- Extra-heavy-duty chucks for positive drill 
bit retention. 


Handleability 


- Thrust line grip allows comfortable all- . 
position drilling for best handleability, 
control and minimal operator fatigue. 

- Large, two-finger switch actuator on 
extended-duty 16 amp switch for positive 
power control and long switch life. 


Heavy-Duty ‘“T”’’ Handle Drills— 
Models 664 and 666 

Productivity 

- Powerful 4.0 amp 460 watt motors. 


Durability 

- Extra-heavy-duty industrial rated chucks 
for positive bit retention. 

Handleability 

- Glass-filled nylon integral “‘T’’ handle for 





Durability 

- All ball-and-needle bearing construction 
for smooth operation, accuracy and 
maximum efficiency. 

- Glass-filled nylon motor housing—a 
virtually indestructible jacket that pro- 
vides a cool surface no matter how long 
the drill is in use. 


- Drill motors are failure-protected to Adaptability comfortable and cool drill handling. 
withstand high overload temperatures. - Reversing models deliver full power in 
Serviceability reverse. Standard Equipment : 
‘ ee : Basic machine, chuck key and operatin 
Positive-stop brushes protect the tool Heavy-Duty Drills—Models 619 and 621 een y p g 


and alert the operator when service is 





necessary. Productivity Models 7510 and 7512 include a detach- 
Safety - Powerful 4.0 amp, 460 watt motors. able auxiliary side handle. 
- Drills are all double insulated with two- Durability 


prong plugs, external cord strain relief - Heavy-duty rubber insulated power cord 


Pistol Grip Drills Specifications 
BE eS TEN OO tee Ut eee ND Coe a RTE SOME Se sre aL sek sy = REE ieee Se Ney EBL Are ll Cava bee Puen een ERIE 
Drilling Capacity 





*Motor inch Net Shipping 
Chuck Size MORE: og ee ae Length | Weight — Weight 
Model (inches) Speed RPM Amps Watts Wood __ Steel Reduction (inches) (Ibs) (Ibs) 
(G] 7500 Ya 1700 5.2 598 1 Ya 2-Stage 95% 31% 4% 
Bee he aA Ee ge Nae lan aT roa es Ma an para erbes Insts ea Un oo) aN metas cee lessens kOe 
(G] 7501 Ya Variable 5.2 598 1 Ya 2-Stage 95% 3% 43/4 


0-1700 Reversing 
Bees ee aa Te eee as aN cor cE PN ce RRL ce ey paren en! 9/215" CR nae eee 
[Go] 7503 Ya 2500 5.2 598 34 Yq 2-Stage 9% 3V%4 4% 
Be ae Sr OVE a a OED IA: ae ee EER eeu IS aa ea eee eer ee 
[Go] 7504 V4 4000 5.2 598 V2 Ya 2-Stage 95% 3% 4Y, 
BREST Pe SELES ANG Sie ee Aerio a Vase ean een Raee TO P80S. > 2.) i amen ees 
[oO] 619 Ya Variable 4 460 V2 She 2-Stage W%. 3% 4Vo 
0-1700 Reversing 
Re RB SES SS aaa Sea a Ps mea) eo ne one ra RR Con Oe SEs, DE ae lives cee een 
[oO] 664 Ya Variable 4 460 V2 V4 2-Stage 8 V2 3 V2 5 
0-2000 Reversing 


Tove iaeemtahigtannan 


| 
(G] 7510 Ye 1000 5.2 598 1% 3 3-Stage 10 4 5 V2 : 
(ol 7511 ¥Ye Variable 5.2 598 1% Ve 3-Stage 10 4 5Y. | 


0-1000 Reversing 


me ee 





(o] 7512 ¥% 750 5.2 598 1% % 3-Stage 10 4 5 Ve 
a | 
[o] 621 = %& Variable 4 460 Ya Ye 2-Stage 9% 3% 4/2 1 


0-1000 Reversing 


[ao] 666 Ye Variable 4 460 V4 Ye 2-Stage 82 334 5% : 
0-1200 Reversing f 

a ee 

*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC, except variable speed models which are AC only. - 

These Tools Comply with OSHA Requirements. 
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DRILLS 


Contractor Specials 


Five, economy priced, double 
insulated, standard drills built to 
withstand day in and day out use. 














DRILLS 


Contractor Specials 





Rockwell ‘‘Contractor Specials’’— 
economy priced, double insulated, 
standard drills built for intermittent 

work found in industry and construction 
trade jobs. Powerful motors with high 
torque, double reduction gearing and cut 
steel gears provide maximum power and 
constant speed. Housings are guaranteed 
not to crack, chip or break. 


Safety 

- They’re all double insulated with two- 
prong plugs, external cord strain relief 
protectors, and long-wearing insulated 
power cords—they require no grounding. 


Standard Equipment 


Basic machine, chuck key, key holder and 
operating manual. 





Benefits/Features 
Productivity Handleability 
- Double reduction gear drive. - Contoured pistol grip design for all- 

- Trigger-controlled adjustable variable position use. 

speed on reversing models. Adaptability 
Durability - Choice of three chuck sizes to fit your 
- Housings are guaranteed for life against job requirements. 

breakage. - The trigger controlled adjustable vari- 
- Ball thrust bearings and self-aligning able speed models are powerful and 
commutator end bearings for long tool versatile enough to easily drill in wood, 
life and smooth operation. steel, glass, plastics, concrete and 

- High quality 3-jaw geared chuck for compositions with speed, precision and 
positive bit retention. safety. They’re adjustable to the right 

® - Double cut steel gears for long gear life. speed for your jobs. 


Contractor Special Drills 
Specifications 




















| Drilling Capacity Net Shippi 
Chuck pping 
Size *Motor (inches) Weight Weight 
Model (inches) Speed— RPM Amps Steel Wood (Ibs) (Ibs) 
[a] 474 Va 2000 23 Ya Ye 3% 4 
[Oo] 475 Ys 0-2000 aa Ys Ya 3V2 4 
Adjustable 
Reversing 
(o]476 Ye 1000 27 Yq Ya 3V2 4 
[c] 477 Ye 0-1000 27 Ye Ya 3% 4 
Adjustable 
Reversing 
[Oo] 478 Ye 0-700 2.8 Yo 7 3% ‘AV, 
Adjustable 
Reversing 





*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC only. 
These Tools Comply with OSHA Requirements. 


® 
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DRILLS 


D-Handle 


Eight Rockwell 
double insulated drills offer 
total performance. 


Model 
632 








Model 633 


ANY Yeeemevi yg rince te P5MY, 
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GIO Model 7556 Kit 
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DRILLS 


D-Handle 


protectors, and long-wearing rubber 
insulated power cords—they require no 
grounding. 

- Lock-button has been eliminated for 
operator protection. 

- Reversing switch cannot be moved while 


Rockwell’s line of Double Insulated 
Professional D-handle extra-heavy-duty 
and heavy-duty drills offers total perform- 
ance in whatever speed, power, chuck 
size or weight your job requirements 
demand. Even two right angle drills to 





choose from. Whenever you're choosing a tool is in operation. 
drill, look into its quality, we’re sure that 
Rockwell engineering and quality will be * Glass-filled nylon motor housing—a Standard Equipment 
your best buy. virtually indestructible jacket that pro- 
vides a cool surface no matter how long ses ~~ scrap seg Stat atgs 

. the drill is in use. auxiliary side handle and operating 
Benefits/Features a, , manual. Model 7556 comes packaged in 
Productivity Handleability heavy gage steel carrying case No.53650. 
- Powered by brawny 920 and 690 watt - Auxiliary handles (standard equipment) 


can be mounted on either side of gear 


motors. bar ior] d rol 
- Precision gearing with a helical pinion SB MOSL Te MNP OVES Carron 
assures long gear life and smooth power Adaptability 
transmission. - Reversing models deliver full power in 
Durability reverse for fast backout. 
- Extra-heavy-duty geared chucks deliver Serviceability 
maximum holding power and minimum - Positive-stop brushes protect the tool 
bit runout. and alert the operator when service is 
- Powerful motors are failure-protected to necessary to eliminate expensive repairs. 
withstand high overload temperatures. 
- All ball-and-needle bearing construction Safety 
for smooth operation, accuracy and - They’re all double insulated with two- 
maximum efficiency. prong plugs, external cord strain relief 


D-Handle Drills 























Specifications 
Drilling Capacity eae 
«Motor (inches) Overall Shipping 
——_______— Speed Chuck Se Gear Length Net Weight Weight 
Model Watt Amp RPM—No Load (inches) Steel Wood Reduction (inches) (Ibs) (Ibs) 
(Oo) 7551 920 8 2000 V4 Ys 5 2-Stage 14% 6 Ve OV. 
[a] 7552 920 8 1000 Ye Ye 1% 2-Stage 15% 7 10 
(OG) 7553 920 8 500 Ve Yo 1% 3-Stage 15% 7% 10% 
[oO] 7554 920 8 500 Reversing Va Ve 1% 3-Stage 15% 7 V2 10% 
[O]7556 Kit 920 8 High 770 Y2 Right Vp 45% 3-Stage 18 10% 20 
Right Angle Low 330 Angle : 
Reversing 
[Go] 631 690 6 600 Vp Ve 1V% 2-Stage 15 7 QV. 
[Oo] 632 690 6 600 Reversing Yo Ye 1% 2-Stage 15 7 OV. 
633 690 6 High 900 Y2 Right V2 26 2-Stage 18 10% 12 
Right Angle Low 390 Angle 
Reversing 





*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC 
These Tools Comply with OSHA Requirements. 


























DRILLS 


Spade Handle 


Nine Rockwell professional 
spade handle drills for 


total performance on big jobs. 
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This wide line of Spade Handle Drills has 
been designed and tested to meet the high 
productivity demands of industry and con- 
struction. There is a speed, weight, power 
or tool holding capability drill in this line to 
fit virtually any job requirement. 


Benefits/Features 
Productivity 


- Precision heavy-duty gearing anda 
helical pinion assures long gear life and 
smooth power transmission. 


Durability 


- All ball-and-needle bearing construction 
for smooth operation, accuracy and 
maximum efficiency. 

- Motors are failure-protected to withstand 
high overload temperatures. 


Handleability 

- Four-position spade handle for drilling in 
virtually any position. 

Adaptability 


- Detachable (standard equipment) pipe 
handle for additional versatility. 

- Removable breast plate for easy opera- 
tion in tight space. 


Heavy-Duty Double Insulated 
Models 634 and 635 


Productivity 


- Powered by powerful 6 amp, 690 watt 
motors. 


Spade Handle Drills 
Specifications 





Durability 


- Glass-filled nylon motor housing—a 
virtually indestructible jacket that pro- 
vides a cool surface no matter how long 
the tool is in operation. 

- Heavy-duty 16 amp on/off switch with 
integral 12 amp reversing switch on 
reversing model. 


Adaptability 
- Full power in reverse for fast backout. 


Serviceability 


- Positive-stop brushes protect the tool and 
alert the operator when service is neces- 
sary to eliminate expensive repair. 

- Easily removable end cap permits quick 
inspection of brushes and commutator. 


Safety 


- Double insulated with two-prong plugs, 
external cord strain relief protector and 
long-wearing insulated power cord—they 
require no grounding. B 


DRILLS 


Spade Handle 


Extra-Heavy-Duty Double Insulated 

Models 7563, 7564 and 7566 

Productivity 

- Powered by powerful 8 amp, 920 watt 
motors. 

Durability 


- Extra-heavy-duty geared chucks with 
taper/tang drive on reversing models for 
maximum bit holding power, and no 
spindle breakage. 

- 10’ heavy-duty rubber power cord. 


Extra-Heavy-Duty Standard Drills 

Productivity 

- Both 12 and 15 amp extra-heavy-duty 
motor powered models. 

Durability 


- All ball-and-roller bearing construction 
for trouble-free performance on extra- 
heavy-duty applications. 

- Full 20 amp double pole switches for 
extra-long life and durability. 


Adaptability 


- ¥%” chuck and #2 morse taper spindle 
or internal socket tool holding capability. 


Standard Equipment 


Basic machine, removable breast plate, 
detachable auxiliary pipe handle, chuck 
key and operating manual. 








Drilling Capacity 


























ti aida! Speed (inches) Gear pes Tool Holding Weight Welent : 
Model Watt Amp RPM—No Load Steel Wood Reduction (inches) Capability (Ibs) (Ibs) 
[Oo] 7563 920 8 500 V2 1% 3-Stage 15% ¥Y2” Chuck 8.75 10.25 
[o] 7564 920 8 500 Reversing Ya 1% 3-Stage 15% Yo” Chuck 8.75 10.25 
[o] 7566 920 8 1000 Reversing V2 1% 2-Stage 15% Yeo" Chuck 8.70 10.25 
[Oo] 634 690 6 600 Vo 1% 2-Stage 15% Ye" Chuck 8.5 10.25 
[Oo] 635 690 6 600 Reversing Yo 1V% 2-Stage 15% Ye” Chuck 8.5 10.25 
730 — 12 400 Reversing 6 2 2-Stage 19% ¥%4” Chuck 24.5 29.15 
7302 — 12 250 Reversing Ne 2 2-Stage 19¥V2 %4” Chuck 24.5 29.5 
732 — 12 400 Reversing %, — 2-Stage 19% #2Morse Taper 23.5 28.5 
Spindle 
734 — 15 250 Reversing 1¥% _ 2-Stage 18 #3Morse Taper 23.5 29 


internal Socket 





*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC 


These Tools Comply with OSHA Requirements. 
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MAGNETIC DRILLS 


Rockwell Bux portable 
magnetic drills for big 
capacity, precision drilling on 
the job site, in any position. 
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The ultimate in versatility! These five 
powerful drills with high powered magnetic 
bases attach with tremendous force to 
steel surfaces in any position—even verti- 
cal or overhead. All units have two-coil 
bases for greater holding power, espe- 
cially on thin work, rounds or irregular 
shaped pieces. They’re available in five 
powers from 6.5 amp to 15 amp with a 
selection of speeds, drill point pressures 
and base sizes to fit virtually any big capa- 
city, precision drilling application at 
almost any job site. 


Benefits/Features 


Productivity 


- Precision powerful motors, failure-pro- 
tected to withstand high overload 
temperatures. 

- An adjustable stabilizer leg on the four 
larger units moves the pivot point rear- 
ward increasing the mechanical advan- 
tage for increased drill point pressure. 

- Large, easy-to-read, positive-depth gage 
can be marked to measure hole-depths— 
no slipping and no rule necessary. 


Durability 


- Heavy-duty, lever-action switch. The four 
larger units come equipped with a 
3-pole, on-off-reversing switch that fea- 
tures an interlock to prevent accidental 
reversing. 


Magnetic Drills 


MAGNETIC DRILLS 





- All ball-and-roller bearing construction 
assures trouble-free performance, gear 
and spindle shafts run smoothly on self- 
lubricating ball-and-roller bearings. 


Handleability 


- Fast action positioner on %” and larger 
models allows 7%” lateral movement and 
330° radial movement while the magnetic 
base remains stationary to assure posi- 
tive, precision positioning. 

Adaptability 

- Three rectangular two-coil magnetic 


base sizes to provide the holding power 
you need. 


- Five chuck, spindle, or socket models 
available to utilize the drilling tools you 
already use. 


Serviceability 


- Removable access panel makes minor 
repairs and adjustments easy. 

- Replacable double dovetail wear strips 
on the slide assembly eliminate expen- 
sive stand replacement. 


Safety 


- Six-foot safety chain acts as precaution 
against operator losing control while 
positioning or possible power failure 
during operation. 


Standard Equipment 


Magnetic stand, motor unit, six-foot safety 
chain, special motor mounting bracket, 
(Model 77778 does not require a special 
motor mounting bracket), chuck key or 
wedge key and operating manual. 

















Specifications 
Capacity — Combination 
“Motor speed hen. Steel Tool Drill Drill Point Net Weight Weight 
Drill Holding Travel Dimensions Pressure} (Standonly) (Drill & Stand) 
Model Amps Watts NoLoad Load (ins.) Tap Capability (ins.) (inches) (Ibs) (Ibs) (Ibs) 
77778 ~—=—s«6..5 740 500 330 Yo ¥2-20 %” Geared 6 Base 7 x 3% 900 27 34 
Chuck Stand 
H14%2xW3%xL7 
77787 12 1380 400 270 Ve %-16 #3Morse 10% Base 9% x4 1200 58 76 
Taper Stand 
Spindle H 24% x W 6% x L 7%e 
77783 12 1380 400 270 Ie %-16 %” Geared 10%  Base9%x4 1200 58 76 
Chuck Stand 
H 24% x W 6% xX L7%e 
77791 15 1725... 250 150 1% 1%-12 #3Morse 10% Base 9% x4 1200 58 76 
Taper Stand 
Internal H 24% x W 6% XL 7%e 
Socket 
77795 15 1725 Hi-500 Hi-275 1% 1%-12 #3Morse 10% Base 10x4% 1800 63 86 
Two Speed Lo-250 Lo-150 Taper Stand 
Internal H 24% xW 7% XL 8%e 
Socket 





*All motors include a forward-off-reversing switch and are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
+Pressure calculated on 1” Steel Plate. Thinner material and cast iron provide less holding power. 


These Tools Comply with OSHA Requirements. 





























POWER UNITS 


Five versatile power units to 
economically and practically 
semi-automate any repetitive drilling, 
reaming or counter-boring operation. 











? 





POWER UNITS 





Rockwell power units are ready to go—all 7 es =O 
you need to do is plug them in. They offer 
the versatility and performance to auto- Model 77751 


mate or semi-automate many production 
set ups. There are five basic units to 
choose from in three different speeds, one 
with two speeds; three different powers; 















with chucks, a morse taper spindle, ora Model 77767 
morse taper internal socket. 

ce % 
Benefits/Features . Santi aie: as 
Productivity 


- Precision heavy-duty gearing and a 
helical pinion to assure long gear life 
and smooth power transmission. 








Durability 


- All ball-and-needle bearing construction 
for smooth operation and maximum 
efficiency. 

- Four larger units feature a three-pole, 
on-off-reversing heavy-duty, lever-action 
switch with an interlock to prevent Model 77750 
accidental reversing. ” 1828 closeD- 18 + OPEN 

- Precision machine wound armatures with 
resin coated, bonded wire and welded 
commutator leads to withstand high 
overload conditions. 

- Efficient multi-blade cooling fan provides 
a flow-thru venting to maintain lower 
operating temperatures for better 
efficiency. 


Standard Equipment 


Basic machine, forward-off-reversing 
switch, heavy-duty rubber 3-conductor 
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cord and operating manual. 2 
p g ia ts 
fi {' 
Power Units 
Specifications 
Drilling Capacity sehen! 
*Motor Speed— RPM inches Shipping 
aaa. atlned sae ole Wigs sr kas eal aha NCHS) +. Tosh Holding Length  NetWeight — Weight 
‘Model Amps Watts No Load Load Wood Steel Capability (inches) (ibs) (Ibs) 
77767 6.5 740 500 330 1 V2 ¥2” Geared Chuck 13% 8 10 
77750 12 1380 400 270 red 1% %,” Geared Chuck 18% 24 29 
oo RED ERIS Bes ey is EDEN SEE Ba i per tine 
77751 12 1380 400 270 2 136 #3 Morse Taper 19% 22 27 
Spindle 
EE Neste ma aE a SE Sa sk PIE AL Ca SPR Oe et NI ae 
77752 15 1725 250 150 — 1% #3 Morse Taper 18 23 28 


Internal Socket 


77753 15 1725 Hi-500 Hi-275 — 1% #3 Morse Taper 18% 26 31 
Two Speed Lo-250 Lo-150 Internal Socket 
Sa kN ach A it ee a SRN 2S aL ea ete Oo ROR le os em OO OE 


*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
These Tools Comply with OSHA Requirements. 

















DRILLS 


Accessories 








Model 5079 
Converts Rockwell 
D-Handle and Spade 
Handle Drills to 
Right Angle Drills! 


Model 5079 
Right Angle 
Drill Attachment 


Increase the versatility of your ROCKWELL 
Drill. 


Model 5079 Right Angle Drill Attachment, 
when attached to any %2” ROCKWELL 
Drill*, lets you drill in tight spots—flush to 
horizontal or vertical surfaces. Head and 
chuck require only 5%” clearance. Attach- 
ment can be removed for regular in-line 
drilling. 

*Except Model 7564 and 7566. 

All Ball Bearing Design—assures optimum 
trouble-free performance. 


Low Profile Design—attachment fits flush 
to drill housing for drilling in tight spots. 
Two Drilling Speeds—permit drilling a 
wide range of holes—high speed for small 
holes, low speed for large holes. May be 
used on reversing drills. 


Side Handle Bosses—accepts auxiliary 
side handle on either side, permitting pres- 
sure to be applied directly on the drill bit. 


¥%2"” Capacity Chuck—included as standard 
equipment. 


ACCESSORIES FOR ALL 
MORSE TAPER DRILLS 
AND POWER UNITS 





ia erties 


No. 57091 Arbor, No. 3 M.T. to Jacobs 
Taper. 
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Drill Stand Shown 
with 34” Drill 





Model 50501 Portable Drill Stand 


Drill Carrier adjusts vertically; rotates a 
full 360° to accommodate small and/or 
bulky work pieces. 


Heavy Cast Iron Base features parallel 
slots for clamping jigs and fixtures. 


Adjustable Depth Stop simplifies depth 
drilling operations. 


Extra-Long Lever Arm affords better drill- 
ing leverage; smooth, effortless feed. 





Drill Stand Shown 
with 2” Drill 


Specifications 


MON Pes a ei ea: 50501 
COROGRY eri er Eh Yo" to 1%” 
Maximum Feed ................... 4V2” 
SPS OF BENG oS eS Bika 10 x 15” 
COUNTS TOGIINE 255 ics vcs ck Ge Cae wp 36” 
Chuck to Center of Column: 
With: Ve" Dries Sea a 5%," 


With %” and 1” Drills ....5%,” Inboard 
With %” and 1” Drills ..7%” Outboard* 
Weight (Less Drill) ............. 50 Lbs. 


*Requires 180° rotation of drill gear case. 
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No. 57092 Arbor, No. 2 M.T. to Jacobs 
Taper. 





No. 58006 Jacobs 34” Geared Chuck. With 
key. 


Carrying Case 
for D-Handle Drills 


No. 53650 Heavy Duty Steel Carrying Case 
—will accommodate all Rockwell D-Handle 
tools; has space for auxiliary handle, bits 
and other accessories. 


Size: 4%” x 82” x 19%” 
Shipping Wt.: 8 Lbs. 


Carrying Case 
for Pistol Grip Drills 


No. 44180 Carrying Case—Handy steel 
carrying case for all pistol grip drills except 
Models 664 & 666. Has compartments for 
clutches, bits and other accessories. 

Size: 3” x 10%” x 12%” 

Shipping Wt.: 6.5 Lbs. 

















DRILLS 


Accessories 
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Hole Saws Hole Saw Arbors 


Choice of standard (1%” cutting depth) or 
deep cutting (1%” cutting depth) hole 
saws in more than 60 sizes from %” to 

6” diameter. 





No. 18500 1%” Rd. Shank Arbor. With 
¥2”-20 thread and %” pilot drill. For use 
with %,” to 13” diameter, standard and 
deep cutting hole saws. 


All made of shatterproof, high-speed steel 
with fusion welded seams to withstand the 
abuse of repetitive, production hole- 
drilling operations. 


Especially suited for use in the building, 
electrical and plumbing trades—wherever 
hole cutting is required in mild steel, cast 
iron, aluminum, brass, stainless steel, 
wood, plastic and other machinable 
materials. 





No. 18502 7/,” Hex. Shank Arbor. With 1 
Y2"-20 thread and %” pilot drill. For use i 
with %,” to 134,” diameter, standard and 
cutting hole saws. 


e | Pipe Sizes ; | Pipe Sizes | | Pipe Sizes | . 

Hole Cutting is ee x Hole Cutting = gg Pci 
Diameter Depth Pipe iameter ep ipe ipe 
P PS ad Number Number " t 
3 ae | if 
8 ss 8 8 ‘ 























No. 18504 Quick-Change //,” Hex. Shank 
Arbor. With 5”-18 thread and 1%” pilot | 
drill. For use with 1%” to 6” diameter, I 
standard and deep cutting hole saws. if 











” Deep 4 , ; No. 18506 Quick-Change %,” Hex. Shank i 
esse | Me 1%" ey Arbor. With %”-18 thread and %” pilot i 

; , , drill. For use with 1%” to 6” diameter, 
| =: standard and deep cutting hole saws. 





























Accessories 























aoe | 1%" | 18612 | 35% 4% 3" No. 18508 12” Extension Shank. For use 


| 18552 | 114” al 3%," Wu with %.” hex. shank arbors equipped with | 

















”r ; 
1% Deep | 1%” | 1” diameter and larger hole saws. 
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No. 18510 14” Pilot Drill. High speed steel. 


18562 re For use with all hole saw arbors. 


18564 i Deep 
e ee 
9" 
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ockweill Power Ttooils 


safety designed 






Rockwell Power Tools 

are built to the highest quality 
standards, and are 

scientifically designed for 
maximum operator safety. 

Take advantage of their built-in 
protective features by observing 
the following safety rules: 


1. Keep Work Area Clean. Cluttered 
areas and benches invite accidents. 


2. Avoid Dangerous Environment. 
Don’t use power tools in damp or wet 
locations. Keep work area well lit. 


3. Keep Children Away. All visitors 
should be kept safe distance from 
work area. 


4. Store Idle Tools. When not 

in use, tools should be stored in 
dry, high or locked-up place — out 
of reach of children. 


5. Don’t Force Tool. It will do the 
job better and safer at the rate for 
which it was designed. 


58 





with you in mind 


, 


Play it safe! 


6. Use Right Tool. Don’t force 
small tool or attachment to do the 
job of a heavy-duty tool. 


7. Wear Proper Apparel. No loose 
clothing or jewelry to get caught 
in moving parts. Rubber gloves 
and footwear are recommended 
when working outdoors. 


8. Use Safety Glasses. Use safety 
glasses with most tools. 

Also face or dust mask if cutting 
operation is dusty. 

9. Don’t Abuse Cord. Never carry 
tool by cord or yank it to disconnect 
from receptacle. Keep cord from 
heat, oil and sharp edges. 


10. Secure Work. Use clamps ora 
vise to hold work. It’s safer than 
using your hand and it frees both 
hands to operate tool. 

11. Don’t Overreach. Keep proper 
footing and balance at all times. 

12. Maintain Tools With Care. 
Keep tools sharp and clean for best 
and safest performance. Follow 






instructions for lubricating and 
changing accessories. 


13. Disconnect Tools. When not in 
use; before servicing; when 
changing accessories such as 
blades, bits, cutters, etc. 


14. Remove Adjusting Keys and 
Wrenches. Form habit of checking 
to see that keys and adjusting 
wrenches are removed from tool 
before turning it on. 


15. Avoid Accidental Starting. 
Don’t carry plugged-in tool with 
finger on switch. Be sure switch is 
off when plugging-in. 

We strongly urge that you carefully 
read the Operating Suggestions 
and Safety Instructions furnished 
with each machine. 

Additional instructional manuals 
are available on request to 

replace lost or misplaced manuals. 


Remember, safety begins with the 
manufacturer but ends with you, 
the user! 
























ROCKWELL 


FASTENING 
TOOLS 


istol Grip and D-Handle 
Self Drilling Screwdrivers 
istol Grip Drywall Drivers 
istol Grip and D-Handle Screwdrivers 
Impact Tools 
Fastener Drill 
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SCREWDRIVERS 


Self Drilling 
Pistol Grip and D- 

















Everything it takes to fasten metal-to- 
metal or wood-to-metal in one quick, safe 
and efficient operation. These heavy-duty 
professional fastening tools are designed 
and engineered to produce results under 
the toughest conditions and: will give you 
years of dependable service. 


Benefits/Features 


Productivity 


- Precision heavy-duty gearing witha 
helical pinion to assure long gear life 
and smooth power transmission. 


Durability 


- All ball-and-needle bearing construction 
for smooth operation, accuracy and 
maximum efficiency. 

- Long-wearing rubber-insulated power 
cords with separate strain relief pro- 
tectors to prevent kinking and dangerous 
wear. 

- Glass-filled nylon motor housing— 
virtually indestructible, and provides a 
cool surface no matter how long the tool 
is in use. 

* Powerful motors are failure-protected to 
withstand high overload temperatures. 


Adaptability 
- Full power in reverse. 
Serviceability 


- Positive-stop brushes protect the tool and 


alert the operator when service is neces- 
sary to eliminate expensive repair. 


Safety 
- All metal parts are double insulated from 
current-carrying components and tools 


are equipped with two-prong plugs—no 
grounding is required. 


SCREWDRIVERS 


y 
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Heavy-Duty Pistol Grip Screwdrivers 
—Model Nos. 672 and 673 


Productivity 

- 0-2000 variable speed for ease of 
operation. (Model 672) 

* Full 4 amp alpha tang wound armature 
for extra motor efficiency and power. 


Handleability 

- All-position glass-filled nylon pistol grip 
handle for comfortable use in a variety 
of positions. 


Adaptability 
- Interchangeable clutch assembly system 
for additional versatility. 


* Compact clutch assembly for better 
balance and easy access in tight spaces. 








Extra-Heavy-Duty Pistol Grip 
Screwdrivers—Model Nos. 7541 
and 7542 

Productivity 

* Heavy-duty 5.2 amp, 598 watt motors. 


Self Drilling/Pistol Grip/D-Handle Screwdrivers 


Self Drilling 
Pistol Grip and D-Handle 


Handleability 

- Thrust line grip allows comfortable all- 
position use for best handleability, con- 
trol and minimal operator fatigue. 

- Large, two-finger switch actuator. 

Adaptability 

- Interchangeable clutch assembly system 
for additional versatility. 


Extra-Heavy-Duty D-Handle 

Screwdriver—Model 7572 

Productivity 

- Extra-heavy-duty 8 amp, 920 watt motor. 

- Depth-sensing nose piece features a 
husky guide bushing to pilot accessories 
for greater stability and less run-out. 

Durability 

* Extended-duty 16 amp switch with an 
integral 12 amp reversing switch for long 
switch life. 

Handleability 

- Simple one-hand depth adjustment for 
quick and easy changes. 

Adaptability 

- Comfortable, rubber, shock-absorbing 
2-position auxiliary side handle. 

Serviceability 

- Removable D-handle for quick brush and 
commutator inspection and easy repairs. 

Safety 

- Reversing switch cannot be moved while 
tool is in operation for operator protection. 

Standard Equipment 


Basic machine, round depth locator, %” 
nutsetter and operating manual. 
D-handle model does not include %” 
nutsetter. 




















Specifications 
Screw Capacities 
*Motor Weight (Ibs) 
Speed Thread os Length ea 
Model Amps Watts RPM Description Wood Cutting Lag Self-Drilling (inches) Net Shipping 
(o]7541 5.2 598 2000 Pistol Grip #12 Ya" ~ V4" 11 3Y2 5% 
| Reversing 
[(o) 7542 5.2 598 Variable Pistol Grip #12 Ya" a Ya" 11 3V. 5% 
0-2000 
Reversing 
[o]672 4 460 Variable Pistol Grip #12 Ya" = Ya" 10% 3 V2 5% 
0-2000 
Reversing 
[Oo] 673 4 460 2000 Pistol Grip #12 Ya" — Ya" 10% 3% 5% 
Reversing 
(O)7572 8 920 2000 D-Handle #24 Y2" Yq" %" 17% 9 10% 
Reversing 





*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC; variable speed models are AC only. 


These Tools Comply with OSHA Requirements. 
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Models 669, 
671 & 682 
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DRYWALL DRIVERS 






Six powerful double 
insulated screwdrivers for 
driving drywall screws. 


























DRYWALL DRIVERS 


Pistol Grip 





This quartet of tools is unsurpassed in any 
drywall fastening operation. The preferred, 
job tested clutches used in these power- 
ful, double insulated drywall drivers have 


been the first choice for many years. Extra-Heavy-Duty Screwdriver— 
Rockwell’s exclusive nose assembly 


design virtually eliminates bit run-out and Model Nos. 7544, 7545 and 7546 


completely protects the tool from damage Productivity 
causing gypsum dust. - Heavy-duty 5.2 amp, 598 watt motors. 


- Compact clutch assembly for better 
balance and easy access in tight spaces. 


= Adaptability 





Serviceability 





Benefits/Features - Positive-stop brushes protect the tool Handleability 
oF and alert the operator when service is - Thrust line grip allows comfortable all 

Productivity necessary, eliminating expensive repair. position use for best handleability, 

- Precision gearing with a helical pinion Safety control and minimal operator fatigue. 
assures long gear life and smooth power - Large, two-finger switch actuator. 
ivanaimiasion. - All sabe parts are double ce rie = 

current-carrying components. They have : 

Durability two-prong plugs, external cord strain Standard. Equipment 

- Motors are failure-protected to withstand relief protector and long-wearing rubber Basic machine, long reach depth locator, 
high overload temperatures. insulated power cords—no grounding is #2 phillips limited clearance bit insert, 

- Glass-filled nylon motor housing— required. bit holder and operating manual. 
virtually indestructible and provides a 
cool surface no matter how long the tool Heavy-Duty Screwdriver— 
is in use. Model Nos. 669, 671 and 682 

- All ball-and-needle bearing construction i 
for smooth operation, pocurie, and Proguerey 
maximum efficiency. > Full 4 amp alpha tang wound armature 

= for extra motor efficiency and power. 

Adaptability ae 

- Interchangeable clutch assembly system Durabiny is 
for wide tool versatility. - Glass-filled nylon all position handle 


grip for cool and comfortable handling in 


- Full power in reverse. ee 
a variety of positions. 


Drywall Drivers— Pistol Grip 
Specifications 


I 














*Motor Weight (Ibs) 
Se epee a ane scare e SG 2 Speed Length ooo 
Model Amps Watts RPM Screw Capacities (inches) Net Shipping 
(o)7544 i a 598 2500 11% 3% 5% 
Reversing 
[o)7545 5.2 598 Variable 11% 3% 5 V4 
0-2500 : 
Reversing 
[7546 5.2 598 4000 cereals 11% 3% 5% 
Reversing Available 
; D II 
[Bles9 4 460 Variable Showa 10% 3% 5% 
0-2500 
Reversing 
[o)671 4 460 2500 10% 3 5V% 
Reversing 
[co] 682 4 460 4000 10% 3% 5% 
Reversing | 


, *All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC; variable speed models are AC only. 
c) These Tools Comply with OSHA Requirements. 





63 























SCREWDRIVERS 


Pistol Grip and D-Handle 
and Fastener Drill 





Thirteen screwdriver 
models and one fastener 
drill to handle your 
everyday fastening jobs. 


Shown with accessory bit and finder and twist drills. 
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SCREWDRIVERS 


Pistol Grip and D-Handle 
and Fastener Drill 


=e" 








Rockwell’s wide line of fastening tools 
provides three clutch varieties. Positive 
clutch models to handle applications 

where torque requirements vary, such as 
fastening dissimilar materials, similar 
materials of different densities or for jobs 
that require a variety of fasteners. Adjust- 
able clutch models to handle fastening 
materials of uniform density or where any 
repetitious torque is required. Or the 
Rockwell fastener drill that combines a 

drill with a twist collar that converts to a 
positive clutch driver. Other variations 
include three different motor powers, three 
handle configurations, five variable speed 
models and nine single speed models in 

five diverse rpm ratings... all to make it easy 
for you to select the proper tool for your job. 


Benefits/Features 
Productivity 
- All ball-and-needle bearing construction 


for smooth operation, accuracy and 
maximum efficiency. 

Durability 

- Precision heavy-duty gearing with a 
helical pinion to assure long gear life 
and smooth power transmission. 

Safety 

- All metal parts are double insulated from 
current-carrying components. They have 
two-prong plugs, external cord strain 
relief protectors, and long-wearing 
rubber-insulated power cords...no 
grourtding is required. ) 


Heavy-Duty Screwdrivers— 
Model Nos. 623 and 624 
Productivity 


0-1000 variable speed for superior power 
control. 


Durability 

- Full 4 amp alpha tang wound armature 
for extra motor efficiency and power. 

- Glass-filled nylon all-position handle 
grip for cool and comfortable handling 
in a variety of positions. 

Handleability 

- Compact clutch assembly job proven for 
over 20 years for better balance and 
easy access in tight spaces. 

Adaptability 

- Choice of adjustable or positive clutches. 


Extra-Heavy-Duty Pistol Grip 
Screwdrivers 

Productivity 

- Heavy-duty 5.2 amp, 598 watt motor. 


Handleability 

- Thrust line grip allows comfortable all- 
position use for best handleability. 

- Large, two-finger switch actuator for 
positive power control. 

Adaptability 


- Interchangeable clutch assembly system 
for additional versatility. 


Extra-Heavy-Duty D-Handle 
Screwdrivers 

Productivity 

- Extra-heavy-duty 8 amp, 920 watt motor. 


Durability 


- Extended-duty 16 amp switch with an 
integral 12 amp reversing switch for 
long switch life. 


Handleability 


- Comfortable, rubber, shock-absorbing 
2-position auxiliary side handle. 


Pistol Grip and D-Handle Screwdrivers Specifications 


a 


Serviceability 

- Removable D-handle for quick brush and 
commutator inspection and easy repairs. 

Safety 


- Reversing switch cannot be moved while 
tool is in operation for operator safety. 


Heavy-Duty Fastener Drill—Model 622 
Productivity 


- 0-1000 rpm variable speed for positive 
power control. 
- Efficient 4 amp, 460 watt motor. 


Durability 


- Glass-filled nylon all-position handle 
grip for cool and comfortable handling 
in a variety of positions. 

- Industrial quality 3%” 3-jaw geared drill 
chuck for positive bit retention. 


Adaptability 
- Two tools in one, a heavy-duty %” drill 
and with a simple twist of the collar con- 


verts from straight drilling to a positive 
clutch screwdriver. 


Standard Equipment—Pistol Grip 


Basic machine and operating manual. 
Models 7521 and 7531 also include an 
auxiliary side handle. 


Standard Equipment—D-Handle 


Basic machine, auxiliary side handle and 
operating manual. 


Standard Equipment—Fastener/ Drill 


Basic machine, drill clutch assembly and 
operating manual. 





* Motor Screw Capacities cena Weight (Ibs) 
Model Description Amps Watts Speed RPM Wood Self-Tapping (inches) Net Shipping 
Positive Clutch Screwdriver 
[ao] 624 Pistol Grip 4.0 460 Variable 0-1000 Reversing #12 Ya" 9% 3¥2 4% 
(Oo) 7521 Pistol Grip 5.2 598 750 Reversing #18 3" 10% 3% 5% 
[o) 7522 Pistol Grip 5.2 598 1700 Reversing #14 Ya” 10% 3¥2 5 
[ra] 7523 Pistol Grip 5.2 598 Variable 0-1700 Reversing #14 Va” 10% 3% 5 
[(o]7524 Pistol Grip 5.2 598 2500 Reversing #12 Ya" 10% 3Ye 5 
[(a]7571** = D-Handle 8.0 920 500 Reversing #24 V2" 16 9 10.4 
Adjustable Clutch Screwdrivers 
[G] 623 Pistol Grip 4.0 460 Variable 0-1000 Reversing #12 V4” 10 3Y 4% 
(0) 7531 Pistol Grip 5.2 598 750 Reversing #18 %" 12% 4% 534 
[o) 7532 Pistol Grip 5.2 598 1700 Reversing #14 V4” 12% 4 5¥2 
[ao] 7533 Pistol Grip D2 598 Variable 0-1700 Reversing #14 4” 12% 4 5% 
[G] 7534 Pistol Grip 5:2 598 2500 Reversing #12 Ya” 12% 4 5% 
? [a] 7573 D-Handle 8.0 920 500 Reversing #18 Ye" 17% 8 9V%. 
(Oo) 7574 D-Handle 8.0 920 2000 Reversing #18 Yo” 17% 8 92 
Fastener Drill 
[Go] 622 Pistol Grip 4.0 460 Variable 0-1000 Reversing #10 #12 11 4 5% 





*All motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC; variable speed models are AC only. 
These Tools Comply with OSHA Requirements. 


**Also for driving %” Lag Screws 
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TAPPER 


This extra powerful double insulated %” 
Capacity tapper is the last word in tappers. 
Its push-pull positive clutch, self-centering 
and self-aligning chuck and powerful 5.2 


amp motor combine to enable its depth- 
sensing tool to outperform and be more 
reliable than any tapper we've ever made. 


And we’ve made some good ones. It’s 
everything a portable tapper should be, 
and more... just look into the benefits/ 
features below and see for yourself. 


Benefits/Features 


Productivity 


- Self-centering, self-aligning chuck for 
assured accuracy. 

- Depth stop adjusts quickly, can be 
rotated, and automatically disengages 
clutch at any predetermined depth, per- 
mitting blind tapping. 

- Powerful 5.2 amp, 598 watt motor to 
deliver plenty of tapping torque. 

- Large, two-finger switch actuator and 
extended-duty 16 amp switch for positive 
power control and long switch life. 


Durability 

- All ball-and-needle bearing construction 
for smooth operation, accuracy and 
maximum efficiency. 

- Massive 3-stage gearing has the strength 
to handle loads many times greater than 
the capacity of the tool to assure long 
gear life and smooth power transmission. 

- Powerful motor is failure-protected to 
withstand high overload temperatures. 

- Glass-filled nylon motor housing... 
virtually indestructible, and provides a 
cool surface no matter how long the tool 
is in use. 


- Long-wearing rubber-insulated power 
cord with external strain relief protector 


to prevent kinking and dangerous wear. 
Handleability 


- Thrust line grip allows comfortable all 
position use for best handleability, con- 


trol and minimal operator fatigue. 
Adaptability 
- Full power in reverse. 
* Multi-position auxiliary side handle for 
extra versatility also locks the depth rod. 
Serviceability 


- Positive-stop brushes protect the tool 
and alert the operator when service is 











necessary to eliminate expensive repair. grounding is required. & eer 
Tapper 
Specifications 
*Motor Tap Capacities Weight (Ibs) 
ACN MEREE LGAs Gea eae Speed Length 
Model Amps Watts Steel Cast Iron Non-Ferrous RPM (inches) Net Shipping 
(oO) 7520 5.2 598 Yq" Ye" Yo” 560 10% 4V2 5% 





*Motor is Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 


This Tool Complies with OSHA Requirements. 
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Safety 


- All metal parts are double insulated from 
current-carrying components and tool is 


equipped with a two-prong plug...no 


Standard Equipment 


Basic machine, depth stop and multi- 
position auxiliary handle and operating 











IMPACT TOOLS 


A Rockwell electric 
impact tool to handle every 
driving or drilling application. 








Excellent for use throughout industry for - 1800 rpm speed. Adaptability 


general maintenance, boat building, truck - Tuned impact mechanism delivers a - Choice of three -tool holding capabilities 
body and mobile home building, automo- harder hitting impact than any com- —snap ring, detent pin or female 7%.” hex 
tive service and other large diameter parable wrench. quick change slip chuck. 
drilling or bolt-driving applications. They Durability - Model 425 features a 25’ rubber-insulated 
are all powered by a brawny 4.8 amp power cord. 
motor to deliver power adequate for ROTORS, O00 ROE. BDH OL a eee - Reversing switch built into the tool’s 
driving ¥2” bolts with full power in power cords with 3-conductor cord and end cap to permit safe, fast direction change. 
reverse. Will remove anything it can fasten! plug with separate strain-relief protectors 

to prevent kinking and dangerous wear. Standard Equipment 
Benefits/Features Handleability Basic machine and operating manual. 
Productivity - Balanced design permits use in any Model 9625 also includes a 3-jaw keyless 
- Powerful 4.8 amp motor. position with complete contro! at all chuck, 6 sockets (%2”, %.6”, ¥e”, Ye”, Ha” 
- 2000 power packed impacts a minute. times. and 134¢”) packaged in a heavy gage steel 


carrying case No. 58756. 
Impact Tools Specifications 


Se ic as tie re Ee PPS eh esr tt ae ee ee ee Sa ee a a ee Se ee ee ee aman E-TM “ar MRneeRRT i 











Tool Holding * Motor Impacts Speed Bolt Length Weight (Ibs) 
Model Capability amps Per Minute RPM Capacity (inches) Net Shipping 
425 Y2” sq. drive with 4.8 2000 1800 Y2” 9% 6% 9 
snap ring anvil 
9625 Kit ¥2” sq. drive with 4.8 2000 1800 Yo” 9% 6% 17 
€ detent pin anvil 
625 Yo” sq. drive with 4.8 2000 1800 Yo” 95% 6% 9 


detent pin anvil 





626 Ae” hex quick 4.8 2000 1800 Ya” 11 6% 9% 
change slip chuck 








*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
These Tools Comply with OSHA Requirements. 
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FASTENING TOOLS 


Accessories 


Drywall 
Accessories 


Self Drilling 
Fastener Driver 
Accessories 


POM pap ipsl, 
seek, 


* 
Le OE bane 





1. No. 54583—No. 2 Phillips Limited 
clearance insert bit for use with drywall 
and Teks® screws. 

2. No. 44817—No. 2 Phillips Insert Bit. 

3. Special Nutsetters with precision 
ground shanks to fit Rockwell piloted 
drivers for minimum runout and 
wobble. 


Non-Magnetic Magnetic 

Size No. Size No. 
V4” Hex 54209 Ye” Hex 54584 
S46” Hex 54208 Sie” Hex 55895 
¥%” Hex 54102 3g” Hex 55896 
he” Hex 54101 *776” Hex 54104 


*Extra-heavy-duty magnet for plastic head screws 


4. Sockets 

Non-Magnetic 

Size Dia. Lgth. No. 
%4” Hex Ya” he" 54240 
V4” 8-Pt. YQ” 7” 54246 
He” Hex V2” Ue 54242 
Ye” Hex He” 7a” 54244 
Magnetic 

Size Dia. Lgth. No. 
Y4” Hex Yo” Ue 54241 
V4” 8-Pt. Yo” 7/3” 54247 
346” Hex Yo" 7/3” 54243 
¥e” Hex He” Ue 54245 


® Trade Mark of Illinois Tool Works. 
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. No. 57350—Special Nutsetter for >,” 


hex head screws. For use with limited 
clearance depth locator. 

No. 54250—Extension drive shank— 
13%,” long. 

No. 54251—Extension drive shank— 
2'%," long. 


. No. 53627—Magnetic and No. 54272 


Non-Magnetic bit holders with special 
precision ground shanks to fit RockWell 
piloted drivers for minimum runout and 
wobble. 


. No. 54422—Magnetic bit holder. 
. No. 54100—Teks® depth locator. 
. No. 57488—Extra-long limited clearance 


depth locator. 


. No. 54426—Depth locator nut. 
. No. 54421—New long-reach depth 


locator. 


. No. 10447—Non-marking long-reach 


dust shielded depth locator. 


. No. 10435—Non-marking dust shielded 


depth locator. 


. No. 54420—Magnetic bit holder with 


dust shield. 


. No. 54408—Magnetic and No. 54578 


Non-Magnetic bit holders with dust 
shields. 


SCREWDRIVER ACCESSORIES 


Adjustable Clutch Springs 

For 623 and 7531 thru 7534 Screwdrivers: 
No. 44326—Adjustable between 5 to 20 in. 
Ibs. 

No. 44320*—Adjustable between 15 to 45 
in. Ibs. 

No. 44323—Adjustable between 45 to 80 
in. Ibs. 

For 7573 and 7574 Screwdrivers: 

No. 56529*—Adjustable between 35 and 
100 in. Ibs. 

No. 56530—Adjustable between 60 and 150 
in. Ibs. 

No. 56531—Adjustable between 88 and 
360 in. Ibs. 


*Standard Equipment. Other clutch springs are for 
special applications where torque requirements 
other than that furnished as standard equipment 
are needed. 


NEW CLUTCH ASSEMBLIES 





Positive Clutch Assembly 54500. 
Complete with Instruction Sheet 





Adjustable Clutch Assembly 54501. 
Complete with Instruction Sheet 





Depth Locator Clutch Assembly 54502. 
Complete with 54421 Drywall Depth 
Locator, 54422 Magnetic Bit Holder, 54583 
=2 Phillips Insert Bit, 54100 Teks" Depth 
Locator, and 54426 Depth Locator Nut with 
Instruction Sheet. 


FASTENER DRIVER ACCESSORIES 


Drive sockets and extension drive shanks 
for Fastener Driver. 

Note: Sockets are available in magnetic 
and non-magnetic types, with a choice of 
One piece and the new two piece design. 






EXTENSION DRIVE SHANKS 


For use with magnetic or non-magnetic sockets 
of one piece or two-piece design. 


NUMBER LENGTH DRIVE EXTENSION 
54250 13¥32!" V4’ Hex V4" Sq. 

*54251 2'%qi! V4"’ Hex V4" Sq. 
44836 6” Y4" Hex 4" Sq. 
99045 6” Ya!’ Hex 36" Sq. 


*for use with 57488 Depth Locator. 





























SCREWDRIVER ACCESSORIES 


BITS AND FINDERS 
FOR SLOTTED HEAD SCREWS 


er ee 
. | 












: 
POWER BITS : 
AND FINDERS POWER BITS 
All 11%." Long with Finder Sleeve Complete INSERT 
V4" Hex Drive VY" Hex Drive BITS 
ALL 1” LONG 


V4, HEX DRIVE 


BIT AND | REPLACEMENT 
FINDER LENGTH BIT ONLY 




























































3F-4R 44417 
4F-5R | 44419 
“5F-6R | 44419 | 
~ 6F-8R | 44422. 
BF-10R | 44424 
-40F-12R | 44426 | 
-42F-14R | 44428 
BITS FOR PHILLIPS SCREWS +) BITS FOR 
SOCKET HEAD 
SCREWS 





NUMBER 
POWER BITS 
V%”" Hex Drive BITS 


INSERT 
LL 1” LONG 


POINT A 
SIZE 3/,” LONG Yj,” HEX DRIVE 












BIT HOLDERS 
V4" Hex 
For Use with Insert Bits 





CLUTCH 
NOSE 
NUMBER =—s|——s«COCSSCRIPTION. 
| For use with rotary 
ww | ioe ee 
uk L 


adapters. 
No. 18311 Service Drive Bit Holder—For No. 18 Capacity Screwdrivers. %” 
Square Drive (Female). For use with %” Hex Insert Bits. 


Sockets—For No. 18 Capacity Screwdrivers, ¥%” Square Drive. For Hex Head Self-Drilling 
Screws. 


No. 18314 —>,” Across Flats. For driving No. 10 and 12 Self-Drilling Screws. 
No. 18317 —%” Across Flats. For driving %” Self-Drilling Screws. 











FASTENING TOOLS 
















Accessories 


Conversion Kit 


No. 866415 Speed Conversion Kit. For con- 
verting 2500 rom speed Screwdrivers to 
2000 rpm. 


FASTENER DRILL ACCESSORIES 


POWER BITS WITH FINDER SLEEVE 
COMPLETE FOR SLOTTED HEAD SCREWS 





SCREW BIT AND 
SIZE FINDER LENGTH 
RANGE | SLEEVE 
6F-8R | 44825 33%" 
10F-12R 44827 3%" 


BIT HOLDERS 


Y%” Hex. For Use 
with Insert Bits 


TYPE 


Standard 


é 


NUTSETTERS . 

No. 54209 1%”: No. 54208 %,”; No. 54102 
¥g”- No. 54584 1%” (Magnetic); No. 55895 
5,” (Magnetic); No. 55896 %” (Magnetic). 













CATALOG 
NUMBER 








Peet aa 


CARRYING 
CASES FOR 
SCREWDRIVERS 


No. 44180 Carrying Case—Handy Steel 
carrying case for all pistol grip screw- 
drivers. Has compartments for clutches, 
bits and other accessories. 

Size: 3” x 10%” x 122” 

Shipping Wt.: 6.5 Lbs. 


No. 53650 Heavy-duty steel carrying case 
will accommodate all Rockwell D-Handle 
Tools; has space for auxiliary handle, bits 
and other accessories. 

Size: 4%” x 8%" x 19%” - 

Shipping Wt.: 8 Ibs. 


IMPACT WRENCH ACCESSORIES 
No. 58067 Adapter. To adapt 42” square 
to ¥e” square drive. 


No. 58068 Quick Change Screwdriver 
Chuck. /,” hex. 


No. 57432 2” Long Anvil. Snap ring type for 
Model 425. 


No. 58066 3-Jaw Keyless 72” Chuck for 
Model 625. 


No. 58756 Steel Carrying Case. 


No. 54252 Adapter, /2” Square Drive to 
Ki’ Hex. 
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FASTENING TOOLS 


Accessories 


Usage Chart for Extra Heavy Duty Screwdrivers 













Socket %” hex x %2" sq. drive 
Socket %s hex x ¥2” sq. drive 
Socket %” hex x ¥2” sq. drive 
Socket is" hex x %”’ sq. drive 
Socket %4” hex x 42” sq. drive 
Socket '%s"” hex x 2” sq. drive 


Bit & Finder 10F & 12R “6” hex drive 
Bit & Finder 12F & 14R “6” hex drive 
Bit & Finder 14F & 16R 716” hex drive 
Bit & Finder 16F & 20R 76’ hex drive 
Bit & Finder 20F & 22R 76" hex drive 
Bit & Finder 24F & 24R 716” hex drive 


Bit Only 10F & 12R 76” hex drive 
Bit Only 12F & 14R 7%’ hex drive 
Bit Only 14F & 16R 76” hex drive 
Bit Only 16F & 20R 76” hex drive 
Bit Only 20F & 22R “6” hex drive 
Bit Only 24F & 24R 7%.” hex drive 


Bit Holder %4"’ hex x 716’ hex drive 


Bit—Phillips #2 %«’’ hex drive 
Bit—Phillips #3 %.6”’ hex drive 
Bit—Phillips #4 %.’ hex drive 
Bit—Posidrive #2 %s’’ hex drive 
Bit—Posidrive #3 %6" hex drive 
Bit—Posidrive #4 %6” hex drive 


Bit %4”’ hex x %«’’ hex drive 
Bit %s’’ hex x “6” hex drive 
Bit 346” hex x %e”’ hex drive 


Extension 3%” square 71s” hex drive 


Extension 2” square 716” hex drive 
A- Adaptable D - Direct Fit 
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Bit Holder %«’’ hex x 716” hex dr.magnetic 
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Socket 4%” hex x 34" sq. drive 
Socket %s’’ hex x ¥" sq. drive 
Socket 3%” hex x 3” sq. drive 
Socket 71s’ hex x 348" sq. drive 
Socket 4%" hex x ¥%" sq. drive magnetic 
Socket “6” hex x 34" sq. drive magnetic 
Socket %” hex x 4%” sq. drive magnetic 
Socket 7i6” hex x 38” sq. drive magnetic 


¥ eS 


Bit—Phillips 72 7/16” hex drive 
Bit—Phillips #3 7”1”’ hex drive 
Bit—Phillips #4 76’ hex drive 


Nutsetter—™%4” hex x 716’ hex drive 
Nutsetter—%.” hex x 7i6’”’ hex drive 
Nutsetter—3@" hex x 7s’! hex drive 
Nutsetter—7i6”" hex x 76!’ hex drive 
Nutsetter—V2” hex x 7is’’ hex drive 
Nutsetter—w*."’ hex x 7’ hex drive 


Nutsetter— 1% "hex x 76’ hex dr. magnetic 
Nutsetter— “6 hex x 71’ hex dr. magnetic 
Nutsetter—%” hex x 7s’ hex dr. magnetic 
Nutsetter—7is” hex x 7/6!’ hex dr. magnetic 
Nutsetter— 2" hex x 76’ hex dr. magnetic 
Nutsetter—“.”’ hex x 7ie’’ hex dr. magnetic 


Guide Bushing—Phillips #2 Bit 
Guide Bushing—Phillips #3 Bit 





Slip Chuck—7is"’ hex x sq. 3¥¢” drive 


Nosepiece—Depth Sensing 


Bit Holder—*s” hex —3%” sq. drive 
Clutch Spring 35-100 in. Ibs. 
Clutch Spring 60-150 in. Ibs. 
Clutch Spring 88-360 in. Ibs. 


A- Adaptable D - Direct Fit 
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ROCKWELL 
ROUTERS AND 


TRIMMERS 














Seven routers to give 
you the final touches that 
say “Done by a Pro.” 


WREST ARMIES Pt OMe! VM AEN 


Model 100 
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Whether you rout, trim, groove, mortise, 
shape or cut joints, Rockwell Routers 
produce the final touches that say “done 
by a pro.’”’ Rockwell Routers are in use 
throughout industry and the construction 
and building trades where their fast, 
efficient and economical capabilities are 
utilized for heavy-duty production or 
custom routing applications. They'll 
handle everything from door light and pro- 
duction cut-outs to hinge butt routing of 
doors and jambs and trimming of lam- 
inates and wood veneers. The benefits/ 
features and specifications below are pre- 
sented to make it easy for you to pick the 
best router for your application. 


Benefits/Features 


Productivity 


- All Rockwell Routers feature a microm- 
eter depth of cut adjustment dial for 
simple, extremely accurate and respon- 
sive depth adjustments. 

- Permanently sealed precision ball bear- 
ing construction is used throughout for 
many years of smooth, trouble-free 
operation. 

- Replaceable glass-smooth non-marking 
bases are used on all routers fora 
smooth umarked surface on the work. 





Durability 


* Heavy-duty external cord strain relief 
protector, long-wearing rubber insulated 
3-conductor cord with a trouble-free 
molded plug. Some models feature a 
secondary liner firmly locked to the 
motor housing. 

* Model 514 and Speedmatic Models 536 
and 537 feature failure protected motors 
with new scientifically developed high 
temperature coating and bonding applied 
to armature windings protecting them 
against prolonged high overload tem- 
peratures, harmful abrasives and 
moisture conditions. All commutator coil 
connections are welded, making them 
stronger and more resistant to heat than 
conventional soldered leads. 


Handleability 
- Speedmatic Model 537 features a 





Adaptability 


- Precision collet-type chucks virtually 
eliminate bit “run-out,” assure accuracy 
and make bit and cutter changes fast and 
easy. Adapters permit the use of %”, 


ROUTERS 


- All other models feature man-sized con- 
trol knobs positioned close to the base 
for best control and accuracy. 


3g” or Y2” shank diameter bits on many 


models. 


- Wide selection of router bits and acces- 
sories to enable extra versatility from 
every router. 


Serviceability 


Models 630, 670 and 690 feature flat-top 
design for fast and easy bit changes. 

All Rockwell Router bases and Router 
motors are available separately. 


Standard Equipment 


Routers 


Basic Router, motor with 3-conductor cord 
and plug, collet, collet wrenches, base 
assembly and operating manual. 


Router Motors 


Basic motor, 3-conductor cord and plug, 
collet, collet wrenches and operating 





manual. 
- Powerful motors are protected against D-handle and a lock-on button for instant 
overload temperatures and deliver high power control and safe router handling in 
torque power to handle any routing job. any position. 
Routers Specifications 
Motor **Collets Net Shipping 
*Motor Diameter ee Height Weight Weight 
Model HP Amps (inches) (RPM) Capacity Standard Available Switch (inches) (Lbs) (Lbs) Base 
514 2%2 12 4%. 20,000 1%” Yo” Va" Recessed 12% 15.5 18 Round 
Double Pole 
536 1% 8 3) 22,000 %”, %4” Yo", Va" oe Recessed 9% 12 14 Round 
Speedmatic Double Pole 
537 1% 8 3s 22,000 %”, 4” Yo”, V4" — Trigger 9% 14 16 Round 
Speedmatic w/Lock Button 
690 1% 8 3% 22,000 %” V2” 3”, V4” Recessed 8 8.75 10.5 Round 
Double Pole 
670 1% 75 3% 22,000 %”, %4” 3”, V4” aa Recessed 8 8.5 10.25 Round 
Couble Pole 
630 1 6.8 3% 22,000 %” V4” 3”, Y2”*** Recessed 8 8.25 10 Round 
Double Pole 
100 1% 6.5 3% 22,000 Va” Ya” 3 Recessed rs 7 9 Round 
Double Pole 
* All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC These Tools Comply with OSHA Requirements 
**All Collets are Split Type 
***Not Recommended 
Router Motors Specifications 
Speed Diameter ‘~ Collets Net Shipping _ Fits 
Model HP *Amps (RPM) (inches) Capacity Standard Available Switch Weight Weight Base No. 
5142 2v2 12 20,000 AY Yo” Y2” Y%4” Recessed 13:5 16 5141 
Speedmatic Double Pole 
5372 1% 8 22,000 3), Yo”, V4" V2”, V4" = Recessed 6.8 9 5361, 5371 
Speedmatic Double Pole 
6902 1% 8 22,000 3% Yo” Yo” ¥e"”, V4" Recessed 6.5 78 6301 
Double Pole 
6702 1% Pg 22,000 3% ¥e”, V4” ¥y”, V4” eee Recessed 6.3 7.3 6301 
Double Pole 
6302 1 6.8 22,000 3% V4” Ya” 3”, Y2”*** Recessed 6 7 6301 
Double Pole 
1002 UE 6.5 22,000 3% %4” Va” - Recessed 4.7 5.5 1001 
Double Pole 


a 


* All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC 


**All Collets are Split Type 
***Not Recommended 
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LAMINATE TRIMMERS 


A Rockwell laminate trimmer 
to meet the needs of every user 
for production, custom 
installations or remodeling. 


LEAP Elgg my 
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earn 

















LAMINATE TRIMMERS 


Standard Equipment 


Basic machine, motor, 3-conductor cord 
and plug, base assembly, 2 wrenches, %4” 
collet and operating manual. 


Model 310 


Rockwell’s versatile line of laminate 
trimmers includes both conventional and 
offset base models with positive guide 
control, or basic models for use with self- 
piloting bits. All are designed to be truly 
functional for fast, efficient one-hand, 





one-pass, flush and bevel laminate trim- 
ming on a production basis. 


Benefits/Features 


Productivity 


- Unique triangular base models feature an 
offset drive spindle that enables trim 
in-and-out of 90° corners. Backsplash 
trimming that previously required scrib- 
ing, movement of cabinet top and 
laborous hand trimming and filing, can 
now be accomplished in one pass using 
the wall as a template. 

- Non-marking plastic base offers full sup- 
port and solid stance on all production 
trimming jobs. 

* Collet chuck offers the ultimate holding 
power under load; less than .002” run out, 
for smooth chatter-free trimming and less 
re-work. 

* Models 310 and 313 feature easy-to-use 
micrometer ring, adjustment control, 
accurate to .015” for fast, precise bit 
alignment on bevel or flush trimming. 

- Model 312 features positive guide center- 
ing to assure precision guide-to-bit align- 
ment—the first time! Flush and bevel 
guide end can be adjusted independently 
with a fool-proof pin gauge. 


Laminate Trimmers 
Specifications 





Durability 


- Double sealed ball bearing construction 
with an exclusive centrifugal slinger 
barrier to keep out harmful dust particles 
and an oil ring to retain lubricant. 


Handleability 


- Light weight, compact design permits 


non-tiring, one-hand control in any posi- 
tion, on any job! 


Adaptability 


- Interchangeable, powerful 3.9 amp 
motors can be used on any Rockwell 
Laminate Trimmer base to remove 
laminate overhang in a single pass with 
smooth, chip-free results that eliminate 
the need for primary “‘step down” trim- 
ming or secondary filing operations. 


Serviceability 


- Flat top housing design permits safe, 
easy ‘“‘up-right” bit changes and adjust- 
ments. 


Includes Standard Equipment plus chip 
shield, nylon roller guide, steel roller 
guide, carbide-tipped combination flush 
and 22° bevel trimming bit. 

Model 311 

Includes Standard Equipment plus solid- 
carbide self-piloting 7° beveling bit. 
Model 312 : 

Includes Standard Equipment plus posi- 
tive guide centering post, dual edge guide, 
and solid-carbide combination 10° bevel 
and flush trimming bit. 




















Motor 
*Motor Diameter Speed Collet Height Net Weight Shipping 
Model Amps (inches) (RPM) Capacity Switch (inches) (Ibs) Weight (Ibs) Base 
310 3.8 3” 27,500 Ya” Sliding r 31D 5 35” Square 
311 3.8 = ee 27,500 » V4" Sliding 6Y2 4 5 Triangular Offset 
312 3.8 3” 27,500 V4” Sliding 6Y2 4 4.7 Triangular Offset 
313 3.8 Ss 27,500 V4” Sliding 62 3.6 4.6 35%” Square 
*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
These Tools Comply with OSHA Requirements. 
Trimmer Motor 
Specifications 
Speed Diameter Collet Net Shipping 
Model *Amps (RPM) (inches) Capacity Switch Weight (Ibs) Weight (Ibs) Fits Models 
3102 3.8 27,500 3” Ya” Sliding 3 3.25 310,311, 312, 313 





*Motor is Universal Type, 115 Volt, 25-60 Hertz, AC-DC 

















ROCKWELL 
ROUTER BITS, 
CUTTERS 

AND ACCESSORIES 


ROUTER BITS 


Choice of exclusive screw-type or con- 
ventional one-piece bits. All made of 
high quality steel, specially heat treated 
for hardness to retain their precision 
ground cutting edges over longer periods 
of operation. 





ONE-PIECE UNITS 

Conventional one-piece units complete 
with shank, cutting head and when nec- 
essary, a pilot guide. All are 2-flute bits, 
except smaller diameter straight bits 
(%” or less) which feature a single flute. 





SCREW-TYPE BITS 

3-fluted bits, threaded for use with a sep- 
arate arbor (shank) and, when required 
for edge routing operations, a separate 
pilot guide. Advantages—3 cutting edges, 
not 2, for 50% faster routing... larger, 
more massive cutting head design for 
easier, smoother cutting ... and because 
you can use the same arbor (and pilot) 
for a variety of screw-type bits, you save 
money. Versatile screw-type bits cost 
less than complete one-piece units. 


Su Brae 


Straight Double-End—For general rout- 
ing, strip inlay, scroll work. Use with 


adapters. 
ONE PIECE 
Model No. A B C D 

43348 A,” 5h." if,” 1%” 
43351 342" 3/6” 32" 1%” 
43354 yy" Tho" yy" 1%." 
43357 fo" y" 542” 1%” 
43360 3/5” 546” 345” 1.6" 


b-a— 
Straight—For general stock removal, slot- 
ting, grooving, rabbeting. 


ONE PIECE 
Model No. A B C D 
43607* Y,” ig” y," Wig 
43608* he” yy * y,” 1%" 
43609* y," 4,” y,” 1%" 
43610 y,” yy" Y," 1%" 
43611 yy" 13/4,” 4,” 14” 
43612 y,” 1” yy" 1342" 
43303 ig” hy" yy," 1%" 
43306 %” Yh," yy" 1%" 
43309 3," 1” y," 1” 
43613 3%" 14" yy" 1346" 
43315 hg” %y" y,” 1%" 
43321 yy" iy" 4? 14" 
43614 Yy” 14" yy" 1346” 
43615 yy” 2" yy" 1%.6” 
43324 %e" 4," ¥,* 1346” 
43330 5%” 4," y,” 1346” 
43336 4,” %"” yy,” 13,6” 
43616 4" 1” yy" 1%" 
43617 iy" 1” yy" 15%" 
43618 1” 1” yy" 154” 
*Single Flute 
SCREW TYPE 
Model No. A B Cc D 
43619 y” 19/5," 
43620 4” 194," 
43621 114,” 18/4," 
43622 %," 19/4,” 
43623 13,6" 19, ° 
43624 h" 199" gag 
43625 15/6" 1%” ts - P 
43626 1” 19/9" tee . 
43627 —s«1M45" 18/9" Hole 
43628 1%" 19/4,” 
43629 1346" 194," 
43630 1%" 19/4" 
43631 1%" 19/59" 


Stair Router—For routing stair tread and 
riser grooves. 


SCREW TYPE 
Model No. A B 
43506 11,4,” a 


Use 43736 Arbor 





Mortise—For stock removal, dados, rab- 
bets, hinge butt mortising. 


ONE PIECE 
Model No. A B C D 
43446 Yn" 1%" %” 1%" 
~ 43449 %" 1%" %," 1%" 





— he 
Veining—For decorative free-hand rout- 
ing such as carving, inlay work. Use with 


adapters. 
ONE PIECE 
Model No. A B C D 
43366 1h,” 52” ie” . 1%” 
43369 30" 345” 34" 1%” 
43372 iy" Tao” ad 1%’ 
43375 52" ad 42” ly’ 
43378 346" 5A6” 3/6" 1%" 
A 43363* iy" ie” y,” 1%" 


*Single end 4” Shank 




















e 


| 














ceil A 
Core Box—For reeding, fluting and gen- 
eral ornamentation. 


ONE PIECE 
Model No. A B C D 
43647 y” 6" yy” 16” 
43648 %" %” y,” 14’ 
43649 yy" ILA," yy” ‘ 
43650 %” %y"” yy," A 
43651 4,” 154," y,” 3" 
SCREW TYPE 
Model No. A B Cc D 
43652 yy” 17h,” All with 
43653 hy" %” VY "-28 
43654 i 11A,” Threaded 
43655 14” iA" Hole 
D 
oe B 





V-Groove—For simulating plank construc- 
tion on panels. 


ONE PIECE 
Model No. A B C D 
43641 x" %" YY," ‘ 





Dovetail—For dovetailing joints. Use with 
dovetail templet. 
ONE PIECE 

Model No. A B C D 


43639 “%" Ag” %" 1/6" 
43640 y,” yy" %," 1%" 





a—4 
Straight Spiral (Up) — For slotting and 


mortising operations, particularly in non- 
ferrous metals such as aluminum door 





jambs. 
ONE PIECE 
Model No. A B Cc D 
43603 y," %” y," a" 
43604 y,” %” y," a 
43605* 6” %," %" 24," 
43606* ¥%” aa A” 1%’ 


*Use 42133 Adapter to mount to ¥2” collet 





A—q p— 


Straight Spiral (Down)—For through cut- 
ting plastics and non-ferrous metals; also 
for deep slotting operations in wood. 
ONE PIECE 
Model No. A B Cc D 
43601 y," %," ¥%" ay 
43602 se” %," y%" 2° 





Pilot Spiral (Down)—For operations where 
plunge cutting is required in conjunction 
with templet routing, using the pilot 


guide. 
ONE PIECE 
Model No. 4 B C D Cut Edge 


43488 yw" 1%’ PA (ad 4," 
43491* %” ['3%6" %" 16" 1° 


*Use 42133 Adapter to mount to %” collet 


HIGH SPEED ROUTER / TRIMMER BITS 





A 
Pilot Spiral (Up) W/Mortising Boring 
Point — For panel pilot routing where it 
is necessary to pull chips up out of the 
cut. 
ONE PIECE 


Model No. A B C D Cut Edge 
43494 yy" 24%" y," lh’ 1%,” 


Panel Pilot— 
For cutting 
openings and 
all through- 
cutting. 








ONE PIECE 
Model No. A B C D Cut Edge 


43642 Se a TA %" 
43643 4”. Te*  *  Ee” Ky" 
43676 6°. 1? 1 eH Ky" 


—AAG — 











LA 


seen” “eee 


Spiral—For outside and inside curve cut- 
ting operations. Standard equipment with 
Model 5057 Router Scroll Saw Attach- 
ment. 


Model No. A B C D 
43236 He" Ky" ”" 1%’ 





a eee eee 











HIGH SPEED ROUTER / TRIMMER BITS 


Sash Bead — 
For beading 
inner side 

of window 
frames. 


ONE PIECE 
Model No. A 


43644 5” R. 


Sash Cope— 
For coping 

window rails 
to match 
bead cut. 


ONE PIECE 
Model No. A 


43645 Ae" R. 


| 















Corner Round—For edge rounding 


ONE PIECE 
Model No. A 


43390 He" R. 


433934" R. 
iS 396 HR. 
oK 43399 BR. 


SCREW TYPE 
Model No. A 


43635 My" R. 
43636 %" R. 
43637 ye" R. 
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B 
Im" 
yy" 
54” 
ad 


B 
%" 
4” 


11/4," 


C D 
\Yy ” +? 
WA ” 1° 
VY ” 1" 
yy ” 1” 

C D 

All with 
Threaded 
Y%"-28 Hole 


Cese* : 






D 
Bead— 
For decorative 
edging. , 
A 
ONE PIECE 
Model No. A B C " 
43411 w%"R.) OS" ym t 
43414 % = % ” vA 7 1” 
43417 \y wR. % ” \Y% ” 1” 
SCREW TYPE 
Mode! No. A B Cc D 
43632 iy” R. 19/45" hy 
oe aie , Threaded 
43634 "Rp" ee 


c—+|f-— op 
B 
A 






Roman Ogee— 
For decorative 
edging. 


ONE PIECE 


Model No. A B C D 
43518 2" R, *" y,” ip 
43522 wy" R. %," y,” bes 


Rabbeting — For rabbeting or step-cut- 


ting edges. 

ONE PIECE 

ModelNo. A oi... Cp E Cutting Width 

“A3458 = 1%6"” Ne" %” = 1” x" 
43453 M6" “Ae” %"” 1” y,” 

SCREW TYPE 


ModelNo. A B cC OD E Cutting Width 


%"-28 %” with 42201 Pilot 
43638 1542” %” Threaded A.” with 42204 Pilot 
Hole Y%,” with 42207 Pilot 








Cove—For cutting inverted radii. 
ONE PIECE 
Model No. A B C D 





43420 ¥," R. yy" Y," 1" 
43423 Hm" R. 5%" yy" 1" 
43426 Ye" R, %," y," 1’ 
SCREW TYPE 
Model No. A B Cc D 
yy". 

43656 A Be Se rks 
43657 %" R. 1%" Hole 


45° Bevel Chamfer—For bevel cutting. 
ONE PIECE 


Model No. B C D 
43430 21,4," yy" hs 
SCREW TYPE 
Model No. B C D 
if 
43658 %" dey 


Threaded Hole 


SHAPER CUTTERS 


All with %” hole for use with a separate 
spindle and collars, primarily with the 
shaper table attachment. 





Straight Face—For grooving. 





Model No. A B 
43461 1%” yy" 
43465 1%” Ye” 
43468 1%” %," 
43469 1%" %" 
43474 1%” Y2" 
43477 1%" ”" 
43480 1%" 1° 

















rn 





CARBIDE ROUTER / TRIMMER BITS 


CARBIDE-TIPPED ROUTER 
BITS AND SHAPER CUTTERS 


Recommended for production cutting 
operations or when working with tough, 
more abrasive materials such as hard 
wood, plastic laminates, glue bonded 
plywood and composition materials. 





Straight west 2s ay 


ONE PIECE 
Model No. A B Cc D 

*43716 He” x" %," EY 
43717 yy,” %," %," 1/6" 
43718 yy,” Ky" Y," 1/6" 
43300 “As” Ky" Ys," 1%" 
43312 x" 1% %," 1%2" 
43719 A" 3 ” 1%" 
43318 *n” %" iy 
43720 a 1%" Yn" 1%" 
43721 *n” dag *%” 1%” 
43327 “es” 13/6" Y," 13/6” 
43333 %" 16" ”," 1%," 
43722 yy," 1’ yy" 1%" 


*S ingle Flute—Solid Carbide 





Mortising P-A-4 
ONE PIECE 
Model No. A B Cc D 
43437 yy" 4," y,” 14" 
43440 5%” 4," y,” 1%" 
43443 yy,” %e_” yu" 1%’ 
SCREW TYPE 
Model No. A B Cc D 
43701 ad 117A,” 
43702 5” 11” ee i 
43703 %" fo" th aded 
43704 1” 1T/fo” = e 
43745 14” 17,” ole 





Solid Carbide ——4A>—_ 


Straight—Single Flute Bit. Complete with 
42109 Eccentric Adapter to vary width 
of cut. 


ONE PIECE 


Model No. A B Cc D 
43297 yA” %2" yy” le" 


Solid 
Carbide 
Core Box 
ONE PIECE 





Model No. A B Cc D 


43711 y," yy,” y,” 1%" 





45° Bevel Chamfer 


ONE PIECE 
Model No. B Cc D 
43433 %” y4" 1%” 


SOLID PILOT BITS 

Pilots may be purchased separately and 
interchanged to convert bits from corner 
round to bead, or bead to corner round. 


Corner Round—Solid Pilot Bits with 
42142 Solid Pilot. 





Standard 
ONE PIECE 
Model No. A B Cc D 
~ 43403 wy" R, 154," y," 1%” 
43406 3%" R, 194," yy," 1%” 
v 43412 YY" R, 11h,” yy” 1%" 


Bead—Solid Pilot Bits with 42145 Solid 
Pilot. 





Standard 
ONE PIECE 
Model No. A B C D 
43712 yy” R. 15/4" yy" 1%" 
43713 my" R. 19/4," Vad 1%" 
43714 yy” R, 114," yy” 4’ 
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(Continued) 


Ball Bearing Guide Bits may be pur- 
chased separately and interchanged to 
convert bits from corner round to bead, 
or bead to corner round. 


Corner Round—Ball Bearing Guide Bits 
with 43401 Ball Bearing Guide. 





Ball Bearing 


ONE PIECE 
No. A B aie D 
43402 yw" R 154,” 1," 14%,” 
43405 34" R 194,” ifm 1%," 
43408 Yy"R Fi " 14” 


Bead—Ball Bearing Bits with 43409 Ball 
Bearing Guide. 





Ball Bearing 


ONE PIECE 
No. A B Cc D 
43410 Mwy" R 1340” 4” 114” 
43413 my" R 1%” 14” 114” 
43416 yy" R YK,” 14” 114” 








Rabbeting—Has 1% "-28 threaded hole for 
use with Pilot. 


ONE PIECE 
ModelNo. A ge. 6 DE Rabbet Cut Width 


: %" with 42201 Pilot 
12" Ye" A" he" ha with 42208 Pilot 
We" 2" A" V6" v4.» with 42207 Pilot 


*10° Bevel 


43706 
*43707 
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V-Groove 
ONE PIECE 
Model No. A 
43725 %" 


Dovetail 
ONE PIECE 
Model No. 
43705 


Panel Pilot 
ONE PIECE 
Model No. A 
43708 yy," 
43709 4%” 
43710 ¥%m” 


B Cc 
%2" %" 


B C D 
Var ae ae 
1234," 3” 5 i 
1%6” yy," 1 Bad 


CARBIDE ROUTER / TRIMMER BITS 





Cutting 
Edge 


13/4," 
13/¢ ” 


iy" 











Stagger Tooth — For through cutting op- 
erations such as sink cutouts and door 
lights. 


ONE PIECE 
Model No. A B C D 
43723 3%" 1,4” yy," 1%” 
43724 yy," 24%" yy," Pak 





Self-Piloting Solid Carbide Flush and 

Bevel Trimming Bits—Newest method of 

trimming laminates! Use in the same man- 

ner as edge routing bits. 

« ECONOMICAL — Less expensive than 
ball bearing trimming bit assemblies. 

* CONVENIENT — No guide adjustment 
assembly required. 

* VERSATILE — No guide limitations for 
backsplash and tight trimming applica- 
tions. 

* COMPLETE — No other attachments 
needed...only the bits are required 
for laminate trimming. 


Te ase ee RT glo ee 
Pilot Shank Shank 
Model No. Type ea Dia. Dia.  Legth. 


Flush Cut 4” %” y,” 1” 
7’ Bevel YW" ear OK” 


43509 
43512 
Solid-Carbide 


Combination Flush/Bevel Trimming Bit 
—with %” diameter shank. 


Cutting Edge Flush 
abel bi Length Cut. Dia, Bevel 
184" (Y%," flush; ‘ * 
43515 Yao” bevel) V 10 




















CARBIDE ROUTER / 





Carbide-Tipped Combination Flush/ Bevel 
Trimming Bits—With 1%” diameter shank 
for use with No. 5023 Trimming Kit. 


Model No. A (Flush Cut Diam.) B (Bevel) 
43239 314," 20° 
43266 31h, ” 25° 

*44858 ¥y" Vi a 


*For Model 310 Laminate Trimmer 





Carbide-Tipped 25° Bevel Trimmer Kits 
Model! No. Includes 


43257 25° Bevel Cutter, No. 43741 Arbor (4” 
shank) and No. 43740 Bearing Guide. 

43735 25° Bevel Cutter, No. 43738 Arbor (4” 
shank) and No. 43740 Bearing Guide. 











Carbide-Tipped Trimming Cutters—With 
%,” diameter hole. 








Model No. Type Used With 
43732 Flush Cut No. 43741 Arbor 
43733 10° Bevel (%”" shank) or 

No. 43738 Arbor 
43734 25° Bevel (4" shank) and 


43740 Bearing Guide 











Carbide-Tipped 15° 
Backsplash Trimmer — 


With >,” diameter hole. 


Model No. Used With 


43260 No. 43741 Arbor (4” shank) or No. 
43738 Arbor (4%” shank) and No. 
43740 Bearing Guide. Wood cleats are 
mounted to router subbase to control 
depth of cut. 





Carbide-Tipped Bevel 
Trimmer Bits — With %4” 
diameter shank for use with 
No. 5023 Trimming Kit. 


Model No. Type 
43254 10° Bevel Cut 
43251 25° Bevel Cut 





Carbide-Tipped Ball Bearing 
Flush Trimming Bits — 
Complete with No. 43401 
Ball Bearing Guide. 





Cutting Cutting Edge Shank 
Model No. pia. Length Dia. 
43730 yy" }* yy," 
43731 yy," ys y," 
43252 7,” yy,” %” 





TRIMMER BITS 





6” HOLE 


Slotting Cutter — Used to install spines 
“T”? moldings. Use with No. 42195 arbor 
and No. 43740 ball bearing guide. 


Model No. A B 
43726 1h” Ag” 
43727 1%” 4" 
43728 5 1%” 3/40" 
43729 1%” yy” 








Door Lip Cutter Kit 


For use with %2” collet 
capacity routers only. 


%.” HOLE 
Model No. Includes 
43279 Corner Round Cutter (43272) and 
Rabbeting Cutter (43275) 





ROUTER BIT KITS 

No. 43294 Router Bit Kit. Includes 43458 
Rabbeting, 43393 %” Corner Round and 
43611 %” Straight Router Bits. 
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ROUTER / TRIMMER 


Accessories 


SPINDLES, ARBORS, ADAPTERS, BUSHINGS, GUIDES, COLLARS AND 
PILOTS FOR USE WITH ROUTER BITS, CUTTERS AND TRIMMERS 


Spindles — For use with shaper cutters. 
Includes 4 collars and nut unless otherwise noted. 


TYPE P 








steel router bits. 


Arbors — For use with screw-type router 





bits. 

Model No. A B c 
43736 ye Y%"-28 thd. 1134,” 
42057 546” Y%"-28 thd. 1114,” 
43737 ad Y%"-28 thd. 21342" 

B 





Solid Pilots— To _ control 
depth of cut with screw-type, high-speed 












horizontal 


Model No. A B 
42201 4” Y%"-28 thd. 
Model No. — Type A b c D ioe dah 42204 Yn" %4"-28 thd. 
42207 4" y,"-28 thd. 
42163 T 546 "-24 thd. 7A6"-20 thd. 2%" %" 1345" 100, 150 
142097 P 546 "-24 thd. 56” 1%” 1%" %" 4537, 3514, 3350, 3690 
542192 P 546 "-24 thd. y,” 4," 1%" Ye" 100, 150, 537 
242195 P e"-24 thd. yy," x," 1%" “6” 100, 150, 630 Solid Pilots — replacements for screw- 
937, #514, #350, 4690 type carbide bits 
42216 p 546 "-24 thd, 4" 2%." 2%" 1%" 537, 350, 690 YP : 
42231 P 54,_"-24 thd. y," 2%" 1346” 1%” 937, 514, 350, 690 
42213 p %"-24 thd. yy" 2%" 2%" 1%" 537, 350, 690 ssid a : 
42228 P %4"-24 thd. yy" 2%" 1345” 13%” 537, 514, 350, 690 42142 11/yp” #8-32 thd. 
43741 P 546 "-24 thd. y," 1%" 13/6" eo” 4514, 4350, 310, 42145 %” #8-32 thd. 
311, 312, 313 
43738 P 5/6”-24 thd. y," 1%” 15/5” He” 310, 311, 312, 313 
48221 T 4 "-24 thd. 7A,"-20 thd. 11545” if" 1%” 100, 150 


‘Equipped with 3 collars and a nut. @ *Equipped with 1 collar and a nut. 
@ °Adapter 42130 required. @ ‘Adapter 42127 required. @ ®Spindle only. 





























SHAPER COLLARS Adapters — 
Model No. ae pani Width Use to increase 
: diameter of ; ¥ 
42001 Ae" %" Ye" shank to fit Replacement Ball Bearing Guides 
42004 hg" %" 36" Mud damnator 
42007 6” 4" %" bei = en ~ Model No. A 8 
54." 5,0 Ky And 
42014 “As 5 % ¥ * - ro u e r co ets. 43401 y, ” 3/5” 
42198 As % Vy u" ” 
34" ll ” iA" 43409 ¥% 3A6 
42066 Ye AG l, 43740 A" 5/ ” 
42069 y," 114,” 3/6” Model No. A B C : - 
42072 x" +t” Y," 42100 4g” y," 1’ 
42075 x" 1h," x" 42103 3/ro" y," 1” 
42106 yy" yy," 1? 
42112 5h." yy" 1%" 
Bushings — Used to re- ton ig nae ie 
. 4 16 
duce hole ameter of 42121 Y%," ing” 1%" 
shaper cutters to % 42124 5g” ihe 1%" 
diameter for mounting 42127 _ ”" 1%" 
to spindle. All with %” pre a ae ue 
; ; g” 73 1% 
outside diameter. 42136 Ihe” %" 1%" 











Mode! No. Depth No. 42109 Eccentric Adapter for 43297 bit 
42166 Yao" only 
42169 2" 
42172 Vag" 
42175 If,” 
42178 15/5," 
42181 23/2" 
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ROUTER / TRIMMER 


Accessories 











DOVETAIL TEMPLET 
An easy-to-use guide for cutting perfect 
dovetail joints. Handles stock up to 12” 
wide; }," to 1” thick. Cuts %2” standard 
dovetails and rabbet dovetails. 

Model 5008. Includes Templet, Model 
48016 Finger Templet and Operating 
Manual. 


ACCESSORIES 

No. 42183 Dovetail Accessory Kit. In- 
cludes 43640 2” Dovetail Bit, 42027 
Router Templet Guide and 42237 Nut. 
No. 42027 Router Templet Guide. For 1/2” 
dovetails. 

No. 42054 Router Templet Guide. For %4” 
dovetails. 

No. 42237 Lock Nut. For attaching tem- 
plet guides to router. 

No. 48016 Finger Templet. For 1/2” dove- 
tails. 

No. 48021 Finger Templet. For 4” dove- 
tails. 

No. 48029 Finger Templet. For 2” rabbet 
dovetails only. 





STAIR TEMPLET 


Model 521—For large scale builders and 
contractors to save valuable time on pro- 


duction stair work. Simple to set and 


operate—only two major templet sections 
to adjust. Use with 43506 Bit. 


Includes Templet, 42021 Router Templet 
Guide, 42018 Wrench, 42237 Lock Nut 
and Operating Manual. Net Wt. 30 Ibs., 
Shpg. Wt. 50 Ibs. 


ROUTER ACCESSORIES AND 












i 
se erasers 


Model 59380 Hinge Butt Templet — Easy 
to operate, this new hinge butt templet 
will mortise a door and butt of any length 
and hinge size, using standard accessor- 
ies.Features include spring loaded nails 
that stay up prior to driving and can be 
removed with a claw hammer, locators to 
transfer measurements from jamb to 
door, gauges to allow for weather strip- 
ping, end gauges for each end of the 
templet and a full length locator with 
each templet section. 





Accommodates 
Model jambs Includes 
o. and’ Hinges 
Doors 
66” 3 templet sections, two guide 


59380 6'8” 3” to 6” rails, 2 each 5” and 7” end 
a gauges and operating manual 


3” 312", 4", 4%”, 5", 5%” and 6” jamb 
gauges are available as accessory equip- 
ment for setting the 59380 when wood 
doors are to be fitted to metal jambs. 


Model 59381 Hinge Butt Templiet Kit — 
Includes 59380 Hinge Butt Templet, 
43446 Mortising Bit, 42042 Templet 
Guide, 42237 Lock Nut, 59824 Carrying 
Case, Operating Manual. 


ACCESSORIES 


Model 59829 Accessory Package (to in- 
crease the capacity of the 59380 to 3 
hinge 8’ to 9’ doors) — Includes 2 long 
guide rails. 


Model 59839 Accessory Package (to in- 
crease the capacity of the 59380 to 4 
hinge, 6’-7’ doors, 3 and 4 hinge, 7’-8’ 
doors, 4 hinge, 9’ doors). Includes 3 
guide rails, 1 templet section. 


No. 59824 Carrying Case. 
No. 59825 3” Jamb Gauge. 
No. 59826 312” Jamb Gauge. 
No. 59827 4” Jamb Gauge. 
No. 59828 412” Jamb Gauge. 
No. 59832 5” Jamb Gauge. 


ATTACHMENTS FOR DOOR HANGIN 


G OPERATIONS 


No. 59830 512” Jamb Gauge. 
No. 59831 6” Jamb Gauge. 
No. 42042 Router Templet Guide. 


No. 42234 Corner Chisel. For squaring 
hinge mortises. 





Model 513 Extra Heavy-Duty Lock Mor- 


tising Kit. Permits quick, accurate cut- 
ting of mortises for door box locks. The 
machine is fully adjustable for cutting 
mortises in varying sizes up to 7” long, 
138” wide and 5” deep (using 43631 
Bit). Includes mortising attachment, 
height rod, 43622 34” straight bit, 43624 
7%" straight bit, 5372 Router motor and 
operating manual. 





Model 517 Lock Face Templet—Used to 
quickly rout lock faces on door after the 
mortise for the box lock itself has been 
completed. Automatically self-centering 
and self-beveling. 


Includes Templet 42024 Templet Guide 
and Operating Manual. Net Wt. 2¥2 Ibs., 
Shpg. Wt. 3 Ibs. 

( Max. Mortise 158” x 82”) 


So 











ROUTER / TRIMMER 


Accessories 





Templet Guides — For use in pattern and 
templet routing operations as listed. 


Inside Outside 


Model No. Purpose Diam. Diam. 

42021 Stair Routing 14%” 

thick treads) 1142” 14” 
42024 Lock Face Routing 21h," a 
42027 ¥%" Dovetailing and 

General Routing 11h,” he” 
42030 General Routing 25h," 3" 
42033 General Routing 1345" %" 
42036 General Routing %o" x4" 
42039 Hinge Butt Routing ¥," 2%" 
42042 Hinge Butt Routing %” 1,” 
42045 For use with Stanley 

T-3 Templet 11h" %" 
42048 For Hinges with 54” 

Corner Radius 1%” 13564" 
42054 ¥," Dovetailing yy" se” 
45101 Stair Routing (14.6” 

thick treads) 1344” 1%e” 
45102 Stair Routing (1” 

Thick Treads) 1344" 1%” 


No. 42237 Lock Nut. Used to attach all 
templet guides to router bases. 


ACCESSORY EQUIPMENT 


No. 26793 Carrying Case—Heavy gauge 
steel. Holds either Model 537, 536, 630, 
670 or 690 Router and accessory parts. 





No. 5043— Magic Router Edge Guide — 
Easy to mount adjustable guides for ac- 
curate straight (or curved) edge planing; 
parallel grooving, dadoing or slotting 
operations. For Models 537, 536, 350, 150, 
100, 630, 670 and 690 Routers plus all 
other. ROCKWELL router models except 
the Model 514, for applications where 
critical accuracy and precision are 
required. 

Standard Router Edge Guides 

No. 39120—For Model 537 

No. 42210—For Model 536. 

No. 42225—For Model 514. 

No. 42160—For old Models 350, 150 and 
100, and New Models 630, 670 and 690. 
ROUTER BASES 


Model No. Type ake 
5141 Conventional 514, 5142 
5361 Conventional 536, 5372 
5371 “D" Handle 537, 5372 
6301 Conventional 350, 630, 

670, 690 
*5022 Offset w/Guide 312, 3102 
*5031 Offset 311, 3102 
5036 Conventional 313, 3102 
Conventional 
3101 Laminate Trimmer 310, 3102 
1001 Conventional 100 


*See Laminate Trimmer Accessories 


ROUTER SUB BASES 





Model No. Use With Model(s) 
10695 514 
42186 ‘*All others’”’ 
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LAMINATE TRIMMING KIT 


Model 5023—For edge trimming of plas- 
tic laminates and wood veneers. Carbide- 
tipped combination bit handles both 
flush and bevel trimming operations. 
Micrometer adjustment control of non- 
marking nylon roller guide assures 
smooth, accurate cutting. 

Includes Roller, Carrier Assembly, Sub- 
Base, 43239 Carbide Tipped Combination 
Bit and Operating Manual. 

Net Wt. % Ib., Shpg. Wt. 3% Ib. 


BIT AND CUTTER 

SHARPENING ATTACHMENTS 

For fast, accurate sharpening of router 
bits and cutters. Adjustable for one, two 
or three cutting edge bits with %” or %2” 
shanks, also %” hole cutters. Using 
accessory adapters; %,", %,” and %” 
shank bits, can also be sharpened. 
Includes Attachment, Arbor, 48077 Grind- 
ing Wheel, 42127 %” Bit Adapter, 48245 
Wrench, 48270 Wrench, Tripod Router 
Stand and Operating Manual. Net Wt. 
1 Ib., Shpg. Wt. 2 Ibs. 

No. 5011—For old Models 100, 150 and 
350 and New Models 630, 670 and 690. 


No. 5010—For Models 536 and 537. 
No. 5013—For Model 514. 


ACCESSORIES 

No. 48040 Dressing Stone. 

No. 48077 Grinding Wheel. 4%” shank. 
No. 42148 Grinding Wheel. >,” hole. 
No. 42078 Grinding Wheel. %%” hole. 


No. 42130 Adapter. For %,” shank diam. 
bits. 


No. 42136 Adapter. For %,” shank diam. 
bits. 


No. 42133 Adapter. For %” shank diam. 





bits. 
ROUTER COLLET WRENCHES 
Use With No. 
Model No. Model(s) Required 
18054 514, 536, 537 2 
42914 630, 350, l 
670, 690, 
42596 630, 350, l 
670, 690, 
42157 100, 150, 2 
44745 310 
311, 312 2 
ROUTER COLLETS 
Model No. Size Use With Model(s) 
18051 yy," 514, 536, 537 
58939 yy? 514, 536, 537 
42591 yy,” 690, 350 
42154 yy" 100, 150 
43000 yy" 670, 350, 
630, 690 
43001 ym" 670, 350, 690 





TRIMMER ACCESSORIES 


Offset Trimmer Conversion Kits for use 
with the Model 3102 Power Unit. 


Available with, or without positive guide 
control, for use with conventional, or 
new, self-piloting type trim bits! For cor- 
ner and backsplash trimming applica- 
tions not possible with the standard in- 
line Model 310 Trimmer: 


No. 5022 Offset Base with positive guide 
control for use with (43515) Solid-Car- 
bide Combination Flush/Bevel Trimming 
Bit. 


No. 5031 Offset Base Only, for use with 
(43509 Flush and 43512 Bevel) Solid- 
Carbide, Self-Piloting Type Bits. 








MODEL 102 


Door Hanging Kit 


FEATURES | 
126 Plane With—60° Bevel Planing Range 
* Finger Tip Depth of Cut Adjustment 
Control * 16” Long Plane Shoe «+ %,” 
Planing Depth of Cut « 2'%,” Maximum 
Width of Planing Cut 


Hinge Butt Template With—Jamb Meas- 
urement Transfer Locator *« Weather 
Stripping Clearance Gauge +« Template 
End Gauges *« Mortising Bit * Template 
Guide 


SPECIFICATIONS 
(Model 126 Porta-Plane) 
Modet No... 6. 6 rw Ce eee ts 102 
Motor .......... 7 Amp, Universal Type, 
115 Volt, 25-60 Hertz, AC-DC 
Cutter Speed (RPM)............ 22,000 
Capacity (Maximum) ........ 34," Depth 
2134,” Width 
Bevel Adjustment ....... —15° to +45° 
ROR 6 kn Sh ce CL so 16” 
Net WOIGAU 2. io esl AT EUS 91% Lbs. 
Shipping Weight (Kit) ........ 382 Lbs. 


STANDARD EQUIPMENT 


Model 126 Porta-Plane, 59380 Hinge Butt 
Template, 43446 Mortising Bit, 42237 
Locknut, 42042 Template Guide, 27283 
Steel Carrying Case (with Built-in provi- 
sion for storing your Router), Instruction - 
Manual. 




















PLANES 


Power planing up to 3” wide and %” deep 
in a single pass or veneer trimming to an 
infinitesimal degree are possible with 
Rockwell Power Planes. By far, the fastest 
method of surfacing and trimming at the 
job site with a full range of calibrated 
cutting depth adjustments possible, from 0 
to maximum depth; anytime they’re 
necessary ... even while planing. Spiral 
high speed steel cutters do a clean, 
smooth job on wood, plastic, compositions, 
and non-ferrous metals—even on tough 
end grains! Spiral carbide tipped cutters 
are available for all Rockwell power 
planes. 


Benefits/Features 


Productivity 


- The shearing action of Rockwell’s 
exclusive spiral-type high-speed steel 
and carbide cutters give smooth, clean 
planing for maximum productivity. 

- Carbide tipped cutters are available for 
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Rockwell power planes— 


the fastest working, lightest weight 


production planes made! 


all Rockwell Planes for top performance 
and long cutter life. 


Durability 


- Extra wide triming belt drive system on 
some models assures non-slip trans- 
mission of power to the cutter for fast 


material removal and long drive system life. 


Serviceability 


‘Accessory plane cutter sharpening 
attachments available for all models. 


Versa-Plane Model 653 and Porta-Plane 
Model 126 


Productivity 


- Top side, calibrated scale for instant 
depth of cut adjustments from 0 to 
maximum depth, even while planing. 

- All ball and needle bearing construction 
for smooth operation, accuracy and 
maximum efficiency. 

- Replaceable, non-marking stainless steel 


shoes on both in-feed and out-feed 
platens provide a smooth surface and 
top performance. 


Handleability 
-D-handle with instant power control 


trigger switch and full grip front position 
handle provides positive control. 


Adaptability 

- Will adapt to almost any bevel from 
—15° to +-45°—a total bevel range of 60°. 

-Acord directional post positioned at the 
rear of the tool, places the cord out-of-the 
way to the right or to the left for planing 
on either side of the work piece. 


Model 653 

Versa-Plane 

Productivity 

* Big 3” capacity carbide-tipped cutter 
permits planing up to 3” wide in one 
pass. 

Handleability 

- Weight of the tool is centered laterally 



































PLANES 


and Accessories 





over the work shoe to provide balanced 
weight distribution on narrow edge 
planing jobs. 

Adaptability 

- Heavy gage metal fence mounts to either 
side of tool for edge planing; is easily 
removed for quick change to surface 
planing. 

- Non-clogging, extra wide chip exhaust 
permits right or left side chip deflection. 


Model 167 Block Plane 

Productivity 

- Big capacity spiral cutter permits edge 
planing up to 113;,¢” wide in a single pass. 

- Positive locking depth adjustment control 
assures uniform depth of cut on every cut. 

- Ball and anti-friction bearing construction 





ACCESSORY EQUIPMENT 
POWER PLANES 

PLANE CUTTERS 

Spiral type cutters for use with Rockwell 
Power Plane and Router-Plane Attach- 
ments. 


PLANE CUTTER 
SHARPENING ATTACHMENTS 


For perfect contour sharpening of spiral- 
type high-speed steel plane cutters only. 


for smooth, trouble-free performance. Simple to mount—units fasten directly to 


Cutting For Use With 
Adaptability Model No. Width Plane No. planes...no extra grinding equipment 
- Unlimited versatility—power planes 43245 2%," 1003, 1503 to buy. Easy to use—built-in guides auto- 
surfaces, edges—flat, contour, beveled or pci So) is matically assure accurately ground 
mitered; cuts ‘“‘V” grooves; trims, rabbet 43285 113/46" 167 edges. : 
cuts. SS aa so AR REE RTE 
- Straight side design lets you adapt plane CARBIDE-TIPPED —e ee on 





to handle rabbet or step cuts flush to any PLANE CUTTERS 


Attachment, Grinding Model 1003 | 





stitute carbide tipped, spiral-type plane es 


90° surface. ; 
: ; ir ial Wheel 48059, Arbor 
- Accessory bevel planing fence permits ne . an tee . Ps ra ia gl 5034 43744 and Instructions. i 
accurate bevel planing from 0° to 45°. g Net Weight 4’ Ibs. Attachments 
oil For Use With Shipping Weight 5 Ibs. 
‘ utting or Use Wi 
Standard Equipment—All Models Model No. Width Plane No. Attachment, Grinding 
; <a h ae 
Basic machine, high-speed steel spiral — 2a ‘agra: nie re ea Model 126 
type cutter, wrench and operating manual. “ Net Weight 414 Ibs. lmaboes 
g 43291 3 653 
ode ersa-Plane : 
: e Attachment, Grinding 
Includes Standard Equipment with No. 42087 Grinding Wheel—With 14” Wheel, Arbor Mod } 
carbide-tipped cutter. ner 5039 and Instructions. odel { 
PP diam. mounting hole 653 
Models 9653 V py Kit . g . Net Weight 414 Ibs. 
odels ersa-riane ni Shipping Weight 5 Ibs. 
and 9119 Porta-Plane Kit AtachacE Eoadie 
Includes Standard Equipment plus cutter Wheel 42087, and ce 
sharpening attachment and steel carrying 18267 Instructions. 167 
case shipshis Welakt % Ib | 
A ipping Weight 34 Ib. 
Models 9652 Versa-Plane Kit : 
neludes Standard Equipment plus sub- Model No. Type of Mounting Used With 





*All Motors are Universal Type, 115 Volt, 25-60 Hertz, AC-DC. 
These Tools Comply with OSHA Requirements. 87 


cutter and steel carrying case. 48059 %"-20 thd. hole 4503 plane Cutters 
Model 167 Block Plane 
Includes Standard Equipment plus STEEL CARRYING WRENCHES 
adapter plate for mounting wood fence. CASES FOR PLANES 
Model 9167 Block Plane Kit a - —— = —— | 
Includes Standard Equipment plus adapter No. 18270 Bevel Planing Fence—Permits 48065 co 126 48779 653 
plate for mounting wood fence, cutter sharp- accurate bevel planing operations from 39190 Model 167 48302 126 
ening attachment and steel carrying case. 0° to 45°. snd OPER <LI 
Planes 
Specifications 
*Motor Cutter Cutter Speed Cut Capacity Bevel Length Net Weight Shipping : 
Model Amps Type (RPM) Width Depth Adjustment (inches) (Ibs) Weight (Ibs) 
653 10 Carbide Tipped 15,000 “ Ye" —15° to 45° «18 15 18 
9653 Kit 10 Standard 15,000 3” Ya" —15° to 45° «18 15 23 
“ 9652 Kit 10 Carbide Tipped 15,000 Sg Ye” —15° to 45° 18 15 24 | 
@ 126 ¥ Standard 22,000 213/42" ¥aq” —15° to 45° = 16 9.25 14 
9119 Kit 7 Standard 22,000 213/42" Yq” —15°to 45° 16 9.25 15.5 
9118 Kit 7 Carbide Tipped 22,000 21342" 3/9” —15° to 45° +16 9.25 16 | 
167 a0 Standard 21,000 113/46” Vea" O° to 45° 7% 3./9 5.25 | 
9167 Kit 2.5 Standard —«21,000 11346” Va” 0° to 45° 7% 3.75 9.75 | 
i 
| 
j 








VACUUM CLEANERS 


Rockwell wet/dry vacuum 
cleaners for high performance 
clean-up in any application 
from normal traffic dirt to heavy 
industrial plant or machine 


shop pick-up. 
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VACUUM CLEANERS 


and Accessories 








Rockwell Vacs, the STANDARD of Com- 
mercial Vacuum Cleaners, are designed 
for general purpose cleaning in factories, 
terminals, hotels, stores, restaurants, 
churches, schools and similar installa- 
tions. Particularly suitable for heavy duty 
performance, these efficient vacuum 
cleaners keep work areas clean... quickly 
remove scrap and fluids... recover 
valuable materials ... and improve quality 
control. 


Standard Equipment 


Models 50001, 50002 and 50003 


Basic machine, wheel set and handle, 
accordion hose (1%” |.D.), quick discon- 
nect adapter, Never-Clog® Filter, tool 
basket, two-stage filter, 25 foot 3-wire 
grounded type cord set and instruction 
manual. 


Model 50004 


Basic machine with 3 motor head, 25 foot 
3-wire grounded cord set, 2” diameter 
intake and instruction manual. 







NO-STOOP, COMFORTABLE HEIGHT HANDLE. HEAVY STEEL CONTAINER, BAKED ENAMEL 


FINISH, CORROSION RESISTANT. 


HEAVY DUTY, ADJUSTABLE CLAMPS. 
MOBILE - PORTABLE - MANEUVERABLE. 


CONVENIENT CARRY-ALL TOOL BASKET 
(STANDARD EQUIPMENT). QUICK, POSITIVE, AUTOMATIC HOSE 
COUPLING—SNAPS ON—SNAPS OFF 


T NT). 
CONVERTS TO POWER BLOWER IN SECONDS. (STANDARD EQUIPMENT) 





EXCLUSIVE ACCORDION® HOSE STRETCHES 


PATENTED, DOUBLE HEAVY-DUTY MOLESKIN TO 16 FEET (STANDARD EQUIPMENT). 


AND EXCLUSIVE NEVER-CLOG® FILTER 
SHEDS DIRT LIKE A DUCK SHEDS WATER. 
SHAKE AND IT’S CLEAN. 

KEEPS MAXIMUM VACUUM. 





FRONT CASTER EQUIPPED WITH 
LOCKING BRAKE. 


NON-MARKING LARGE WHEELS WILL ROLL OVER 
CORD, LEDGES, UP AND DOWN STAIRS." " 





APPROVED 











Vacuum Cleaners Specifications 
Vacuum Cleaner Models 
Model No. 50001 Model No. 50002 Model No. 50003 Model No. 50004 
*3 Motor Head Model 
Motor 7.3 amps, Electrical Input 8 amps, Electrical Input 11.1 amps, Electrical Input 19 amps (3-6.3 amps each) 
1 HP, 115 V, 60 HZ, A 1 HP, 115 V, 60 HZ, AC 2 HP, 115 V, 60 HZ, AC re eee 3 HP, 115 V, 
Air Cooled By-pass By-pass eee 
Waterlift 84” Maximum 78” Maximum 102” Maximum 78” Maximum 
Motor Guarantee 1 year 2 years 2 years 2 years 
Hose Type Accordion Stretch 1¥2” ID Accordion Stretch 1%” ID Accordion Stretch 1%” ID Not supplied, 2” diameter intake 
Pick-Up Dry and Damp Dry and Wet Dry and Wet Dry and Wet 
Container Size 16 gallon 16 gallon 20 gallon Will fit any can from 17” G.I. to 
Recovershle Capacity Halse iller above dampen 
on Hel cael (damp) re cass a mitting full utilization of A pl 
capacity 
y Weight (Ibs.) 42 43 53 45% 
¢ Height (inches) 34 34 34 17% 
Diameter (inches) 16 16 16 24 
Cord Set 25 Foot, 115 V, 3-wire grounded type, Heavy Duty 25 foot, 115 V, 12/3 gage 3- 


wire grounded type, heavy- 
duty, for use on 20 amp or 
higher circuits. 





*Motors feature sealed lubrication. 
These Tools Comply with OSHA Requirements 
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VACUUM CLEANERS 


and Accessories 


DRY AND WET ACCESSORY KITS 
FOR 50001, 50002, 50003 
VACUUM CLEANERS 


ee cate 





ry Kit consisting 
of 5” nozzle, 12” floor tool, 12” brush, 5” 
brush and 5’ wand. 20 Ibs. 





of shut-off valve and squeegee. 5 Ibs. 


HOSE 











No. 50010 Accordion Hose. Stretches 
from 6’ to 16’. Has standard 1%” |.D. 
ends. Included as Standard Equipment. 


WANDS, EXTENSIONS, 
CONNECTORS 





No. 50090 Quick Change Coupler. Con- 
nects hose to vacuum cleaner. Replace- 
ment for 50001, 50002, and 50003 Vacs. 





No. 50011 Hose Connector Tube, 112” 
O.D., t6 connect series of hoses. 





RS sere 


High-Up Ex- 
tension; in two parts with tool coupling. 





No. 50013 Floor Cleaning Extension 
Wand With Tool Coupling, double bend. 
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No. 50014 4’ Straight Extension with tool 
coupling. Tubular steel chrome plated. 








Ro. 
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No. 50015 Master Floor Tool. Inter- 
changeable slide-on floor care attach- 
ments (Nos. 50017, 50108 and 50019) fit 
the Master Tool’s die-cast housing. 









No. 50017 Slide-On Squeegee Adapter. 
Instant water pick-up. Precision bal- 
anced rubber squeegee blade permits 
100% vacuum power concentration in 
direction of cleaning stroke, either direc- 
tion. 





No. 50018 Replacement Squeegee 
Blades for 50017 Adapter. Pack of three 
blades. 





No. 50019 Slide-On Horsehair Brush 
Adapter. For general vacuum sweeping. 


SPECIAL “BIG JOB” NOZZLES 





No. 50055 Bumper only for 50052 and 
50054 Floor Tools. 


METAL DUSTING AND 
CREVICE TOOLS 





No. 50025 Replacement Brush for 50024 
Brush. 


No. 50024 2” Round 
Dusting Brush for 
woodwork ledges and 
mouldings. 








No. 50026 Replacement Body for 50024 
Brush. 





No. 50050 “Big Job’’ Special 22” Wide 
Squeegee Floor Tool. 


No. 50051 Set of Replacement Blades 
for 50050 22” Squeegee Floor Tool. 





No. 50053 22” Brush Floor Tool Set of 
Replacement Brushes. 





No. 50054 22” Carpet Floor Tool. 


No. 50027 Aluminum Adapter for 50024 
Brush but fits into wand coupling and/or 
hose. 





No. 50021 Upholstery Nozzle. 5” handi- 
tool. For cleaning ledges, bins, etc., as 
well as for non-abrasive upholstery vacu- 
uming. 


No. 50022 Brush Adapter. Slide-on fits 
50021 Upholstery Nozzle. Loosens deep- 
down dirt from fabrics. 




















No. 50023 18” 


handi-tool (upholstery tool extension). 





No. 50028 9” Ceiling, Wall and Over- 
head Brush. 





No. 50029 Brush Replacement for 50028 
Brush. 





cut on 45° angle, steel. For 50010 Ac- 
cordion Hose. 








No. 50031 Special 14” Metal Rug/Carpet 
Tool. With floating brush. Hugs all carpet 
surfaces and draws out deeply em- 
bedded dirt. 


No. 50032 Replacement Brush for 50031 
Carpet Tool. 


FILTERS, ASSEMBLIES, WET 
PICK-UP ADAPTERS 





ee 
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No. 50007 Water Pick-Up Adapter. 
Adapts vacuum cleaner for frequent 
and/or large area water or suds pick-up. 
Replaces air filter bag assembly with 
which cleaner is factory equipped. 


VACUUM CLEANERS 





No. 50008 Air Filter Assembly. Consists 
of primary filter bag, frame and gasket 
assembly. Effectively traps dust; pre- 
vents leakage. 








No. 50009 Never-Clog® Bag. Secondary 
filter. Dacron®. Provides double filtration. 
Sheds dirt; protects primary filter. For 
use with 50008 Air Filter Assembly. 


Lg. BP 


SPECIALTIES AND DEVICES 





No. 50020 Blower Nozzle, tapered, rub- 
ber. 


BANANA TOOLS FOR 
OVERHEAD PIPE CLEANING 





No. 50033 Overhead Pipe Tool for 1”-3” 
pipes. 


¥ & 


No. 50034 Brush Refill for 50033 Pipe 
Tool. 


and Accessories 






No. 50035 Overhead Pipe Tool 
for 4”-6” pipes. 
















No. 50036 Brush Refill for 50035 Pipe 
Tool. 


No. 50037 
Overhead Pipe Tool 
for over 6” pipes. 


No. 50038 Brush Refill for 50037 Pipe 
Tool. 


No. 50056 Drum Dolly. 
Inside diameter, 24%”. 
Diameter of inside hole, 
16%”. Handle height from 
floor, 35%”. Equipped with 
four jumbo, hard-rubber 
caster wheels. For use 
with 55-gallon drum. 


No. 50070 10’ Crushproof Hose, 2” |.D., 
with moulded ends. 











VACUUM CLEANERS 


and Accessories 








No. 50072 Crevice and Blower Tool, 


steel. 





ee 
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No. 50074 5’ Anodized Wand with metal 
tool coupling. 





é he e. RASA 


No. 50075 “Big Job” Special 22” Wide 
Squeegee Floor Tool. 





No. 50076 Set of Replacement Blades. 





No. 50077 22” Brush Floor Tool. 





No. 50078 Replacement Brushes. 





No. 50079 22” Felt Floor Tool. 








No. 50080 Set of Replacement Felts. 








No. 50081 22” Carpet Floor Tool. 
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No. 50083 Floor Gulper Nozzle. 





No. 50084 Hand Gulper Nozzle. 


No. 50091 Replacement Motor and Head 
Assembly for 50001 Vacuum Cleaner. 
10 Ibs. 

No. 50092 Replacement Motor and Head 
Assembly for 50002 Vacuum Cleaner. 
11 Ibs. 

No. 50093 Replacement Motor and Head 
Assembly for 50003 Vacuum Cleaner. 
16 Ibs. 

No. 50094 Replacement Motor and Head 
Assembly for 50004 Multi-Motor Power 
Unit. 21 Ibs. 








28 GALLON 
VACUUM 
CLEANER 


and Accessories 








@ 


A) Rockwell 





Se 


sy 
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MODEL 49-255 
28 Gallon Capacity 
VACUUM CLEANER 


Strong, lightweight fiber collector drum 
¢ Extra-powerful 6 amp motor ¢ Handy 
carrying handle « Extra-large 22” 
diameter x 6’ hose « All-purpose 3 x 6” 
rectangular nozzle * Complete line of 
low-cost accessories and attachments. 





SPECIFICATIONS @ 

Overall Dimensions: Diameter ....... 19” | 
Heights. 62s... bax res ehee 2742” 

Hose: Diameter ....2%2”; Length ....6’ 

CAS aia Rien ed oe hoe 28 gallon 

i (ATER TCR. De 6 Amp, 115V, AC-DC 


For Dry Pick-Up Only 


Model 49-255 28 Gallon Capacity Vacuum 
Cleaner. Includes Motor, Switch, Cord and 
3-Prong Plug, Filter Bag, 28 Gallon 
Collector Drum, 22” Diameter x 6’ Hose 
and 3 x 6” Rectangular Nozzle. Carton 
Size: 19” x 19” x 29”. Shipping Weight: 

25 Ibs. 


ACCESSORIES 

No. 49-226 Set of Extension Tubes for floor, 
cleaning, 2%2” diameter x 40” overall. 2 Ibs. 
No. 49-228 Hose Coupling. For connecting 
two 6-foot lengths of 49-229 2/2” diameter 
hose. ¥2 Ib. 

No. 49-229 Hose, 21/2” dia. x 6’. Replace- 
ment for standard hose or for use as exten- 
sion with No. 49-228 Coupling. 3 Ibs. 

No. 49-230 Elbow, 90°, 2%” dia. ¥ Ib. 

No. 49-231 Floor Brush, 14” wide. 2 Ibs. 

No. 49-247 Crevice Tool, 212” diameter. 

¥2 Ib. 

No. 49-250 Round Elbow Brush, 212” 
diameter. 1 Ib. 

No. 49-225 “T’”’ Connector. For connecting 
two 49-229 Hoses to vacuum Cleaner. 2 Ibs. 
No. 49-233 Flange, 2/2” diameter. For 
making your own attachments for your 
power tools. ¥ Ib. 

No. 49-243 Replaceable Filter Bags, 
package of five. ¥2 Ib. 


No. 49-245 Four-Wheel Caster Set for 
28-Gal. Vacuum Cleaner. 3 Ibs. 


@ 





ROCKWELL 


PORTABLE 
ALTERNATORS 
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ALTERNATORS 


For dependable electrical energy 
wherever you need it, in 

industry, construction, on the 
farm or in the home. 


Models 
79600 & 
79650 


+Shown on accessory mobility kit No. 79100. 














| : 





Declare independence for yourself today! 
... electric power where you need it; 
when you need it. No more pleading with 
utility companies and waiting, waiting, 
waiting for power. Just wheel the unit to 
the job site, crank up the motor, and you 
are ready to go... whenever it fits YOUR 
schedule. Or, be prepared with standby 
power to convert the frustrations and 
losses of power outages into uninterrupted 
production. For dependable electrical 
energy wherever and whenever you need 
it, in industry, in construction, on the 

farm orin the home... Rockwell portable 
alternators! 


Quality Rockwell Features 


* Efficient revolving field construction 
eliminates power current transmission 
through brushes, reduces maintenance 
and limits radio and TV interference. 

« NEMA Class F insulation used through- 
out to enable units to withstand high 
overload temperatures. 


Alternators Specifications 











* One-inch tubular steel cradle, standard, 
provides all-around protection and 
handling ease. 

* Each unit is factory performance tested 
and ready for use as shipped. 

* Centralized control panel—all controls, 
switches and outlets are up-front; easy 
to use. 

¢ Top quality copper wire used throughout 
to give better conductivity, increased 
capacity, less resistance and allowa 
compact design. 

* Dual Element Air Cleaner—an automo- 
tive-type paper air filter encased ina 
wrap-around oil soaked sponge gives 
double protection from damage causing 
abrasive dust entering the engine. 

* Double Dome Gas Cap prevents gasoline 
from escaping through top vent hole and 
keeps the raw gasoline away from the 
hot engine. 





ALTERNATORS 





* Stellite(™) faced engine valve seat 
inserts and Stellite valves with rotators 
extend engine valve life up to 3 times 
over conventional valves. 

* 4-cycle Briggs & Stratton engines used 
on all units for the ultimate in depend- 
ability... backed-up with a network of 
nationwide service. 

¢ Black rubber shock absorbing pads are 
mounted on the base of each unit to 
provide firm footing, excellent vibration 
control and prevent crawling. 

¢ Circuit breaker overload protection for 
instant, on-the-spot, push button re-sets. 

* Automatic idle control standard on 
Models 79250, 79350, 79475 and 79650 
increases engine life, saves fuel and 
automatically reduces engine to idle 
speed when no electrical load is being 
drawn from the alternator. 


TM Cabot Corp. 


Accessory Mobility Kit No. 79100 

Fits all models and comes with big 10” 
rubber, ball bearing wheels for the utmost 
in handling ease and portability. 


. Outlets Circuit Breakers : . 
Model Wattage| Rated | A/C Engine | Tank Length Weight! Weight 
No. HP _| Capacity (in.) an) ion | Mean (Lbs.) 
79200 | 2000 |17 120 3 Quarts |120 V 20 A 19.5 |145 117.5 | 88 93 
20 A 
Duplex 
+79250 | 2000 |17 120 3 Quarts |120 V 20A 19.5 114.5 | 17.5 94 
20 A 
Duplex 
79300 | 3000 |25/13| 120/240 oe 20 A|25A/20A Be oe 127 
+79350 | 3000 |25/13| 120/240 ee 25A/20A 19.5 |120 |128 
79450 | 4500 |38/19| 120/240! *10 30A125A 19.5 |154 164 
+79475 | 4500 /|38/19| 120/240] *10 30A|25A ieee 19.5 |155 |165 
79600 | 6000 /|50/25| 120/240 30 A| 30A 23.8 |218 230 
+79650 | 6000 |50/25| 120/240 30A| 30A 23.8 |219 231 


*Briggs & Stratton, 4 cycle, recoil start. 
**Briggs & Stratton, 4 cycle, rope pull start. 





tEquipped with automatic Idle Control—automatically regulates engine speed to deliver consistent output based 
on electrical load being drawn; automatically reduces to idle speed when no electrical load is being drawn. 
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Pick the Rockwell 
Portable Alternator best suited 
to your needs 


Total the wattage of all appliances, tools and light bulbs 


to be operated at the same time (volts x amps = watts). 


Remember electric motors require more power when 
starting than running. Use the chart below to get motor 
starting requirements. First determine your largest 
motor’s requirements. To this figure, add the running 
wattages of all other motors to get your total require- 
ments. Order your alternator approximately 15% larger 
than your total requirements to allow for future needs. 
Never pick an alternator smaller than your load require- 
ments, damage can be done to the alternator by 
continuous overloading. 


NOTE: A considerably smaller alternator may be used when 
all appliances are not operated at the same time. 


MOTOR STARTING WATTS REQUIRED 
(Approximate Wattages) 


1725 RPM Induction Motor Type Watts Req’d. 
Motor HP (*) Capacitor Split Phase Running 


VE) 400 
Ve 600. 
VW 800 
V3 1200 
V2 1500 
% 2100 
: 2500 
3000 

3500 

4200 

7100 


(*) Increase above figures 15% for 3450 RPM motors 


The above figures are a generalization. Check the nameplate on each 
appliance for specific consumption and start-up requirements. 


Accessory No. 79100 Two-wheel mobility kit—fits 
all models, comes with big 10” diameter rubber, ball 
bearing wheels for handling ease and portability. 


BRIGGS & STRATTON 
ENGINE WARRANTY 


For ONE YEAR from purchase date, Briggs & 
Stratton Corp. will replace for the original pur- 


chaser, FREE OF CHARGE, any part, or parts, 
found upon examination by any Factory Author- 
ized Service Center, or by the Factory at Milwau- 
kee, Wisconsin, to be DEFECTIVE IN MATERIAL 
AND/OR WORKMANSHIP. | 


All transportation charges 6n parts submitted for 
replacement under this Warranty must be borne 
by purchaser. 

There is no other Warranty express or implied. 
Briggs & Stratton Corp. shall in no event be 
liable for consequential damages. 
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CONSTRUCTION AND INDUSTRIAL 


LAWN AND GARDEN USES 


























Rockwell Porta-Nailer for 
a better nailing job 
in less than half the time. 





PORTA-NAILER 


and Accessories 


Reduce nailing time up to 65% on hard- 
wood tongue and groove flooring jobs. Or, 
with a quick change of the face plate do 
face nailing on roof sheathing, side-wall 
sheathing or sub-flooring with equal time- 
saving efficiency. The Porta-Nailer nails 
and sets while drawing nails extra tight 
and helps prevent splitting, squeaking, 
buckling or nail popping. It can makea 
real pro out of an inexperienced laborer. 
With a single blow it draws nails extra 
tight. 


Benefits/Features 


Productivity 


- Use of the Porta-Nailer allows you to do 
a better job in less than half the time 
over conventional nailing methods. 

- Non-marring face plate allows operator 
to properly tension the flooring without 
scratching while requiring a minimum of 
sanding even on prefinished floors. 

- Holds approximately 150 hardened nails 
ready for rapid, one-blow driving, but 
takes only seconds to load. 


Durability 


- Light, extra strong, durable cast mag- 
nesium housing for easy handling and 
long tool life. 


Handleability 


- Easy-to-use, makes an expert out of an 
inexperienced laborer. 


Standard Equipment 


Basic machine, extension handle, 
hammer, package of spare moving parts, 
3 wrenches and operating manual. 


ACCESSORY EQUIPMENT 

No. 42600 Hammer. 

No. 42603 Rubber Cap for Nailer. 
No. 42606 Extension Handle. 

No. 42609 Rubber Cap for Hammer. 
No. 42612 Hammer Handle only. 


No. 42624 Face Nailing Kit for converting 
Porta-Nailer to Face Nailer. 

No. 42627 Brace Protector Kit includes 
10390 Brace Protector and Fastening 
Hardware. 





PORTA-NAILS 
No. 42618—package of 5,000 2” Nails. 
No. 42621—package of 1,000 2” Nails. 
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LUBRICANTS 


and Accessories 


LUBRICANTS FOR ROCKWELL PORTABLE POWER TOOLS NEW ROCKWELL LUBE-WAX 


METAL WORKING LUBRICANT @ 
Recommended Lubricant g mm, 
Tool(s) Model No.(s) No. for Gear Chamber Eade lee? hie 1001 Uses! Outperforms Grease Sticks, Tallows 


and Bar Soaps. 







Use No, 48212 Lubricant in 
| “931, *535 48105 35YX Blade Mechanism Housing. DESCRIPTION 
| 


Use a good grade of SAE-30 44914 ¥3 Ib. Tube of 
ALL-PURPOSE SAWS 48105 35YX Nondetergent Motor Oil on Rockwell Lube-Wax 
Wiper and Reservoir Felts in 
Blade Mechanism Housing. G 
No. 57690 Lubricant. 12—No. 48105 


627, 628, * ,*6772| 18338 52711 
bc taal = 6V oz. tubes. 
ANGLE GRINDERS All Models 59842 860668 No. 57691 Lubricant. 12—No. 48212 
| 48230 154YX_| Use No, 48212 Lubricant in 6% oz. tubes. 
| BAYONET SAWS pao, teas 48105 35YX | Blade Mechanism Housing. No. 57689 Lubricant. 12—No. 48230 
ea GY oz. tubes 









ot SERA No. 57736 Lubricant Assortment. 4—No. 
ISAYX 48212: 4Q—No. 48105; 4—No. 48230. 

se S37 360 sei, | 48030 navi No. 5019 Extension Cord. 50’, 14-gauge, 

362, 363, *564 | 3-conductor type with grounding type 115 


BELT SANDERS eee 48230 154YX volt plug. 
No. 18192 Extension Cord. 100’, 16- 
504, 500, 503 48105 35YX Use No. 48230 Lubricant in . . 
em 3ayx | Chain Case. gauge, 3-conductor type with grounding 


rae Sa type 115 volt plug. 
CHIPPER/CLEANER 35YX 
eet et ee 33YX RECOMMENDED EXTENSION CORD SIZES 


CIRCULAR SAWS *533, 567, 568 48105 35YX FOR USE WITH ROCKWELL PORTABLE 
POWER TOOLS 
All Other Models 48230 154YX 


If an extension cord is used, make sure it is of 
*D-6, 304 48230 154YX | 
| 70-6, 304 | the 3-conductor type with NEMA connector and 
DISC SANDERS ek ee 59842 860668 plug so a continuous grounding circuit is pro- 


All Other Models vided from tool to power circuit outlet. Also be 


ee : 
sure the conductor size is large enough to pre- 
vent excessive voltage drop which will cause a 
‘| 59842 860668 loss of power and possible motor damage. A @ 
table of recommended extension cord sizes . 


77753, 77767, *77768 will be found below. 


All Other Models 48230 154YX 
Name- 
* * 
FASTENER DRILL 353, 622, *654 48230 154YX plate CORD LENGTH IN FEET 


48230 154YX Ampere 
FINISHING SANDERS Use in Transmission Rating | 25 | 50 | 75 | 100 | 125 150 
of Model 509 only. 
8 


75 
bak-dan oo Vd sponcigrt =e 
: , enter for repacking when 
HAMMERS 601, 603 brushes need replacing or 16 
after 250 operational hours 
*390, *590, *610 Coat moving parts of impact 
as cae : 48105 35Y X Mechanism lightly with 48230 18 18 18 16 16 16 
HAMMER/DRILLS ce — 
Coat moving parts of impact 16 16 14 
59842 860668 mechanism with same lubri- 
HORIZONTAL GRINDER 48230 
— : . 
Grease packed at factory. 


Return to Rockwell Service 
IMPACT WRENCHES 425, 625, 626 brushes need replacing or 
of use. 


15 





DRILLS AND 
POWER UNITS 





12>) 





Oo; oOIN 


— 
— 


1ee) 
mak 


14 14 14 14 14 12 
PORTA-BAND SAWS *556, 724, 725, 726 48105 35YX 
I E 
odels ssembly lightly with same 
GENERAL: For all machines having oil holes, after each 25 hours of operation, NOTE: Wire sizes shown are AWG (American Wire 
add 3 or 4 drops of a good grade bearing oil or best grade non-detergent SAE-20 Gage) based on a line voltage of 115 and maximum 
motor oil. Use No. 48230 as a common bearing lubricant on all ROCKWELL voltage drop (loss) of 10 volts or when cord carries 
Portable Power Tools. (*) Signifies obsolete units. rated current. 
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ROCKWELL 


INDUSTRIAL 
TOOLS 


Drill Press ander /Grinder 
Table Saw Wood Shaper 
7V Band Saw Bench Grinder 
Motorized Miter Box Jointer 

4” Band Saw 














15” DRILL PRESS 


and Accessories 


MODEL 15-081 
15” DRILL PRESS 


Full Y2 h.p. motor e Four speeds for 
drilling a variety of materials @ Lubri- 
cated-for-life ball bearings e Full belt 
guard for added operator safety e All 
purpose 10 x 10%” work table with 
side ledges and slots to clamp work ® 
Pivoting motor mounting plate permits 
quick belt tension release, fast speed 
change ® Floating spindle drive for effi- 
cient torque transmission without belt 
pull e Adjustable positive locking depth 
stop e Up front on-off switch e Thread- 
ed spindle collar accommodates six 
interchangeable spindle adapters. 


SPECIFICATIONS 

Overall Dimensions: Width ....15%2”; 
Front to Rear. .22%”; Height. .68% ” 

TO IEO ah ees 10x 10%”; 
Base Working Surface ..8%2” x 12” 

Column: Diameter ............. 23%" 

Ce LO eee 47," 
ORO oo Vas Wome ew cae 23%" 


Capacities: Diameter Hole in Cast Iron 
....%": in Steel....¥%”; Chuck to 
Base (max.) ....47%4”; Chuck to 
TPM AINE oot ee eee en 425," 


Spindle Speeds: Using Standard 4-Step 


Pulleys and 1725 RPM Motor...... : 


Be Rc Wargeahart 470, 780, 1300, 1950 RPM 


Model 15-081 15” Floor Model Drill 
Press with Motor. Includes Basic Ma- 
chine with Threaded Spindle Collar, 
Y2" Capacity Key Chuck, Self-Ejecting 
Safety Chuck Key, ¥ HP Motor with 
Cord and 3-Prong Plug, On-Off Switch, 
4-Step Slo-Speed Spindle Pulley, Motor 
Pulley and V-Belt. Fully Assembled. 
Carton Size: 17” x 29” x 63%”. Ship- 
ping Weight: 152 Ibs. 


Model 15-080 15” Bench Model Drill 


Press with Motor. Same as 15-081, Ex- 
cept Bench Model. 124 Ibs. 
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Mortising Attachments. Offers full 434” capacity 
under holddown; 234” from ends of hooked rods to 
fence. Includes fence with mounting bolts hold- 
down, brackets and rod; chisel holder and curved 
arms. Bushings for use with Spindle are included 
with Attachment. 

No. 15-840. For use with 15” drill press. Requires 
mortising chisels and bits. 


— me | 
SSIs 


Mortising Chisels, Bits and Bushings. For use with 
15-840 Mortising Attachment. 


Mortising Chisels with 5e” x 1%” shank. 


NUMBER DEPTH 


CAPACITY 


15-517 








Mortising Chisels—Production type. Made of se- 
lected steel. Shank of chisel is ¥ x 11%”. 


No. 15-404—'% x %", mortises 17%” deep. 

No. 15-405—%. x %o!”, mortises 1%” deep. 

No. 15-406—% x %”, mortises 3” deep. 

No. 15-408—12 x 2”, mortises 3” deep. 
Mortising Chisel Bits—Of selected steel. Bit oper- 
ates inside chisel. 

No. 15-514—'%4" bit x %." dia. shank. 

No. 15-515—%." bit x %” dia. shank, 

No. 15-516—%%” bit x 1%4!” dia. shank. 

No. 15-517—‘2" bit x 1%4" dia. shank. 


Handy, Quick-Set Vises—Raise to any angle. Side 
of vise accurately graduated for angle work. Ac- 
curately machined with base, body and sliding 
jaws of semi-steel—clamping jaws of hardened 
steel. Clamping screw has fine pitched thread and 
long bearing in vise body. 























t15-024 1x1%” | 15%" 1 45%” 4 Ibs. 
15-025 TX 1%" 45%" |6% Ibs. 
15-026 | 1716 x 2%" 6%" 9 Ibs. 
20-620 13% x 4” 1034” 19 Ibs. 





tNo. 15-024 same as No, 15-025 but without raising 
feature. 


NO. 20-620 


No. 20-620 4” Drill Press Vise with steel jaw 
plates. Plate for fixed jaw has vertical and horizon- 
tal grooves for holding round pieces. Recommended 
for drilling, tapping, milling, bench work and other 
operations. Vise is machined so that it can be 
placed in the normal position, on either side, or it 
can be stood up on end, 19 Ibs. 


No. 24-902 Univise .. . First truly universal vise 


for grinding, drilling and milling, Can be set at any 
angle desired. Vise can be returned exactly to its 
original setting for duplicate grinding. Each station 
had a 360° circular scale. 16 Ibs. 





No. 40-882 Lamp Attachment uses standard 15 or 
25-watt bulb. Includes mounting bracket, shade, 
socket and 115 V-8 foot cord. 1¥2 Ibs. 



















No. 15-830 Drill Chuck—Key Chuck, 0-2” capac- 
ity, 3-jaw type, with threaded mounting collar and 
key. 1% Ibs. 





o. 15-832 Adapter with No. 1 M.T. hole, with 
threaded mounting collar. 2 Ibs. 





No. 15-833 Adapter with No. 2 M.T. hole, with 
threaded mounting collar. 1 Ib. 






No. 15-835 Adapter, 12” shaft and flange. For cup, 
dish or straight grinding wheels. With mounting 
collar tapped 1%4./-20. 1 Ib. 





No. 15-836 Adapter with collars and threaded 
mounting collar for shaper cutters with %2” hole. 
1 Ib. 





No. 15-837 Adapter, %2” hole, with threaded mount- 
ing collar for router and spur bits, etc. 1 Ib. 


No. 15-838 Spanner Wrench—112” x 534” long, 
with single lug for 7 2/7 hole. Recommended for 
threaded mounting collar of Drill Chuck 15-830 or 
Adapters 15-832, 15-833, 15-835, 15-836 and 15-837. 
Y% ‘Ib. 





Machine Spur Bits—Production type. Made of 
selected steel. Have brad point and two cutting spur 
lips. Approximately 6” long with 2” shank. Weight 
per set 3 Ibs. 


No. 15-524 4" No. 15-528 4%” 
No, 15-525 5/6” No. 15-529 %%._" 
No. 15-526 34" No. 15-530 5%” 
No. 15-527 7/6” No. 15-532 4” 


No. 15-538—Complete set of 8 machine spur bits. 


Plug Cutters—Used for making wood plugs and 
dowels. % x 2” shank, barrel 2%” long. Cuts plugs 
2” thick and dowels 2” long. 

No. 15-534 4%" dia. No. 15-537 %4” dia. 

No. 15-535 %4” dia. No. 15-539 1” dia. 

No. 15-536 5%” dia. 


No. 15-542—Complete set of 5 plug cutters, 2¥ Ibs. 


15” DRILL PRESS 


SANDING DRUMS AND ABRASIVE 
SLEEVES FOR INSIDE AND CURVED 
WORK ON YOUR DRILL PRESS 


Perfect work is easy with these sanding drums, No 
fasteners to bump—no uneven expansion. In these 
drums, each rubber section is separated from its 
neighbor by bakelite washers, with non-corrosive 
metal bushings next to the arbor. Disks expand 
uniformly, run dead true, produce perfect work. 





No. 46-038 Drum, 3” dia. x 3”, with one sleeve. 
Fits Y%2" dia. shaft. 2 Ibs. 

No. 46-138 Sleeves, 2 doz. 3 x 3”. 40 grit coarse 
garnet. ¥ Ib. 

No. 46-832 Sleeves, 1/2 doz., 3 x 3’. 60 grit medium 
garnet. ¥ Ib. 

No. 46-338 Sleeves, 2 doz., 3 x 3”. 50 grit al. ox. 
(for metal), Y Ib. 





No. 46-538 Drum, 134” dia. x 2’, with one sleeve. 
Fits 2” dia. shaft. 1% Ibs. 

No. 46-638 Sleeves, 1/2 doz., 1% x 2’. 40 grit med. 
garnet. % Ib. 

No. 46-837 Sleeves, 1/2 doz., 1% x 2”. 60 grit fine 
garnet, % Ib. 

No. 46-838 Sleeves, 1/2 doz., 1% x 2’. 50 grit al. 
oxide (for metal). Y% fb. 





No. 46-048 Drum, '/,4/ dia. x 2¥%2” with one sleeve. 
With 1%” shank to fit hollow spindle or chuck. ¥% Ib. 
No. 46-841 Sleeves, % doz., se x 2%”. 50 grit 
med. garnet. 1 Ib. 

No. 46-248 Sleeves, 1/2 doz., 1. x 2%2". 80 grit fine, 
garnet, Y2 Ib. 

No. 46-847 Sleeves, 1% doz., js x 2%". 50 grit al. 
oxide (for metal). Y2 |b. 


NARROW SANDING DRUMS 
AND SLEEVES 


Drums of solid rubber for use in 3-jaw chuck. 





No. 46-679 Drum, 112” dia. x 1”, with one sleeve, 
Sie!’ shank. ¥2 Ib. 

No. 46-682 Sleeves, 1% doz., 1% x 1”. 40 grit. al. 
oxide. % Ib. 

No. 46-683 Sleeves, % doz., 1% x 1”. 80 grit al. 
oxide. % Ib. 

No. 46-680 Drum, 2%,’ dia. x 1”, with one sleeve. 
54. shank, ¥2 Ib. 

No. 46-684 Sleeves, 2 doz., 2%. x 1”. 40 grit al. 
oxide. % Ib. 

No. 46-685 Sleeves, % doz., 2%, x 1”. 80 grit al. 
oxide. % Ib. 

No. 46-681 Drum, 3” dia. x 1”, with one sleeve, 
544" shank, % Ib. 

No. 46-686 Sleeves, 1/2 doz., 3 x 1”. 40 grit al. 
oxide. ¥ Ib. 

No. 46-687 Sleeves, % doz., 3 x 1”. 80 grit al. 
oxide. ¥2 Ib. 


and Accessories 


MOTOR PULLEY ASSEMBLIES 


No. 41-964 Variable Speed Type—%4” bore. 8 Ibs. 
No. 41-965 Variable Speed Type—7%” bore. 8 Ibs. 


BELTS 

No. 49-051 V-belt, 5154” OC, for High Speed model. 
V2 Ib. 

No. 49-025 V-belt, 541%’ OC, for Slo-Speed model. 
Y2 Ib. 


No. 49-159 Variable Speed Belt, 55’ OC. 11% Ibs. 


No. 15-010 Collar—Head or table support. For 
234" dia. column. 2 Ibs. 


No. 15-809 Tilting Table—11x14” ground surface, 
complete with column bracket. Ledges at sides and 
slots make clamping of work easy. Tilt angle scale 
indicates to 90° both right and left. Fits any 15” 
drill press with 234” column. 37 Ibs. 


No. 15-801 Table, 10 x 10%” ground surface, non- 
tilting type, with integral column bracket. Ledges 
at sides and slots make clamping of work easy. 
Holes on front apron facilitate work or fixture 
mounting. Fits any 15! drill press with 234” col- 
umn. 22 Ibs. 


No. 15-850 Production Table—12 x 18” ground 
work surface (including coolant trough, 15% x 
21142"), for single spindle floor model drill presses 
(without 15-008 Raising Mechanism). 76 l|bs. 

No. 15-008 Raising Mechanism—For 15-850 Pro- 
duction Table. Includes rack, collar and bearing. 
10 Ibs. 

No, 15-030 Head Counterbalance Attachment— 
Complete assembly including spring, chain, column 
top casting, ball bearing roller and screws. Cannot 
be used with columns shorter than 3834”, 9 Ibs. 





No. 15-820 Foot Feed—For floor type models with 
64” column. Maximum quill travel with foot feed 
connected is 6’. Consists of foot pedal, rods, 
mounting brackets and spring. 36 Ibs. 

No. 15-825 Full Belt and Pulley Guard—For step- 
pulley models only. Encloses spindle pulley, V-belt 
and motor pulley. 9 Ibs. 


No. 11-969 Pilot Wheel 3-spoke type with handle 
knobs, 4 Ibs. 


MULTI-SPEED ATTACHMENTS 


Especially recommended for jobs like spot facing, 
counterboring, reaming and core drilling. 


No. 15-848 Multi-Speed Attachment for High- 
Speed 15” Drill Press. 12 speeds from 275 to 
10,500 rpm (the 10,500 rpm should be used only for 
occasional work due to the excessive wear on bear- 
ings). Includes mounting bracket, ball bearing cone 
pulley and two V-belts. 5% Ibs. 

No. 15-849 Multi-Speed Attachment for Slo- 
Speed 15” Drill Press. 12 speeds from 185 to 4600 
rpm. Includes mounting bracket, ball bearing cone 
pulley and two V-belts. 5% Ibs. 

No. 49-167—V-Belt for Slo-Speed Model. ¥2 Ib. 


No. 49-168—V-Belt for High-Speed Model. '% Ib. 











TABLE SAW 


and Accessories 


(STAND 
EXTRA) 






MODEL 34-440 
10” CONTRACTORS’ SPECIAL 


Includes extension wings as standard 
equipment @ “See-thru” blade guard 
with splitter and antikickback attach- 
ment @ Unique 24” rip capacity right 
or left of blade @ Lubricated-for-life 
ball bearing construction e Up-front 
controls @ Jet-Lock self-aligning rip 
fence @ Extra-large 40” x 27” table. 


SPECIFICATIONS 

Overall Dimensions: Width ...... or": 
Depth ...... 30”; Height ...... 18” 

Table: Size..... 40 x 27” (with exten- 
sions); In Front of Blade ..... 12%": 


Working Height on Stand ....34%4” 
Blade: Diameter ...10”: Arbor ...54” 
Capacities: Depth of Cut....... 3%"; 
2%" at 45°; Rip. . .24” (r. & |. of blade) 


Speed: Using Standard Pulleys and 
3450 RPM Motor ........ 4000 RPM 


Model 34-440 10” Contractors’ Special 
with Extension Wings. Includes Basic 
Machine, See-Thru Blade Guard with 
Splitter and Anti-Kickback Attachment, 
Jet-Lock Rip Fence, Front Graduated 
Guide Bar, Rear Guide Bar, Miter Gage, 
10” Saw Blade, Table Insert, Arbor and 
Motor Pulleys, V-Belt and Two Table 
Extension Wings. Less Motor and 
Stand. Shipping Weight: 192 Ibs. 


No. 62-042 Motor, 11/2 HP, Single Phase, 
Ball Bearing, Capacitor Start, 3450 RPM, 
116/230 V, TEFC, with 8-foot Power 
Cord Set, Remote Control On-Off Tog- 
gle Switch with Locking Feature and 
Cord Connected to Motor. 42 Ibs. 


Model 34-965 Belt and Pulley Guard. 
Use with No. 52-494 Motor. Shipping 
Weight: 3 Ibs. 








MODEL 34-609 
9” CONTRACTORS’ SAW 


‘“See-thru’’ blade guard with splitter 
and anti-kickback attachment @ Unique 
24” rip capacity right or left of blade e 
Lubricated-for-life ball bearings @ Up- 
front blade controls e Positive blade 
tilting mechanism with cast iron trun- 
nions @ Self-aligning rip fence. 


SPECIFICATIONS 

Table: Size. ..22 x 15”; 22 x 30” (with 
extensions); In Front of Blade...... 
11%”; Working Height on Stand 
jaca eGR NSGAK hes evans atencoteine: bcs 34V2" 

Blade: Diameter ....9”; Arbor ....%” 

Capacities: Depth of Cut. ..2%4”; 2” at 
Bo. FD oy 24” (r. & |. of blade) 

Speed: Using Standard Pulleys and 
3450 RPM Motor........ 3,800 RPM 


Model 34-607 9” Builders’ Saw with 
Extension Wings. Includes Basic Ma- 
chine with Two Table Extension Wings, 
See-Thru Blade Guard with Splitter and 
Anti-Kickback Attachment, Rip Fence, 
Combination Blade, Miter Gage, Guide 
Bars, Table Insert, Arbor Pulley, Motor 
Pulley (%” Bore), V-Belt and Wrenches. 
Shipping Weight: 88 Ibs. 


Model 34-609 9” Builders’ Saw with 
Extension Wings. Stand and Motor. 
Includes 34-607 Plus 50-127 Stand, 
Belt and Pulley Guard and 52-493 
1 HP Single Phase Motor with 8’ Power 
Cord Set, Remote Control On-Off Tog- 
gle Switch with Locking Feature and 
Cord Connected to Motor. Shipping 
Weight: 152 Ibs. 






ACCESSORIES FOR 10” 
CONTRACTORS’ SPECIAL SAW 

For Saw Blades See Page 9. 

No. 34-154 Standard Table Insert—1%4 
Ibs. 

No. 34-254 Dado Head Table Insert (for 
6” diameter dado heads only)—1 12 Ibs. 
No. 34-453 Moulding Cutterhead Table 
Insert—11 Ibs. 

No. 34-472 Extra Long Guide Bars that 
permit ripping to the center of a 100” 
panel. 22 Ibs. 

No. 34-895 Auto-Set® Miter Gage—For 
straight and angle operations. Has'3%” x 
%4"” x 18” guide bar and pivoting work 
support body with pointer and calibra- 
tions reading through 120° swing. Adjust- 
able, positive stops at 90° and 45° posi- 
tions. Accommodates No. 34-568 (old 
865) Clamp attachment. 312 Ibs. 

No. 34-568 Clamp Attachment for Miter 
Gage—112 Ibs. 

No. 41-043 Motor Pulley, 5” bore, 3” 
diameter, for 3450 RPM motors. 2 Ibs. 
No, 49-034 V-Belt, 44” O.C.—‘2 Ib. 

No. 49-364 Retractable Caster Set—Fits 
50-315 Stand. 13 Ibs. 


ACCESSORIES FOR 9” BUILDERS’ SAW 
For Saw Blades See Page 9. 

No. 50-139 Enclosed Steel Stand—2312” 
high. 44 Ibs. 

No. 50-111 Retractable Casters—For No. 
50-127 Stand. 11 Ibs. 
No. 34-636 Splitter-Mounted, “See Thru” 
Blade Guard with anti-kickback fingers. 
8 Ibs. 

No. 34-965 Belt and Pulley Guard—3 Ibs. 
No. 34-601 Table Extension, Open grid 
type, 22” x 7/2”. Two extensions required 
to increase table size to 22” x 30”. 5 Ibs. 
No. 34-974 Table Extensions, solid type, 
set of two, 22” x 5”. Increases saw table 
size to 22” x 25”. 25 Ibs. 

No. 34-895 Auto-Set® Miter Gage-—312 Ibs. 
No. 34-661 Standard Table Insert—In- 
cluded with basic machine. 2 Ibs. 

No. 34-662—Moulding Cutterhead Table 
Insert. 1 Ib. 

No. 34-663—Dado Head Table Insert. 1 Ib. 
SAW BLADES All with 4” diameter arbor 
hole. 1% Ibs. each. 


e 





Model 50-315 Stand for 10” Contrac- 
tors Saw. Shipping Weight: 28 Ibs. 


No. 34-959 Rockwell Micro-Set™ 
Adjustable Dado 


Here’s the dado that stays on 
the *saw! Just turn the cali- 


THE MODEL 34-649 9” SAW/4” Sar P a PRUNES RCT see escape TE 
JOINTER COMBINATION MAY BE INO ys oT eee rh ee 
PROVIDED BY ORDERING THE 33-198 Rip 9” 
FOLLOWING COMPONENTS: 33-223 Cross Cut 9” 


© Model 34-607 9” Builders Saw 33-227 Hollow Ground 9” 
@ Model 37-290 4” Deluxe Jointer 34-016 alate Ground 10” 
@ Model 62-146 Double Shaft 34-017 ip 10 






at rae ot ore ap to ms Motor, 1 HP, 115 V, Single Phase, vied Biel orci ae 
3/4” deep It also ploughs bg with Remote Control Switch e 34-627 Chisel Tooth 9” 
rabbets grooves or makes Model 50-509 Stand for Mounting 34-707 Plywood (200 teeth) rs 
decorative cuts. The 6%” ew SOY LORIOT SOON OC ees 34-708 Chisel Tooth 9” 


Jointer Raising Block e Model 
49-186 Motor Pulley e Model 
49-104 V-Belt 


carbide tipped blade cuts 
smoothly in wood or laminates. 
Fits ¥e” arbor. 


*Saw speed not to exceed 7000 rpm. 


34-709 Hard Tooth Combination (Stays 
sharp seven times longer) 
(30 Teéth Taper Ground) 9” 
34-840 Carbide-Tipped Comb. (24 teeth) 9” 
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MODEL 20-900 


7V Horizontal Band Saw 
with Accessory 20-902 Mobility Kit 


Big capacity together with variable 
speed, all at an economical price, is 
what makes the New ROCKWELL DELTA 
7V such an outstanding value. What’s 
more, you'll be surprised at the quality 
and speed of cut it will produce. 

You can choose from three different 
model set-ups, too. There’s a dry cutting 
model; however, if you want a wet model, 
you simply add the ROCKWELL 5-Gallon 
Coolant System. If you need a mobile 
unit for use right on the job site, you 
just add the Mobility Kit to the basic 
machine. 

Now is the time to replace your hand 
and power hack saws with the “time 
cutter.”” ROCKWELL DELTA’S New 7V is 
well suited for many users—job shops, 
tool rooms, maintenance departments, 
metal fabricators, building trade con- 
tractors, vocational schools and teacher 
training colleges. 

Let us show you how this ‘time cutter” 
can cut costs for you! 


SPECIFICATIONS 


Drive Motor.......... Y2 HP, 115 Volts, 
1 Phase, 60 Hertz Only. 

No Other Voltages or Three Phase 
Motors Available For This Model. 
Coolant Pump Motor (Accessory). .115 
Volts, 1 Phase, 60 Hertz Only. 

No Other Voltages or Three Phase 
Motors Available For This Model. 
5-Gallon Tank Capacity. 


Controls. ..Toggle Switch, Full Voltage 


Capacity: 
DiaAMGlOr AtGO: a2 vs oto bn ee cass * tf 
FUDGE COU OO osha es tochte 4 ohne 7 x: 10" 
ROC BORD 8 ii es 43%" x 7” 
Blade 
LSOne i. oN ss 9512” (7 Ft. 11% In.) 
WE is + ev ea es as ED %” or 3%” 
TOG a a aS Carbon Alloy 
NO eta eee ae Vari-Speed Pulley 
with Gear Box 
Speed Range (SFM).......... 80 to 200 


Blade Wheels. ..10” Diameter, Flanged, 
Cast Iron Wheels Driven by 
Chain and Sprocket 


Head Control....... Hydraulic Cylinder 
Operated by Needle Valve 


Saw Guides. .Roller and Roller Back-Up 
PIDOL SPACE ns eS a Ss 24” x 48” 
Net Weight.................. 200 Lbs. 





7V BAND SAW 


MODEL 20-900 


7V Horizontal Band Saw 
(Dry Cutting Set-Up) 


STANDARD EQUIPMENT 


No. 20-900 Manual, Band Cut-Off Saw 
— Model 7V. Includes Basic Machine, 
Ready-To-Run with ¥2 HP Motor, Toggle 
Switch Control, Roller Guides, Chip Re- 
moval Brushes (2), Coolant and Chip 
Pan, and 80 to 200 FPM Variable Speed 
Control. 200 Ibs. 

NOTE: For Wet Model Cut-Off Saw, Or- 
der 20-900 Basic Machine Plus 49-620 
5-Gallon Coolant System. 

NOTE: For Mobile Cut-Off Saw, Order 
20-900 Basic Machine Plus 20-902 Mo- 
bility Kit. 


ACCESSORIES 


No. 20-902 Mobility Kit. Includes two ball 
bearing wheels with rubber tires, curved 
handle and two riser blocks for left stand. 
Converts Model 7V to a portable unit so 
that it can be taken right to the job site. 
30 Ibs. 





No. 20-903 Bar Stock Stop for repetitive 
cut-off to same length. 3 Ibs. 


and Accessories 





No. 20-904 Bar Stock Stand, with adjust- 
able height for easier work handling. 
20 Ibs. 


METAL CUTTING BAND SAW BLADES 
Regular set, hard-edge, flexible back 
blades for cutting all metals. 

No. 20-905 Saw Blade, 12” wide, 10 
TPI. 1 Ib. 

No. 20-906 Saw Blade, 5” wide, 10 
TPI. 1 Ib. 

ge 20-907 Saw Blade, 12” wide, 8 TPI. 
“ss 20-908 Saw Blade, 5” wide, 8 TPI. 





No. 49-620 5-Gallon Coolant System for 
115 V, 60 Hertz, single phase. Includes 
submersible pump with %” male outlet, 
5-gallon tank with screen and baffle, 
6-foot plastic hose, flexible pipe with 
nozzle and valve, and 6-foot 3-conductor 
power cord with 3-prong 115 V ground- 
ing plug. 50 Ibs. 


103 


MOTORIZED MITER BOX 


and Accessories 





Rockwell Motorized Miter Box 
Shown Mounted on : | “a as 
No. 50-508 Steel Stand. a pene 


contractors <3; 


Here’s the ideal saw for builders... . 
plastic and aluminum fabricators . . . industrial arts 
and vocational education instructors. It’s specifically de- 
signed for fast, accurate cutting. Light in weight (only 
43 lbs.), it offers complete portability. Steel stand is 
available for stationary applications. 


FEATURES 





first on famous Rockwell Portable Electric Saws. Lets you 
stop the blade in seconds, eliminating time-consuming blade 
coasting while adjusting for the next cut. 

(Right) Big Capacity With Ample Power. As illustrated, base 
board can be mitered, either 45° right or left, prior to coping. 


The heavy duty 10.5 amp motor provides extra power to cut 
many materials, including compositions, plastic, wood and 


soft, light-weight aluminum extrusions. 


ROCKWELL QUALITY EXTRAS 


= Specially Designed Arbor. 

= Full 45° Miter Capacity With Positive Stops. 
= Ruggedly Constructed Base. 

= “Clear-View’’ Retractable Blade Guard. 

= Lightweight. 

® No Job Set-Up Required. 

= Single Hand Control. 
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STANDARD EQUIPMENT 


Basic Machine includes 34-708 combination saw blade, re- 
tractable blade guard, 90° elbow, cord and 3-prong ground- 
ing type plug, and arbor wrenches. 


MACHINE DATA 


Motor: 

FUNDS ies oh OEE Cm os «5 10.5, 115 V, Develops 1.6 HP 

epecu inher 10004: ca eed. Stasis Coes Qed 5000 RPM 
Blade: 

TUBING So, oe RE iE a i TUS ee 9” 

PNP oe oe Ss so ik ee Ad ye ee 56” 
Capacity: 

Bo Si EY SATS BUTI AS SEEK Ce SS ee ee 21% x 4” 

Witter, 46°23. etinines . SUSE Ree ee 2% x 3%" 

Miter, 45° R & Leomed@e .05)2.408 bs sino 58 x 358” 
Porte. re... a ee oe ease 90° and 45° R&L 
EOE os. ok sad cies awe ade Se a ees ee 4% 17" 
Overall Dimensions: 

(lo 19"; Depth in 2 20° ::Heightsia6 vias 22” 
Net Weight......... 43 lbs.; Shipping Weight......... 63 lbs. 


Motors—Universal Type, 115 Volt, 25-60 Cycle, AC-DC. 


CATALOG LISTING 


No. 34-010 Basic Machine Without Stand. Motorized Miter 
Box with 9” blade, ‘‘clear-view”’ retractable blade guard, 
90° elbow, motor with 7-foot 3-conductor cord with 115 V 
grounding type plug, and arbor wrenches. 63 lbs. 


QUALITY ACCESSORIES 


Saw Blades (with °8” arbor hole. Each 1% lbs.) 










Catalog 


Number Diameter 





COMBINATION (Flat Ground) 





CROSS-CUT (Flat Ground). 











MITRE (Hollow Ground) 


33-227 (4 cutting teeth—1 raker tooth) 


9” 







HARD TOOTH COMBINATION 
(Stays sharp seven times longer) 
(30 Teeth) 


34-709 







No. 49-083 Positive Drive Belt. For replacement use. % lb. 


No. 49-245 Four-Wheel Caster Set for 18 and 28-gallon 
vacuum cleaners. 3 lbs. 


No. 49-255 All-Purpose Vacuum Cleaner, 28-gallon capacity, 
complete with 6 amp, 115 V motor, switch and cord; filter 
bag, fiber collector drum; 21/2” diameter x 6’ hose and 
3” x 6” rectangular nozzle. 24 lbs. 


No. 50-118 Retractable Casters for use with 50-508 Steel 
Stand. 12 lbs. 


No. 50-508 Steel Stand for motorized miter box. 














MODEL 28-230 
14” WOOD CUTTING 
BAND SAW 


Includes enclosed stand and _ belt 
guard plus 2 HP, heavy duty, capacitor 
start motor with push button switch e 
Superior upper blade guide construc- 
tion @® Smooth running magnesium 
wheels @ Rugged 14” x 14” table e 
Lubricated-for-life ball bearings e 
Exact tension blade scale e Exclusive 
“‘Lock-in” table insert.. 


SPECIFICATIONS 

Overall Dimensions: Width....... 20°; 
Front to Rear. .17%2”; Height. .65%2” 

Table: Size. ..14” x 14”; Groove... .%” 
Deep by %4” Wide; Tilt to Right. .45°; 
to Left, 10°; Height from Floor, 42%” 

Blade: Length: Max.. .94”;Min.. .91%2” 

Capacities: Frame to Blade... .13%”; 
Under Guide and Wheel....... BY,” 

Speeds: (With 1725 RPM Motor)..... 
ROT Eat) ne eed SLE ee, 3000 RPM 


Model 28-230 14” Band Saw with En- 
closed Steel Stand, Belt Guard, Motor 
and Switch (Mounted and Wired in 
Stand). Includes Basic Machine with 
Stand; Wheel, Blade and Belt Guards; 
6” Arbor Pulley; 49-173 V-Belt; 41-033 
Motor Pulley (with %” Bore); Blade 
Guides; Wood Cutting Blade; 62-010 
Ye HP Single Phase Motor and Push 
Button Switch. 224 Ibs. 


BAND SAW ACCESSORIES 





No. 40-882 Lamp Attachment—Uses 
standard 15 or 25-watt bulb (not in- 
cluded). Includes mounting bracket, 
shade, socket and 115 V 8-foot cord with 
plug. 1¥2 Ibs. 

Height Attachment—Increases capacity of 
14” Band Saw from 6%” to 12%” under 
the guide. Add at any time. Needs 105” 
blades. 

No. 28-984 Height Attachment with cast 
block, dowels and bolt, extension front 
blade guard, wood back blade guard. 
12 Ibs. 





hy, | 
No. 28-810 Sanding Attachment—Includes 
flat and curved platens with guides and 
mounting brackets. 1 Ib. 
No. 28-836 Sanding Belt-—Garnet type, 
five, No. 80 grit, fine, 72” wide, 91” long. 
1 Ib. 
No. 28-837 Sanding Belt-—Garnet type, 
five, No. 40 grit, medium, %2” wide, 91” 
long. 1 Ib. 





PDS wesc 


No. 28-843 Rip Fence-With 18” guide — 


bars and mounting screws. 13 Ibs. 


No. 28-845 Rip Fence—With 32” guide 
bars and mounting screws. 10 Ibs. 


14’ BAND SAW 





and Accessories 


RETRACTABLE CASTER SETS 

Make your Rockwell Delta Band Saws 
mobile and increase their usefulness to 
your operation. 

With Delta Retractable Casters on your 
machines, you can easily wheel them 
about your plant or shop-right to the job 
site. 13 Ibs. 





No. 50-111 Retractable Caster Set—For 
50-122 enclosed steel stand. Has built-in 
leveling screws. 13 Ibs. 





No. 34-895 Miter Gage—For straight and 
angle operations. Has % x % x 18” 
guide bar and pivoting work support 
body with pointer and calibrations read- 
ing through 120° swing. Adjustable, posi- 
tive stops at 90° and 45° positions. 4 Ibs. 
No. 34-568 Clamp Attachment for Sliding 
Jig—With clamp bar, two sliding clamp 
screws, and front and rear posts. 1¥2 Ibs. 
No. 34-873 Extra Clamp Screw and Block 
—For Clamp Attachment. 1 Ib. 

WOOD CUTTING BAND SAW BLADES 
For 14” Band Saws: 9312” blades are stan- 
dard; 105” blades used with 28-984 Height 
Attachment. 12 Ib. 


NUMBER NUMBER |WIDTH wth 
(931/4" LONG) | (105" LONG) bey 





















__ 28-032 
28-046 

28-047 

28-048 

Ye" | 2a" 

| 28-052) | %” | Sho" 


SKIP TOOTH BAND SAW BLADES 

For 14” Band Saws: For cutting aluminum, 
magnesium, plastics and all kinds of 
wood. All blades are 93%” long. ¥ Ib. 


MINIMUM TEETH 
NUMBER WIDTH CUT. RAD. ; 
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and Accessories 





MODEL 31-352 
SANDER/GRINDER 


Most versatile finishing machine— 
sands, grinds, sharpens, deburrs, fin- 
ishes, contours, polishes e Precision 
ground 7 x 8” tilting table e All ball 
bearing construction e Balanced heat 
resistant Cycolac® belt wheels with 
Texin® tires, crowned for easy belt 
tracking. 


SPECIFICATIONS 

Overall Dimensions: Width ...... 8Y2": 
Front to Rear ..12”; Height ..21%” 

WM esc ec oe nee a 
PUR ee 10° in and 90° out 


Abrasive Belt: Size... .40” (minimum); 
42” (standard); 44” (maximum) Width 
PR Garena oa ek, Ye" (minimum); 
in eae Rea ce Kae He 1” (maximum) 

Capacities: Belt to Column ..... 7¥%e"; 
Table to Upper Idler (inside grinding 
WIAe ROH 5 Sew. Woe ee 3” 

Speed: Using Standard Pulleys and 
3450 RPM Motor....... 4000 SFPM; 
ORY 4600 SFPM (w/contact wheel) 


Model 31-351 Sander/Grinder. Includes 
Basic Machine, Flat Platen for 1” 
Abrasive Belts, Arbor Pulley, 31-361 
Guard for Arbor Pulley and (1) Abrasive 
Belt. Carton Size: 10” x 19” x 14”. 
Shipping Weight: 22 Ibs. 


Model 31-352 Sander/Grinder with 
Heavy Duty Motor and Base. Includes 
31-351 plus 62-144 % HP Motor with 
Switch, Cord and 3-Prong Plug, 31-360 
Base, 49-105 V-Belt and 41-023 Motor 
Pulley. Fully Assembled. Carton Size: 
13” x 23” x 21”. Shipping Weight: 50 
Ibs. 


Model 50-510 Stand for use with 31-351 
Basic Unit. Shipping Weight: 30 Ibs. 
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No. 31-361 Guard for Arbor Pulley. 


SANDER /GRINDER 


SANDER/GRINDER ACCESSORIES 


No. 31-360 Base Plate. 
Grinder Bench Models 31-354 and 31-355. 


(f 





Abrasive Belts. 
cloth backing. Package of 5. 


No. 
No. 
No. 
No. 
No. 
No. 
No. 


Platens. For use with Sander/Grinder. 


31-370. 
31-371. 
31-372. 
31-373. 
31-374. 
31-375. 
31-376. 


aa 





40 Grit, Coarse. 

50 Grit, Coarse. 

80 Grit, Medium. 
120 Grit, Medium. 
150 Grit, Fine. 

220 Grit, Fine. 

320 Grit, Extra Fine. 


No. 31-363. Fiat for 1” Belts. 


No. 31-364. Flat for %2” or Narrower Belts. 
No. 31-365. 2” Rad. Convex for 1” Belts. 





(CASTERS EXTRA) 


Included with Sander/ 


Aluminum Oxide. 


ADDED 
BY YOUR 


INDUSTRIAL 
DISTRIBUTOR 


He will provide 
you with... 


Assistance in Your Pro- 
duction Planning. His 
years of experience and 
technical know-how have 
equipped him to give you 
expert advice on your pro- 
duction problems. 


Fast Delivery From Local 
Stocks. Because of his 
knowledge of local mar- 
kets, he stocks the prod- 
ucts you need — delivers 
your orders quickly and 


keeps your working capi- 
tal free. 


Prompt Information on 
New and Old Products. He 
is in constant touch with 
manufacturers who supply 
him with information on 
new products and devel- 
opments. 


One Source For Many 
Types of Products. One 
source ordering simplifies 
your purchasing proce- 
dure and reduces your 
accounting costs. 


SERVING 
INDUSTRY 
ECONOMICALLY 





No. 31-362 Rubber Contact Wheel. 4” diameter, 
1’’ Face, special bore size. Recommended for stock 
removal and rough finishing. 

No. 31-366 Guard for V-Pulleys and V-Belt. 
Include mounting parts. Recommended for use 
when motor is mounted to rear on customer’s 
bench or on 31-360 Base Plate. 4% Ibs. 

No. 50-118 Retractable Casters. 12 Ibs. 

Steel Stand. 12 Ibs. 











Interchangeable spindles—handle 2” 
bore 3-lip cutters; also cope cutters 
using stub spindle accessory ® Short, 
rigid spindle with lubricated-for-life 
ball bearings for accurate, chatter-free 
shaping @® Convenient ram-type spindle 
control lever with auxiliary lock handle 
@ Completely guarded motor pulley and 
V-belt for safety @ Independently ad- 
justable shaper fence halves with single 
knob control. 


SPECIFICATIONS 

Overall Dimensions: Width ....25%2”; 
Depth .25%2": Height ....10%2” 

Table: Size Tee 152 x 18”: Insert 
Openings. . .3” and 1%” Diameters: 
Working Height on Stand....... 34” 

Fence: Size... 0... 2% x11%” 
ROUSE Osh a OAS oo (each side) 

Capacity: #2” Spindle .......... 2%" 
Dats SA el Kaaite 9 acd (under nut) 


Spindie:: Travel 24.65 es ee 7a" 


Speed: Using Standard Pulleys and 
3450 RPM Motor ........ 9000 RPM 


No. 43-120 Wood Shaper with Stand. 
Includes Basic Machine, 50-513 Stand, 
Fence, 2” Spindle, Table Insert, Start- 
ing Pin, Spindle Pulley, 43-805 Motor 
Pulley (%” Bore), 49-105 V-Belt, Belt 
and Pulley Guard, Ring Guard and 
Wrenches. 117 Ibs. 


Model 43-122 Wood Shaper with Stand 
and 1 HP Motor. Includes 43-120 
Shaper With Stand Plus 62-003 1 HP 
Single Phase Motor with Integral Re- 
versing Switch, 52-346 Manual Control 
Push Button Switch, 49-513 115 V 
Power Cords and Plug Set. Shipping 
Weight: 163 Ibs. 


SHAPER ACCESSORIES 


3-Lip Shaper Cutters. 


1 id 
All ¥%2” hole. 09-100 09-101 
V2” Cove 


6” Qr. Rd. 


09-109 09-110 
V4” Flute Drawer 
Joint 


09-125 09-128 
Cab. R.H. 


Female 


09-124 
Cab. L.H. 
Male 


09-126 
Cab. L.H. 
Female 


%," Cove, 
3%,” Bead 


Male Sash 


WOOD SHAPER 


(CASTERS EXTRA) 


MODEL 43-122 WOOD SHAPER 


SHAPER ACCESSORIES 
Straight Cutters. All 12” hole. 


NUMBER DIAMETER 


1%" 





09- oa 09-106 


90° Flute 


09- Mes 
4” & Yo” 
Qr. Rd. 

Ya” ‘Bead 


09-120 
Ogee 


09-131 
Glue Joint 


09-135 09-136 
Cove & Bead Cove & Bead 
Midg. L.H. Midg. R.H. 


fl te se Mell les ff 


09-137 09-138 Late bathed 
Cove & Bead Cove & Bead 


3-Bea 
Cope R.H. Cope L.H. (%6" Basd) 


09-199 09-201 09-202 09-203 
1” Convex ¥2” Flute Y2" Bead 
Edge 


mem kad 1 f 


09-214 09-219 09-231 09-235 
Panel Raising 1” Bead %,”" Qr. Rd. 





re x Sand) 


%” Bead 


%” Flute 


09-197 
Wedge 
Groove 


09-196 09-198 
Wedge Ogee & Bead 


Tongue Table Edge 


09-204 09-211 09-212 
¥%,” Flute 1” Flute 3%” Bead 


bd Ed A 


09-238 09-247 09-253 
%” Bead Door Lip Yo" & Wy” 
Radii R.H. 





and Accessories 


Spacing Collars. All #2” hole. 
DIAMETER 


NUMBER 


09-133 
09-150 
09-155 
09-217 
09-134 
09-140 
09-215 
09-151 


09-142 
09-171 
09-143 
09-172 
09-144 
09-173 
09-145 
09-132 
09-141 
09-146 


¥%” 


09-174 
09-175 
09-176 
09-147 
09-148 
09-177 
09-178 
09-149 
09-180 
09-179 





%” 


. 34-895 Auto-Set® Miter Gage. 312 Ibs. 
. 43-805 Motor Pulley, 5” bore. 2 Ibs. 
. 49-105 V-belt, 3044" O.C, 12 Ib. 

. 50-513 Steel Stand. 261%” high. 35 Ibs. 
. 50-118 Retractable Casters. 12 Ibs. 


No. 43-354 Shaper Fence. Included with basic 
machine, 12 Ibs. 

No. 43-935 144” Spindle. Included with basic ma- 
chine. For %2” hole 3-lip shaper cutters. 1 Ib. 

No. 43-198 Table Insert. With Guide Shoulders. For 
shaping with template without the use of collars. 
3” O.D. and 13%” 1.D. 





No. 43-190 Stub Spindle. For counter-bored 1%” 
hole 3-lip shaper cutters: Nos. 09-128 and 09-137. 


No. 43-817 Ring Guard. For added safety and con- 
venience on curved and circular edge shaping. 
Complete with mounting bracket. 





No. 43-983 Spring Hold Downs. Used in conjunc- 
tion with the shaper fence on straight shaping op- 
erations to hold work against the fence and table. 





No. 43-343 3-Knife Cutterhead. For use with cutter- 
head knives. With bushing for use on ¥2” and %” 
shaper spindles. 
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BENCH GRINDER /JOINTER 


and Accessories 
MODEL 23-612 


6” 





BENCH GRINDER 


Totally enclosed % h.p., 3450 RPM 
motor ® Shielded lubricated-for-life ball 
bearing construction ® Shatterproof 
eye shields ® Precision balanced grind- 
ing wheels ® Adjustable wrap-around 
tool rests ® Cast iron wheel guards ® 
Safety spark deflectors. 





GRINDER ACCESSORIES 


Ey itil 





B. Wire Brushes. Set of (2) two. 6” diameter with %2” 
hole. 

No. 23-113. Coarse. 

No. 23-114. Fine. 

C. No. 23-511 Fiber Brush. Set of (2) two. Tampico 
fiber. 6” diameter with ¥2” hole. 

D. No. 23-005 Buffing Wheel. /2” thick. 6” diameter 
with 2” hole. 

Buffing Compounds. Giant one pound bars of the 
most common compounds used for buffing, polish- 
ing and cleaning all types of materials. 
















NUMBER | DESCRIPTION USE 
; 23-007 Rouge For gold, silver, and 
No. 23-845 Edge Tool Grinding Attachment. For (red) other precious 


sharpening plane irons, grinding wood chisels, putty 
scrapers, etc.—up to 3/2” wide. For use on Model 
23-612 Grinder. 


No. 23-664 Holder for Diamond Wheel Dresser. 
Used with No. 23-312 Wheel Dresser. 4 Ibs. 


No. 23-312 Diamond-Pointed Wheel Dresser. For 
dressing all types of grinding wheels. 942” long 
with comfortable handle. 











metals 


For nickel, chrom- 
ium, iron, stainless 
steel, cast brass 
and aluminum 


For removing rust, 
scale and tarnish 
For aluminum brass, 


copper, pewter, 
wood, plastic. 


23-008 Rouge 


(white) 







Emery 
(black) 
Tripoli 

(brown) 






23-010 





SPECIFICATIONS » 
na: pe eee Consisting of 1% Ib. bars 
AS Apiaceae Speed. es si - compounds. Rouge Red, 
o WEITIOCSE oo eo So eee ; ouge White, Emery Black 
Threaded ...... VY2"-20 Left & Right and Tripoli Brown. 
Wheels: Size ....... ¥% x 6” Diameter a 3. B. C. D. 
with 2” Hole; Distance Between No. 23-800 Eye Shields. One pair with mounting 
MP Os celeste node wie: arbi 13%" A. Grinding Wheels. Aluminum Oxide. All 6” diam- parts. Included as standard equipment with Model 


No. 23-612 6” Bench Grinder. Includes 
Basic Machine with % HP Motor, 8- 
Foot Cord and 3-Prong Plug, On-Off 
Switch, Wheel Guards, Spark Deflec- 
tors, Tool Rests, (2) Grinding Wheels 


eter with 2” hole. 















54G Grade K 
36G Grade O 
60G Grade O 
46G Coarse 


























23-612 Grinder. 





-' j Wn” 
and bok gn nd andd eye dba 8 Marion oa. = oo ae No. 25-857 Lamp Attachment. Includes 18” flexible 
Size: 9%" x 18%" x 9¥2". Shipping == weet coats goose neck, reflector and 8’ cord. Uses 75 watt 
Weight: 45 Ibs. 23-621 60G Fine bulb. 











MODEL 37-290 (Shown in? eee ae ord ona ae suse motor with push button 
4” DEL XE JOINTER it y justmentsS WI ositive W ; A 
4 vel stops at 90° and most-used 45° r. & |. No. 49-890 Same as 49-889, except with 


tilt positions © Cartridge-type, 3-knife 
cutterhead with precision ground and 


24 V push button station, magnetic 
Starter, transformer and O.L. protection. 


and 
electricals.) 





— : ae balanced high speed steel knives ® 91 Ibs. 
aia Guarded cutterhead ® Lubricated-for- 
life ball bearing construction ® Inde- No. 37-207 


pendently adjustable front and rear 9” Saw/4” Jointer Combination 
tables ® Adjustable, gibbed, dovetail 
ways to compensate for wear. UNIT CONSISTS OF: 


e 9” Builders Saw e 4” Deluxe 





SPECIFICATIONS Jointer e No. 62-146 Double Shaft 

wane: Siz@cus. .. . dns 5Yq x 274" Motor, 1 HP, 115 V, single phase, 

rence: Sie... 3% x 21%" with remote control switch e No. 
agi Wit, Fai 45° r. & I.; Positive 50-509 Stand for mounting saw and 
MONG oie ihent oa 90°, 45° r. & I. jointer e No. 37-293 Jointer Rais- 

Cutterhead: No. of Knives..... 3; Cut- ing Block @ No. 49-188 Belt and 
ng CHCless 4... . Devens 2” Diameter Pulley Group 


Capacities: Width of Cut....4”; Depth 
of Cut ....%"”; Rabbet ....% x 4” 
Speed: Using Standard Pulleys and 
3450 RPM Motor ........ 4200 RPM 


Model 37-290 4” Deluxe Jointer. In- 
cludes Basic Machine, Fence with Dual- 
Control Handle, 3-Knife Cutterhead with 
Knives, Guard, Cutterhead Pulley. With- 
out stand, motor, switch, motor pulley or 
V-belt. 71 Ibs. 


No. 49-889 Enclosed stand with motor 
pulley, V-belt, pulley guard and % HP 


JOINTER ACCESSORIES 


Jointer Knives. Set of three. High speed steel. 
No. 37-802. For 4” Jointers. 
No. 49-363 Retractable Casters. 12 Ibs. 


No. 37-806 Jointer Cutter Head Assembly. In- 
cludes Bearings, Housings and No. 37-802 Set of 
Knives. 8 Ibs. 

No, 49-105 V-Belt, 30” O.C, ¥ Ib. 


No. 41-043 Motor Pulley, 3” diameter, 54” bore. 
2 Ibs. 


@ 
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COMMONLY USED SERVICE PARTS 


Rockwell Power Tool Sales and Service 
Centers are designed with one thought in 
mind—fast, dependable and courteous 
service for every customer. 


parts for your convenience. By ordering 
your parts by number we can offer you the 
most complete and reliable power tool 
service available. 


A complete inventory of quality replace- 
ment parts and accessories is maintained 
at each service location. We have com- 
piled this list of commonly used service 








Blade 








Model Brush Chuck Carrying Blade Blade 
No. Brushes Cap Switch Chuck Key Cord Case Screw Washer Nut 
100 800838 801538 802431 800879 — 846674 26793 — —- —- 
126 824216 803483 802227 —- —— 802791 48065 — — — 
153 865929 801538 801851 o —- 802791 — — — — 
167 857761 823727 803196 — = 802791 39190 — -— — 
303 802173 801251 802441 — — 802791 one _— om — 
304 802173 801251 802441 — —— 802791 — — — 
305 802173 801251 802441 --- — 802791 — = — -—- 
310 849260 — 844702 — — 802791 — ae a coe 
311 849260 — 844702 ~— -— 802791 —- —- a —~ 
312 849260 — 844702 — — 802791 — ote ei = 
313 849260 — 844702 — —- 802791 ~= ~~ — 
314 857761 823567 859987 — -— 846674 18343 859342 859341 —. 
315-1 683694 683698 864459 — = 687896 44657 684398 801669 _ 
316 683694 — 684219 — —- 684211 44657 684398 801669 — 
317 683694 — 684219 —- = 684211 44657 684398 801669 = 
318 683694 —_— 684219 — — 684211 44657 684398 801669 = 
330 848790 823727 843459 — -— 848679 — — —_ — 
336 854328 — 849317 —- — 849136 _ — -— — 
337 854328 — 849317 — — 849136 — was --- — 
346-1 683694 683698 864459 — —_ 687896 44657 684398 801669 --— 
348 857761 823727 848300 — — 802791 18291 684004 —- 801702 
360 824216 803483 801851 — — 839549(b) —_ — —- -— 
361 824216 803483 801851 — — 839549(b) — ~- —- — 
362 824216 803483 801851 — — 839549(b) — — mo — 
363 824216 803483 801851 — —_ 839549(b) — — —— _- 
368-1 683694 683698 864459 — — 687896 44657 684398 801669 
415 685270 = 683447 —- — 852894 53127 683436 684178 ~— 
425 861290 851501 802227 — — 846674 58756 — -— --- 
474 852875 852874 680222 684808 56506 852894 44180 — — — 
475 852875 852874 680225 684808 56506 852894 44180 — —- a 
476 852875 852874 680222 681482* 56506 852894 44180 — “+ = 
478 852875 852874 680225 681757 681767 852894 44180 — —- --- 
500 843996 803250 851674 — — 839549 — -— me — 
503 824216 803483 801851 — — 824016 — —— a — 
504 824216 803483 801851 — — 824016 _ — — — aa 
505 857761 823727 802441 — —— 846674 — — — — 
510 843996 803250 803140 — — 823379 39695 824111 824120 —— 
514 843992 827280 851674 859807 — 802798 a ~— — — 
536 843996 803250 802431 858940 — 802791 26793 a = — 
537 843996 803250 802431 858940 aoe 802791 26793 — — —_—. 
542 843992 827280 864958 — -— 823379 39676 839625 839605 — 
548 857761 823567 802441 — — 802791 26132 861949 — 801702 
567 824216 803483 843156 — — 825713 -— 823449 824559 —~ 
568 843996 803250 843156 — — 825713 18015 823499 824559 — 
600 861290 — 847546 — —— 858761 59584 — a —_— 
601 862759 — 847546 — —— 858761 ~~ — — — 
602 860328 — 847546 — — 802787 — — — — 
603 861677 <= 847546 — — 862234 a — — — 
611 857761 823727 866520 825365 56506(a) 849136 59850 —- oe = 
614 865326 — 864459 865362 824546 865619 53650 ~— — oo 
619 865941 — 864979 682380 56506 865619 44180 — a “= 
621 865941 -— 864979 825365 825366 865619 44180 — — — 
622 865941 — 864979 825365 825366 865619 44180 — — — 
623 865941 se 864979 —- o 848679 —- -— — oo 
624 865941 — 864979 —- — 848679 — a —- — 
625 861290 851501 802227 “= — 846674 58756 — — —— 
626 861290 851501 802227 aa — 846674 — — --- — 
627 865326 — 865820 — — 865619 53650 847423 —— 847420 
& 628 865326 — 864459 <= = 865619 53650 847423 —— 847420 
630 824216 803483 842606 854205 — 802791 26793 — — — 
631 865326 — 864459 864304 825366 848679 53650 — — — 
632 865326 — 865915 864304 825366 848679 53650 — = — 
633 865326 — 865915 861970 824546 848679 53650 om — oo 
634 865326 — 864459 864304 825366 848679 18326 — —_ —— 
635 865326 — 865915 864304 825366 848679 18326 — -- -_— 





(a) Early models used Chuck Key #825366 


(b) Early models used Cord #824016 
*Type #1 uses Chuck #684809 


Continued on Next Page 
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COMMONLY USED SERVICE PARTS continued) 











Model Brush Chuck Carrying Blade Blade Blade 
No. Brushes Cap Switch Chuck Key Cord Case Screw Washer Nut 
648 858835 — 860868 —— — 858761 aa 861949 — 858751 
653 850422 803483 802227 —: _ 802791 18293 — — — 
661 865326 — 847546 — — 865619 = — — — 
662 865326 — 847546 — — 865619 = oo — 
664 858835 — 860901 862129 56512 858761 —- -— — — 
666 858835 — 860901 862128 848859 858761 a a -— — 
669 865941 — 864979 a — 848679 44180 -- —- — 
670 824216 803483 842606 854205 — 802791 26793 — — = 
672 865941 — 864979 —_ — 848679 44180 — — — 
679 683694 — 684219 — — 684211 44657 684398 801669 — 
680 683694 — 684219 — — 684211 44657 684398 801669 — 
690 824216 803483 842606 854205 — 802791 26793 — a oe 
717 858835 — 860868 — — 858761 — — — — 
719 858835 — 860868 — — 858761 — — — — 
724 859179 801538 864459 — — 802787 44912 a == — 
725 859179 801538 864459(c) — — 802787 44912 — — aa 
726 859179 801538 864459(c) — — 802787 44912 — — — 
727 843996 803250 801851 — — 825713 48080 — a -- 
728 859179 801538 864459 — — 802787 44912 —_ — a 
730 853274 851403 854279 850738 838498 823379 — — -— — 
732 853274 851403 854279 — — 823379 a a — 
734 853274 851403 854279 — — 823379 oa — —- —- 
760 853274 851403 849095 — — 823379 — oo — — 
781 853274 851403 849095 — — 823379 — ~ — a= 
790 853274 851403 849095 —_— — 823379 — —_ - — 
1002 800838 801538 802431 800879 — 846674 —— “= —— — 
1600 861290 — 847546 — — 846674 59584 — — — 
1602 861290 — 847546 — —_ 802787 59540 — — os 
3102 849260 — 844702 — — 802791 -— — — —- 
5142 843992 827280 851674 859807 — 802798 — — — — 
5372 843996 803250 803140 858940 — 802791 — — — a= 
6702 824216 803483 842606 854205 — 802791 — — — a 
6902 824216 803483 842606 854205 — 802791 — — — ves 
7302 853274 851403 854279 850738 838498 823379 — — — — 
7500 865941 — 847546 862129 56512 865619 44180 — — — 
7501 865941 — 864931 862129 56512 865619 44180 — — — 
7503 865941 — 847546 862129 56512 865619 44180 — — — 
7504 865941 — 847546 862129 56512 865619 44180 — — — 
7510 865941 — 847546 862128 848859 865619 44180 — — — 
7511 865941 — 864931 862128 848859 865619 44180 — — rene 
7512 865941 — 847546 862128 848859 865619 44180 — — — 
7520 865941 — 847546 os — 865619 44180 — — — 
7521 865941 — 847546 on — 865619 44180 — — —_ 
7522 865941 — 847546 a — 865619 44180 — — —_ 
7523 865941 — 864931 wee — 865619 44180 — — — 
7524 865941 — 847546 — — 865619 44180 — — ea 
7531 865941 — 847546 — — 865619 44180 — — — 
7532 865941 — 847546 —— — 865619 44180 — — ers 
7533 865941 — 864931 = — 865619 44180 — — — 
7534 865941 — 847546 = — 865619 44180 — — — 
7541 865941 — 847546 — = 865619 44180 — — — 
7542 865941 — 864931 — -- 865619 44180 — —_— on 
7544 865941 — 847546 a — 865619 44180 — — — 
7545 865941 — 864931 — — 865619 44180 — — — 
7546 865941 — 847546 -- — 865619 44180 — — —_ 
7551 865326 — 864459 826225 56512 865619 53650 — —_ ee 
7552 865326 — 864459 824545 824546 865619 53650 —_ — — 
7553 865326 — 864459 844495 824546 865619 53650 — — —_ 
7554 865326 — 865915 861970 824546 865619 53650 — — — 
7556 865326 — 865915 861970 824546 865619 53650 — — —_ 
7563 865326 — 864459 844495 824546 865619 18326 — — — 
7564 865326 — 865915 846910 824546 865619 18326 — — — 
7566 865326 — 865915 846910 824546 865619 18326 — — — 
7571 865326 — 865915 — — 865619 53650 — — — 
7572 865326 — 865915 — 865619 53650 — — — 
7573 865326 — 865915 — — 865619 53650 — — — 
7574 865326 — 865915 — — 865619 53650 — — — 
7721 865326 865323 864459 — — 558761 44907 — — — 
7806 853274 851403 849095 — — 823379 — -—- — — 
7905 853274 851403 849095 — — 823379 — — — — 
7958 853274 851403 849095 — — 823379 — — — — 
77750 853274 851403 863328 850738 838498 823379 — — — — 
77751 853274 851403 863328 — — 823379 — — — — 
77752 853274 851403 863328 — — 823379 — — — — 
77753 853274 851403 863328 — — 823379 — —_ — — 
77767 865929 801538 862921 846910 824546 846674 — — — — 


(c) Hi-Low Switch for 725 is Part #851357 and tne speed contro! for 726 is Part #859325 
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For more information 


about Rockwell Power Tools 
or Accessories... 


All you need to know to get information about 
Rockwell Power Tools or accessories is the 
name of your local Rockwell Distributor. He's 
listed in the Yellow Pages under “‘Tools- 
Electric.’’ Or you may prefer to write or call 
your nearest Rockwell Regional Office for 
immediate information. To identify the office 
servicing your location please refer to the map 
below. We’ll be happy to serve! 





@) 18650 West 8 Mile Road 
Southfield, Michigan 48037 
Phone: (313) 569-4333 










175-25 Horace Harding 
Expressway 

Flushing, New York 11365 
Phone: (212) 225-2040 


385 North Anaheim Blvd. 

Orange, California 92668 

Phone: (714) 634-2071 4533 North Avenue 
Melrose Park, Illinois 60160 
Phone: (312) 345-8900 





e 3500 McCall Place 
Atlanta, Georgia 30340 
Phone: (404) 458-2263 


2934 Iron Ridge 
Dallas, Texas 75247 
Phone: (214) 631-1890 








SERVICE 
CENTERS 





Whatever 
it Takes! 


to assure prompt, 
efficient servicing 
and repair of 
Rockwell products 


ROCKWELL SERVICE CENTERS 


ALABAMA 

Birmingham 35209 
Suite 105 

131 West Oxmoor Road 
Phone: (205) 942-6325 


ARIZONA 

Phoenix 85017 

3004 West Thomas Road 
Phone: (602) 269-5617 


CALIFORNIA 

Los Angeles 90007 

2400 South Grand Avenue 
Phone: (213) 749-0386 


Orange 92668 
385 North Anaheim Blvd. 
Phone: (714) 634-4111 


Sacramento 95818 
2828 Q Street 
Phone: (916) 452-0228 


Santa Clara 95050 
2305 De La Cruz Boulevard 
Phone: (408) 241-9790 


San Diego 92111 
7465 Raytheon Road 
Phone: (714) 279-2520 


San Leandro 94577 
3039 Teagarden Street 
Phone: (415) 357-9762 


COLORADO 

Denver 80207 

4900 East 39th Avenue 
Phone: (303) 388-5803 


CONNECTICUT 

Manchester 06040 (Hartford) 
57 Tolland Turnpike 

Phone: (203) 646-1078 


FLORIDA 

N. Miami 33168 

661 N.W. 122nd Street 
Phone: (305) 688-9686 


Jacksonville 32205 
3545 West Beaver Street 
Phone: (904) 387-4455 


Tampa 33609 

4536 W. Kennedy Boulevard 
Phone: (813) 877-9585 
Orlando 32803 

18072 Winter Park Road 
Phone: (305) 644-8100 


GEORGIA 

Atlanta 30340 

3500 McCall Place 
Phone: (404) 458-2263 


Forest Park 30050 (Atlanta) 
4017 Jonesboro Road 
Phone: (404) 363-8000 


HAWAII 


Honolulu 96819 
3209 Koapaka Street 
Phone: (808) 847-2048 
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ILLINOIS 

Melrose Park 60160 (Chicago) 
4533 North Avenue 

Phone: (312) 345-8900 


Posen 60469 (Chicago) 
2514 West 147th Place 
Phone: (313) 371-5053 


INDIANA 

Indianapolis 46268 
5317 West 86th Street 
Park 100—Building 6 
Phone: (317) 299-9078 


LOUISIANA 
Kenner 70062 (New Orleans) 


2440-0 Veterans Memorial Blvd. 


Phone: (504) 729-7363 


MARYLAND 
Baltimore 21205 

4714 Erdman Avenue 
Phone: (301) 483-3100 


MASSACHUSETTS 

Boston 02134 

414 Cambridge Street (Allston) 
Phone: (617) 782-1700 


MICHIGAN 

Southfield 48037 (Detroit) 
18650 W. Eight Mile Road 
Phone: (313) 569-4333 


Grand Rapids 49509 
4331 Clyde Park, S. W. 
Phone: (616) 534-4420 


MINNESOTA 
Minneapolis 55429 
4315 68th Avenue North 
Phone: (612) 561-9080 


MISSOURI 

North Kansas City 64116 
1141 Swift Avenue 
Phone: (816) 221-2070 


St. Louis 63139 °* 
2348 Hampton Avenue 
Phone: (314) 644-3166 


NEW JERSEY 


Union 07083 
945 Ball Avenue 
Phone: (201) 964-1730 


NEW YORK 


New York 10013 (Manhattan) 
132 Lafayette Street 
Phone: (212) 966-2726 


Flushing 11365 
175-25 Horace Harding Expwy 
Phone: (212) 225-2040 


Syracuse 13201 
700 Marcellus Street 
Phone: (315) 425-4700 


NORTH CAROLINA 
Charlotte 28209 

3601 South Boulevard 
Phone: (704) 525-4410 


OHIO 

Cleveland 44114 

1234 East 26th Street 
Phone: (216) 621-6329 


Cincinnati 45215 
1433 Glendale-Milford Rd. 
Phone: (513) 772-1490 


Columbus 43214 
4560 Indianola Avenue 
Phone: (614) 263-0929 


Dayton 45439 
3050 S. Kettering Boulevard 
Phone: (513) 298-5281 


Toledo 43606 
2938 Douglas Road 
Phone: (419) 473-0962 


OKLAHOMA 


Oklahoma City, 73107 
3631 Northwest 23rd Street 
Phone: (405) 946-5437 


OREGON 

Portland 97232 

2755 Northeast Broadway 
Phone: (503) 288-6888 


PENNSYLVANIA 


Harrisburg 17112 
5135 Jonestown Road 
Phone: (717) 657-0545 


Philadelphia 19120 
4433-37 Whitaker Avenue 
Phone: (215) 455-7907 


Pittsburgh 15208 


400 North Lexington Avenue 
Phone: (412) 247-3600 


RHODE ISLAND 

East Providence 02914 
1009 Waterman Avenue 
Phone: (401) 434-3620 


TENNESSEE 

Memphis 38116 

1004 East Brooks Road 
Phone: (901) 332-1353 


TEXAS 


Dallas 75247 
2934 Iron Ridge Street 
Phone: (214) 631-1890 


Houston 77018 

Suite 114 

10606 Hempstead Road 
Phone: (713) 682-0334 


UTAH 


Salt Lake City 84115 
2990 Southwest Temple 
Phone: (801) 487-4953 


VIRGINIA 


Norfolk 23502 

5335 Virginia Beach Blvd. 
Phone: (804) 499-5994 
Richmond 23229 

2752 Hungary Spring Road 
Phone: (804) 270-1105 


WASHINGTON, D.C. 
Hyattsville, Maryland 20781 
4811 Kenilworth Avenue 
Phone: (301) 779-8080 


WASHINGTON 

Seattle 98101 

1918 Minor Avenue 
Phone: (206) 622-4576 
WISCONSIN 

Milwaukee 53222 

10700 W. Burleigh Street 
Phone: (414) 774-3650 


SAN JUAN, PUERTO RICO 
Rio Piedras, Puerto Rico 00923 
Calle Valverde 

Entre Almeria Y Ubeda 

Phone: (809) 763-2245 


CANADA 


ALBERTA 

Calgary, Alberta T2G 4B9 
4411 Manitoba Road, S. E. 
Phone: (403) 287-0462 ° 


Edmonton TP5 3X6 
10632 169th Street 
Phone: (403) 489-5587 


BRITISH COLUMBIA 
Vancouver, B. C. V5Y 1L4 
45 West 7th Avenue 
Phone: (604) 879-8622 


MANITOBA 

Winnipeg, Manitoba R3H 0H2 
1699 Dublin Avenue 

Phone: (204) 633-9259 


ONTARIO 

Mississauga, Ontario L4V 1J2 
6463 Northam Drive 

Phone: (416) 677-5330 


London, Ontario N6E 1P7 
1025 Hargrieve Road 
Phone: (519) 681-0890 


Guelph, Ontario N1H 6M7 
40 Wellington Street 
Phone: (519) 836-2840 
Ottawa, Ontario K2P ON9 


207 Gilmour Street 
Phone: (613) 236-7459 


QUEBEC 
St. Laurent 
(Montreal), P. Q. H4N 1W2 


523 Rue Deslauriers Street 
Phone: (514) 336-8772 


Quebec, P. Q. G1iL 2W7 
793—3rd Avenue 
Phone: (418) 529-0236 
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AUTHORIZED SERVICE STATIONS 


ALABAMA 

MONTGOMERY 36104........... Mid-State Electric Motor, 1514 South Decatur Street 
ALASKA 

I EE sieves wht « comms eee eww WoO Aero Services, 201 Post Road 
PRET OT ON ie 5 bere S b HRS FiO! ORS 0 KKK Aero Services Co., Phillips Field 
ARIZONA 

oS re Electric Motor Company, 1028 East Broadway 
ARKANSAS 

Dy be pe.) Electric Tool Service, 1419 W. 10th Street 
CALIFORNIA 

SD WEN eras & £0: 5 SAW MEGS mae Senn Electric Co., 1801 Fairfield Street 
PRES 93703... ccc cw cwee R & R Electric Motor Co., 1919 Home Avenue East 
2 BS | Stanislaus Electric Motor Works, 504 River Road 
CONNECTICUT 

NEW HAVEN 06513.................. New Haven Electric Machine, 190 Fulton Terrace 
FLORIDA 

PENSACOLA 32501........... Electric Motor Service, 124-126 North DeVilliers Street 
GEORGIA 

SAVANNAH 31405............... White Hardware Repair Dept., 102 West Congress Street 
HAWAII 

Ie nna he bleh vin ixwrcencans oe, Gea eee aac Hawaii Planning Mill, Ltd. 
KAHULUI 96732...........................Maui Power Tool Service, 111 Hana Highway 
IDAHO 

ge Air Equipment Repair Service, 3422 Americana Terrace 
RPUINOUIEE. OOS iss 6 Sek-0% 6 OWS SB ews 6 HOS Bee Wade Tool Service, 513 Thain Road 
INDIANA 

UR Ss 5 og 58s s cues & owes C&L Electric Motor Repair, 1405 Chicago Avenue 
IOWA 

DAVENPORT 52808...... Industrial Engineering & Equipment Co., 1958 W. River Road 
DES MOINES 50309.................... Puckett Electric Tool Repair, 1011 Keo Way 
KANSAS 

ot fp) Richmond Electric Co., 1002 West Maple Street 
KENTUCKY 

LEXINGTON 40508.................. City Electric Motor Shop, 492 East High Street 
LOUISVILLE 40217...... ... Jimmy's Electric Motor Service, Inc., 2430 Bowman Avenue 
MAINE 

i | M & W Electric, 38 Portland Street 
MASSACHUSETTS 

og) The Saw Center, Inc., 472 Main Street 
MISSISSIPPI 

DRERSON 39204 «oc ccc ciecccs Flannigan Electric Motor Shop, 328 Oakdale Street 
MONTANA 

MRISSOULA SOO]... cc cece cc cece ce cease Electro Service Center, 1919 Harve 
NEBRASKA 

I RINE Sc bcos eiavaia-e w wheres @ acarelaue ¥ are Thacker Electric Co., 2209 Cuming Street 
NEVADA 

LAS VEGAS 89109. ......0 oo. Tool Service Inc., 3229 Industrial Road 
Rei -. ot varia gy csr’. arpa herpes Landa Electric Co., 140 Manuel Street 
NEW HAMPSHIRE 

rk i G & R Electric Motor Repair, 453 Winchester Street 
NEW MEXICO 

ALBUQUERQUE 87107................ Telco Electric Inc., 2906 Fourth Street, N. W. 
NEW YORK 

BINGHAMTON 13902................ 0... ce eeee H. P. Marsh, 65 Glenwood Avenue 
| BLS 2) re United Electric Motors, Inc., 614 Winslow Avenue 
PERMNIREMEON FOGGE 5 cisco GS Sa eisle KK Gs ie Hace ain Fowler & Keith Supply Co., 104 Smith Avenue 
ROCHESTER 14605..................cc0ee, Power Specialists, 258 Hayward Avenue 
ROCHESTER 14608................... Jackson Saw and Knife Co., 517 State Street 
I ES rns % sacs s © WigK ae ORR oA 0. G. Schwarz, 432 Atlantic Avenue 
SCHENECTADY 12304............... Barrett Electric Service, Inc., 108 Henry Street 
NORTH CAROLINA 

oii RS des 6: Highland Lumber Co., 325 Blount Street 
OHIO 

NORTH CANTON 44720................. North Canton Repair Shop, 110 Sixth Street 
YOUNGSTOWN 44512............. Moff-Master Power Tools, Inc., 5200 Market Street 
OKLAHOMA 

ok 2) Hydraulic Equipment Co., 2423 Admiral Boulevard East 
OREGON 

EUGENE S7402 ... 0. nics cccseeen ca ees Kieth’s Electric Motor & Tool, 515 Wilson Street 
MEDFORD 97501....... ; eae Se on RAE AM TAG Ken’s Saw Shop, 1838 Delta Waters Road 
PENNSYLVANIA 

ALLENTOWN 18103........................ Curio Electric, 825 South Fifth Avenue 
SOUTH CAROLINA 

CHARLESTON 29402.............. Delta Industrial Electric Company, 1906 Meeting Street 
SOUTH DAKOTA 

SIOGUK FALLS 571064... .......0025;.- Malloy Electric Motors, 713 South Cliff Street 
TENNESSEE 

IEE BPO ciic.s 5 obs Kaciews & Kew S Portable Tool Service Co., 502 Arthur Street 
WASHVILLE 37203............ Tennessee Electric Motor Co., 408 Sixth Avenue South 
CHATTANOOGA 37404.............. Dixie Industrial Service, Inc., 2108 East Main Street 
TEXAS 

ABILENE 79601........... Abilene Welding & Industrial Supply Co., 1225 Walnut Avenue 
ht a hl) G. E. Jones Electric Co., 212 North Polk Street 
tk Ds Ss > re Hamilton Electric Works, Inc., 3800 Airport Boulevard 
CORPUS CHRISTI 78405............. Otto Dukes Machinery Co., 2588 Morgan Street 
«ky ea eee eens Francis Wagner Co., 1225 Texas Avenue 
Be BS A re ee Modern Tool Repair, 2704 East Belknap 
PRES o MUEEOA POSES ou hivau’ cSuwe tad C-D Tool Repair Service, 2532 Carson Avenue 
eI Oa a5 ck Seisa cig aoeeeesucaaseckene Lubbock Electric Co., 1108 34th Street 


SAN ANTONIO 78214.............. Lloyd Electric Works, Inc., 1951 Probandt Street 





VIRGINIA 

HAMPTON 23361...................... G. G. Wilkins Company, Ltd., 611-B Rotary Street 
i et Roanoke Armature Co., 110 - 8'4 Street South East 
WASHINGTON 

ee eee Spokane Saw & Tool Co., East Trent Avenue 
pt | er Cooper Electric Motor Service, 205 South Fourth Avenue 
WEST VIRGINIA 

PITT SG TOR. 25723 ook 5 cick Kees s vers Lawter Electric Motor Co., 202 Adams Street 
CANADA 

ALBERTA 

EDMONTON T6H 2J2.............. a Tr P. G. Power Tool Clinic, 6924 - 103rd Street 
BRITISH COLUMBIA 

KELOWNA VI1K 2K5................ Thompson Electric Motor Service, 1090 Richter Street 


VICTORIA V8T 1T9......Ammo Power Tool, Div. of Inchcape Canada Ltd., 602 John Street 
NEW BRUNSWICK 


FREDERICTON E3B 3L4.................. Electric Motor Service, 129 Westmorland Street 
SAINT JOHN E2L4A5................. John A Kennedy & Co. Ltd., 181 Rothesay Avenue 
MONCTON EI1C 8H7............ Moncton Electric Motor Service Limited, 71 Toombs Street 
NOVA SCOTIA 

os Se os a | i Acme Electric Ltd., 5835 Bilby Street 
ONTARIO 

coat tit A 8 ee Tools (Wentworth) Ltd., 430 Cannon Street East 
KINGSTON K7M 1W6............ Boyd Electric Company Limited, 825 Portsmouth Avenue 
NORTH BAY PIB 2J2......... Glendrew & Machine Power Tools, 1399 A Hammond Street 
a it SS | + Kirk’s Electric Motor Works, 298 Christie Street 
PETERBOROUGH K9J 5X9........Dependable Electric Motor Service, 861 Webber Avenue 
THUNDERBAY P7C 4V9.................... Mahon Electric Co., Ltd., 611 Victoria Avenue 
Po a ok: eee M. G. Burke Investments Limited, 30 Alder Street 
QUEBEC 

SOMQUIERE GIN TW. cccsisk cs cesses Jean Achard Ltee, 575 Boul Centenaire, C.P. 310 


SEPT-ILES G4R 1W6...... Woods Electric & Equipment Service, 360-366 Marquette Avenue 
SHERBROOKE JIE 2C5... . Atelier D’ Outils Electriques Enr., 2269 King W., Shopping Centre 
SASKATCHEWAN 

SASKATOON S7K 0W1. Production Machinery Service & Supply Ltd., 526 - 44th Street East 


OSHA Compliance— Power tools indicated 
herein as meeting the requirements of the Occupa- 
tional Safety and Health Act of 1970 conform to the 
applicable requirements of that Act at the time of 
their manufacture but only when used as described 
herein without misuse or modification. 


CAUTION! You are reminded that no vendor’s 
statement will relieve you of your obligations under 
the law and that you should be certain that proper 
guarding which is available for our tools is used 
and that the tools are correctly installed. 








él Rockwell International 


Power Tool Division 
Pittsburgh, Pennsylvania 15208 


HEADQUARTERS / CUSTOMER SERVICE / SALES 
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For the name of your nearest 
Rockwell Distributor, 
look in the “Yellow Pages” under: 


— 2 ™ cicerpi 


sil 


\ 
Asa 


For further information contact... 
In the United States: 
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400 North Lexington Avenue 
Pittsburgh, Pennsylvania 15208 


In Canada: 
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40 Wellington Street, P.O. Box 848 

Guelph, Ontario N1H 6M7 

In Puerto Rico: 

Calle Valverde i 

Entre Almeria Y Ubeda 
| Rio Piedras, Puerto Rico 00923 
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8033 Munchen-Martinsried 
Fraunhoferstrasse 11, West Germany 





- 
: In South America: 
: INDUSTRIA MAQUINAS INVI 


: (Caixa Postal 24) 
i Av. Major Jose Levy Sobrinho 2500 
Limeira, S.P. Brazil 


For any area not shown above: 


Watlay i c Eth wedel te @alat te. 


Power ole) => dolelamOl-jer-latii tsa 
400 North Lexington Avenue 
: Pittsburgh, Pennsylvania 15208 


. Telex 866241 
Cable Address: ROCKWL INT PGH 
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